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Agreements

Revisions (CB)
CB  (Huawei) extend the choice by single IE container after the ellipsis in R3-141996
(CR1219r5, TS36.413, Rel-12, Cat B, “introduction of MBMS MDT”, Revision of R3-141569).
Postponed issues 

Continue about whether and how to differentiate between signaling or management based for MBMS MDT log retrieval as TEI12, should preferably be in RAN2 if no new element found for RAN3. 

Minutes
	29.  eMBMS Operations (RAN2-led) WI 

WID: RP-131369 (target: RAN#64) [TU: 0.5]
Starting from BL CRs 

Pending to RAN2

	R3-141569
	Introduction of MBMS MDT (Huawei, Qualcomm Incorporated)
	CR1219r4, TS 36.413, Rel-12, Cat. B
Baseline CR

Extend by single IE container after the ellipsis

25.921 

CB  (Huawei) extend the choice by single IE container after the ellipsis 
Rev in R3-141996


	R3-141722
	Retrieval of MBMS MDT logs for signalling based operation (Alcatel-Lucent, Alcatel-Lucent Shanghai Bell)
	Appr
Management based: blind configuration -> pick up only a few UEs for report

Signaling based: need to retrieve the log

· Need to differentiate for log retrieval between  management based from signaling based

Network based solution:ue configured for signaling is learnt by target eNB from source eNB via  X2/S1 HO

UE based solution: ue configured for signaling based is learnt by target eNB from source eNB via the UE

QC: Is this discussed in RAN2 ? ran2 lead of WI ? 

NN: filtering. No need to filter out. Send everything to TCE. configure less UEs?

ALU: too many UEs.

HW: first discuss in RAN2. Because how to select ues for mbms mdt. Mbms interest indication could be used by RAN2 ?

QC: pb already there for management

Ericss: likely source eNB and target eNB are same.

Ericss: provide to target which service the ue was interested in.

NN: transition to idle. 

QC: fire and forget broken? Transfer of flag could be broken? 

Sending LS to RAN2 ? no liaison. 

Continue about whether and how to differentiate between signaling or management based for MBMS MDT log retrieval as TEI12, should preferably be in RAN2 if no new element found for RAN3.
Noted.


	R3-141723
	Signalling Based  MBMS MDT Operation (Alcatel-Lucent, Alcatel-Lucent Shanghai Bell)
	CR705r-, TS 36.423, Rel-12 , Cat. B
Noted.
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