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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc382600408]8.3.2	Error Indication
[bookmark: _Toc382600409]8.3.2.1	General
The Error Indication procedure is initiated by an eNB to report detected errors in one incoming message, provided they cannot be reported by an appropriate failure message.
If the error situation arises due to reception of a message utilising UE associated signalling, then the Error Indication procedure uses UE-associated signalling. Otherwise the procedure uses non UE-associated signalling.
[bookmark: _Toc382600410]8.3.2.2	Successful Operation


Figure 8.3.2.2-1: Error Indication, successful operation.
When the conditions defined in clause 10 are fulfilled, the Error Indication procedure is initiated by an ERROR INDICATION message sent from the node detecting the error situation.
The ERROR INDICATION message shall contain at least either the Cause IE or the Criticality Diagnostics IE.
In case the Error Indication procedure is triggered by UE associated signalling 
-	in the course of handover signalling the Old eNB UE X2AP ID IE, which is the AP ID allocated by the source eNB,  and the New eNB UE X2AP ID IE, which is the AP ID allocated by the target eNB 
-	in the course of signalling for dual connectivity, the Old eNB UE X2AP ID IE, which is the AP ID allocated by the SeNB, and the New eNB UE X2AP ID IE, which is the AP ID allocated by the MeNB
shall be included in the ERROR INDICATION message. If one or both of Old eNB UE X2AP ID IE and New eNB UE X2AP ID IE are not correct, the cause shall be set to appropriate value e.g. " unknown Old eNB UE X2AP ID", "unknown New eNB UE X2AP ID"  or "unknown pair of UE X2AP ID".
[bookmark: _Toc382600411]8.3.2.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc382600412]8.3.2.4	Abnormal Conditions
Not applicable.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc375074906]8.x.2		SeNB Reconfiguration Completion
[bookmark: _Toc375074907]8.x.2.1	General
The purpose of the SeNB Reconfiguration Completion procedure is to provide information to the SeNB whether the requested configuration was successfully applied by the UE.
The procedure uses UE-associated signalling.
[bookmark: _Toc375074908]8.x.2.2	Successful Operation



Figure 8.x.2.2-1: SeNB Reconfiguration Complete procedure, successful operation.
The MeNB initiates the procedure by sending the SENB RECONFIGURATION COMPLETE message to the SeNB.
The SENB RECONFIGURATION COMPLETE message may contain information that
-	either the UE has successfully applied the configuration requested by the SeNB.
-	or the UE has not successfully applied the configuration requested by the SeNB. The MeNB shall provide information with sufficient precision in the included Cause IE to enable the SeNB to know the reason for an unsuccessful reconfiguration. The MeNB may also provide configuration information in the MeNB to SeNB Container IE.
Note: Overall UE and E-UTRAN behaviour and the usage of the RRC container for this case is FFS.
-	or the MeNB has not triggered configuration requested by the SeNB. The MeNB shall provide information with sufficient precision in the included Cause IE to enable the SeNB to know the reason for an unsuccessful reconfiguration. The MeNB may also provide configuration information in the MeNB to SeNB Container IE.
Upon reception of the SENB RECONFIGURATION COMPLETE message the SeNB shall stop the timer TDCoverall.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.x.3	MeNB initiated SeNB Modification Preparation
8.x.3.1	General
This procedure is used to enable an MeNB to request an SeNB to modify UE context at the SeNB.
The procedure uses UE-associated signalling.
8.x.3.2	Successful Operation


Figure 8.x.3.2-1: MeNB initiated SeNB Modificiation Preparation, successful operation
The MeNB initiates the procedure by sending the SENB MODIFICATION REQUEST message to the SeNB. When the MeNB sends the SENB MODIFICATION REQUEST message, it shall start the timer TDCprep.
The SENB MODIFICATION REQUEST message may contain
-	E-RABs to be added within the E-RABs To Be Added Item IE;
-	E-RABs to be modified within the E-RABs To Be Modified Item IE;
-	E-RABs to be released within the E-RABs To Be Released Item IE;
-	the UE Context Information IE;
-	the MeNB to SeNB Container IE;
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
If at least one of the requested modifications is admitted by the SeNB, the SeNB shall modify the related part of the UE context accordingly and send the SENB MODIFICATION REQUEST ACKNOWLEDGE message back to the MeNB. 
The SeNB shall include the E-RABs for which resources have been prepared at the SeNB in the E-RABs Admitted List IE. The SeNB shall include the E-RABs that have not been admitted in the E-RABs Not Admitted List IE with an appropriate cause value.
For each E-RAB configured with the SCG bearer option to be added or modified
-	the SeNB shall, if included, apply the respective AS-security according to the information contained in the UE Security Capabilities IE and the AS Security Information for DC IE in the UE Context Information IE.
-	if applicable, the MeNB may propose to apply forwarding of downlink data by including the DL Forwarding IE within the E-RABs To Be Added Item IE of the SENB MODIFICATION REQUEST message. For each E-RAB that it has decided to admit, the SeNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs Admitted to Be Added Item IE of the SENB MODIFICATION REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. The MeNB may also provide for an applicable E-RAB to be released the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the SENB MODIFICATION REQUEST.
-	if applicable, the SeNB may include for each bearer in the E-RABs Admitted To Be Added List IE in the SENB MODIFICATION REQUEST ACKNOWLEDGE message the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer.
Upon reception of the SENB MODIFICATION REQUEST ACKNOWLEDGE message the MeNB shall stop the timer TDCprep.
Interactions with the SeNB Reconfiguration Completion procedure:
If the SeNB admits a modification of the UE context requiring the MeNB to report about the success of the RRC connection reconfiguration procedure, the SeNB shall start the timer TDCoverall when sending the SENB MODIFICATION REQUEST ACKNOWLEDGE message to the MeNB. The reception of the SeNB RECONFIGURATION COMPLETE message shall stop the timer TDCoverall.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc382600466]9.1.1.5	UE CONTEXT RELEASE
This message is sent by the target eNB to the source eNB to indicate that resources can be released.
Direction: target eNB  source eNB (handover), MSeNB  SMeNB (dual connectivity).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated for handover at the source eNB and for dual connectivity at the SeNB
	YES
	reject

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated for handover at the target eNB and for dual connectivity at the MeNB
	YES
	reject


[bookmark: _Toc382600569]
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>
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