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1. Overall Description:

RAN3 thanks SA2 for the reply LS on Introducing the ProSe Authorized IE in R3-141552/S2-142277.
RAN3 has reached a consensus on adding the ProSe Authorized IE in the X2 HANDOVER REQUEST message and the S1 PATH SWITCH RRQUEST message for the X2 handover in the RAN3#84 meeting. When the source is a ProSe-aware eNB, the target eNB can get the ProSe Authorized indication from the Authorized IE in the X2 HANDOVER REQUEST message sent by the source eNB asap. When the source is a non-ProSe-aware eNB and the target is a ProSe-aware eNB, the target eNB only can get the ProSe Authorized indication from the ProSe Authorized IE in the S1 PATH SWITCH REQUEST ACKNOWLEDGE message sent by MME. When both source and target are ProSe-aware eNBs, the target can get the ProSe Authorized indication both from the ProSe Authorized IE in the X2 HANDOVER REQUEST message sent by source eNB and the ProSe Authorized IE in the S1 PATH SWITCH REQUEST ACKNOWLEDGE message sent by MME. The solution enables to support mixed deployments of ProSe-aware and non-ProSe-aware eNBs and minimizes the delay budget of the D2D discovery/communication transmission.
After estimating the delay budget of the D2D discovery/communication transmission, the time difference between adding the ProSe Authorized IE in the X2 HANDOVER REQUEST message and the S1 PATH SWITCH RRQUEST message for the X2 handover is limited. In addition, the delay of the D2D discovery/communication transmission is tolerant when the ProSe Authorized IE is only signalled in the S1 PATH SWITCH REQUEST ACKNOWLEDGE message. Therefore, for X2 handover, signalling the ProSe Authorized IE only in the S1 PATH SWITCH REQUEST ACKNOWLEDGE message is sufficient. The optimized solution that the ProSe Authorized IE is signalled in the X2 HANDOVER REQUEST message to minimize the delay of the D2D discovery/communication transmission may be considered in the future release. 

2. Actions:
To SA2 group
ACTION: RAN3 kindly asks SA2 to take the above information into account, and update their specifications accordingly. 

3. Date of Next TSG-RAN WG3 Meetings:
TSG-RAN3 Meeting #85bis         6-10 October 2014
      Shanghai, China.
TSG-RAN3 Meeting #86
          17-21 November 2014
   San Francisco, CA.
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