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8.2
RAB Assignment

8.2.1
General

The purpose of the RAB Assignment procedure is to establish new RABs and/or to enable modifications and/or releases of already established RABs for a given UE. The procedure uses connection oriented signalling.

8.2.2
Successful Operation
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Figure 1: RAB Assignment procedure. Successful operation.

The CN initiates the procedure by sending a RAB ASSIGNMENT REQUEST message. When sending the RAB ASSIGNMENT REQUEST message, the CN shall start the T RABAssgt timer.

The CN may request the UTRAN to:

-
establish,

-
modify,

-
release

one or several RABs with one RAB ASSIGNMENT REQUEST message.

/*partially omitted*/

For a RAB setup or modification, when the maximum bit rate (respectively the guaranteed bit rate when applicable) to be signalled for the RAB exceeds the maximum value of the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE), either the Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE) shall be included together with the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE) set to its maximum value or the Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate IE) shall be used.

For a RAB setup or modification, if the Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE) is present, the RNC shall consider it and ignore the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE).
For a RAB if Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE when applicable) is signalled in one direction RNC shall use the Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE) also for the other direction for this RAB. If the Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate IE) is present, it shall be used in both directions.
For a RAB setup or modification, when the maximum bit rate (respectively the guaranteed bit rate when applicable) to be signalled for the RAB exceeds the maximum value of the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE), and neither the Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE) nor the Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate IE) is present, the RNC shall use the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE).
For a RAB setup or modification, if the Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate IE) is present, the RNC shall consider it and ignore the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE).

For a RAB setup, the RAB Parameters IE may contain the Signalling Indication IE. The Signalling Indication IE shall not be present if the Traffic Class IE is not set to "Interactive" or if the CN Domain Indicator IE is not set to "PS domain".
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