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1   Introduction
In RAN3#84, it was agreed that:

· the SeNB Release procedure is used to initialize the release the UE context and

· the radio and C-plane related resource associated to the UE are released by the UE Context Release procedure. 
However, the current procedural text does not reflect the agreement. This paper proposes necessary text for TS 36.300 [1].
2   Discussion
----------------------------------- Start of proposed modifications----------------------------------------------

10.1.2.X.2.3
SeNB Release

The SeNB Release procedure may be either initiated by the MeNB or by the SeNB.

It is used to initiate the release of the UE context at the SeNB.

It does not necessarily need to involve signaling towards the UE.

----------------------------------- Next of proposed modification ----------------------------------------------

20.2.2.x5
MeNB initiated SeNB Release procedure

The MeNB initiated SeNB Release procedure is triggered by the MeNB to initiate the release of the resources for a specific UE at the SeNB.
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Figure 20.2.2.x5-1: MeNB initiated SeNB Release procedure.

Editor’s Note:
The need for an acknowledgment is still FFS. 
----------------------------------- Next of proposed modification ----------------------------------------------

20.2.2.x6
SeNB initiated SeNB Release procedure

The SeNB initiated SeNB Release procedure is triggered by the SeNB to initiate the release of the resources for a specific UE at the SeNB. 
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Figure 20.2.2.x6-1: SeNB initiated SeNB Release procedure.
----------------------------------- Next of proposed modification ----------------------------------------------

20.2.2.3
UE Context Release procedure

At handover, the UE Context Release procedure is initiated by the target eNB to signal to the source eNB that resources for the handed over UE context can be released.
At dual connectivity, the UE Context Release procedure is initiated by the MeNB to finally release the resources at the SeNB for the specific UE once either the SeNB initiated or the MeNB initiated SeNB Release Procedure has been performed.

[image: image3.emf] 
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Figure 20.2.2.3-1: UE Context Release procedure

At handover, by sending UE CONTEXT RELEASE the target eNB informs the source eNB of Handover success and triggers the release of resources. 

----------------------------------- End of proposed modification ----------------------------------------------

3   Proposal
Proposal: Agree on the text proposal provided in section 2 of this paper.

4   Reference

[1] R2-142839. Introduction of Dual Connectivity. NTTDOCOMO, INC.
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