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10.1.2.X.2.2
SeNB Modification

The SeNB Modification procedure may be either initiated by the MeNB or by the SeNB. 

It may be used to modify, establish or release bearer contexts, to transfer bearer contexts to and from the SeNB or to modify other properties of the UE context at the SeNB.

It does not necessarily need to involve signaling towards the UE.
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Figure 10.1.2.X.2.2-1: SeNB Modification procedure - MeNB initiated.

Figure 10.1.2.X.2.2-1 shows an example signaling flow for a MeNB initiated SeNB Modification procedure that includes

1.
The MeNB sends the SeNB Modification Request message, which may contain bearer context related or other UE context related information, and, if applicable data forwarding address information. 

2.
The SeNB responds with the SeNB Modification Request Acknowledge message, which may contain radio configuration information, and, if applicable, data forwarding address information 

3./4.
The MeNB initiates the RRC connection reconfiguration procedure.

5.
Success of the RRC connection reconfiguration procedure is indicated in the SeNB Reconfiguration Complete message.

6.
The UE performs synchronisation towards the cell of the SeNB.
If the bearer context at the SeNB is configured with the SCG bearer option and, if applicable

7./8. Data forwarding between MeNB and the SeNB takes place. (Figure 10.1.2.X.2.2-1 depicts the case where a bearer context is transferred from the MeNB to the SeNB.)

9.
If applicable, a path update is performed.
Editor’s Note:
Dependent on the scenario the Editor’s Notes from section 10.1.2.X.2.1 may be applicable as well. 
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Figure 10.1.X.2.2-2: SeNB Modification procedure - SeNB initiated.

Figure 10.1.2.X.2.2-2 shows an example signaling flow for a SeNB initiated SeNB Modification procedure.

1.
The SeNB sends the SeNB Modification Required message, which may contain bearer context related or other UE context related information. 
Editor’s Note: For SCG/Split bearer release, FFS whether the SeNB sends the release message (including RRC container) or sends a trigger to the MeNB followed by a modification request from MeNB to SeNB.
2. .
If the bearer context at the SeNB is configured with the SCG bearer option and the MeNB accepts the modification it sends back a SeNB Modification Confirm message. if data forwarding needs to be applied, the MeNB additionally provides forwarding address information within the SeNB Modification Confirm message.



3./4.
The MeNB initiates the RRC connection reconfiguration procedure.

5.
Success of the RRC connection reconfiguration procedure is indicated in the SeNB Reconfiguration Complete message.

6.
The UE performs synchronisation towards the cell of the SeNB.

7./8. Data forwarding between MeNB and the SeNB takes place. (Figure 10.1.2.X.2.2-1 depicts the case where a bearer context is transferred from the SeNB to the MeNB.)
9.
If applicable, a path update is performed.

Editor’s Note:
Dependent on the scenario the Editor’s Notes from section 10.1.2.X.2.1 may be applicable as well. 
20.2.2.x2
SeNB Reconfiguration Completion procedure
The SeNB Reconfiguration Complete procedure is initiated by the MeNB to indicate to the SeNB that the UE has been successfully configured with the requested SeNB radio configuration.
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Figure 20.2.2.x2-1: SeNB Reconfiguration Completion procedure.
The same procedure is also used by the MeNB to indicate either unsuccessful configuration of the UE with the requested SeNB radio configuration or that the MeNB finally decided to not request the UE to apply the radio configuration requested by the SeNB.

The SeNB Reconfiguration Completion procedure is used in the course of a SeNB Addition and in the course of a SeNB Modification if the SeNB Modification requires signalling towards the UE.
Editor’s Note:
It is still FFS whether there is a need for the SeNB to finally confirm that the UE has taken the SeNB configuration into use. 

20.2.2.x4
SeNB initiated SeNB Modification procedure
The SeNB initiated SeNB Modification Preparation procedure is initiated to request the modification of the UE context at the SeNB.
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Figure 20.2.2.x4-1: SeNB initiated SeNB Modification procedure.
The SeNB initiated SeNB Modification does not necessarily result in communication towards the UE.
If the MeNB decides to follow the SeNB’s request it replies with a SeNB MODIFICATION CONFIRM message and may provide data forwarding addresses. 
If the MeNB decides to not follow the SeNB’s request it replies with a SENB MODIFICATION REFUSE message.
Editor’s Note:
It is still FFS whether the SeNB initiate SeNB Modification procedure will be specified in stage 3 as a class 1 procedure or several class 2 procedures. 
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