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	Reason for change:
	At RAN3#84, it was left FFS whether the SeNB is allowed to trigger modification of the UE AMBR.


	
	

	Summary of change:
	1/ SeNB is allowed to request modification of UE AMBR split between MeNB and SeNB depending on radio conditions.
2/ MeNB may accept or not the request.

3/ at any point in time the MeNB may modify the UE AMBR split between MeNB and SeNB.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the Dual Connectivity feature. 


	
	

	Consequences if not approved:
	Remains unclear whether the SeNB can request modification of UE AMBR or not. 
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	Other comments:
	


11.4.x
UE-AMBR for Dual Connectivity
In Dual Connectivity, the MeNB manages the UE-AMBR.

Whenever adding one or more DRB(s) to the SeNB, the MeNB  indicates to the SeNB the assistant information which is used for both downlink and uplink enforcement in SeNB when SCG bearer option is applied. 
At any point in time the SeNB may request modification of this assistance information depending on radio conditions which remains subject to MeNB approval. 

At any point in time, as long as there is at least one DRB in SCG bearer option in the SeNB, the MeNB may indicate to the SeNB new assistance information to apply in replacement of existing one.  
Editor’s Note1:
The usage of UE-AMBR for split bearer option is still FFS. 

