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1
Introduction

Currently, it is FFS whether a failure message as response to E-RAB Modification Indication message is needed or not.

This contribution discusses the open issue and proposes to modify the current description in running stage 2 CR [1].

2
Discussion

TS29.274 specifies some cause values (e.g., “Context not found”) for Modify Bearer Response. Therefore, a negative response to E-RAB Modification Indication should be supported. However, E-RAB Modification Confirm message agreed in stage 3 CR already supports E-RAB Failed to Modify List IE. Therefore, E-RAB Modification Failure message does not need to be specified. 
Proposal: It is proposed that E-RAB Modification Failure message does not need to be specified. TP is provided in section 3 for approval.

3
Text Proposal to running stage 2 CR
Beginning of Text Proposal
19.2.2.4.x
E-RAB Modification Indication procedure
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Figure 19.2.2.4.x-1: E-RAB Modification Indication procedure

The E-RAB Modification Indication procedure is initiated by the eNB to support the modification of already established E-RAB configurations. The current version of the specification supports the modification of the transport information only. This procedure is used for dual connectivity if the SCG bearer option is applied.
If the EPC is able to apply the requested modification, the MME responds with the E-RAB MODICAFITION CONFIRM.



End of Text Proposal
4
Conclusions
Proposal: It is proposed that E-RAB Modification Failure message does not need to be specified. TP is provided in section 3 for approval.

References

[1] Latest RAN2 document, Introduction of Dual Connectivity (Stage 2 Baseline CR); NTT DOCOMO (Rapporteur)
Nokia Internal Use Only
Nokia Internal Use Only

_1457945454.vsd
eNB


MME


S1-AP: E-RAB MODIFICATION INDICATION


S1-AP: E-RAB MODIFICATION CONFIRM


S1-AP: E-RAB MODIFICATION FAILURE



_1472563990.vsd
eNB


MME


S1-AP: E-RAB MODIFICATION INDICATION


S1-AP: E-RAB MODIFICATION CONFIRM



