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1
Introduction

In the stage 2 running CR, dual connectivity is handled mainly under section 10 “Mobility”. Therefore, other specifications should follow this functional structure.
TP is provided for running CR to TS36.401 [1] for approval.
2
Text Proposal to running CR (TS36.401)
Beginning of Text Proposal
7
E-UTRAN functions description
7.1
List of functions

-
Transfer of user data

-
Radio channel ciphering and deciphering

-
Integrity protection

-
Header compression

-
Mobility control functions:

-
Handover
-
Dual Connectivity
-
Inter-cell interference coordination

-
Connection setup and release

-
Load balancing

-
Distribution function for NAS messages
-
NAS node selection function

-
Synchronization

-
Radio access network sharing

-
MBMS function

-
Subscriber and equipment trace
-
RAN Information Management (RIM)
-
Paging

-
Positioning
-
Delivery of warning messages

Next Text Proposal
7.2.5.x
Dual Connectivity

E-UTRAN supports Dual Connectivity operation whereby a UE with appropriate capabilities is configured to utilise radio resources provided by two cells (or cell groups) served by two eNBs (MeNB and SeNB) connected via a non-ideal backhaul over the X2 interface.
End of Text Proposal
3
Conclusions
Proposal: It is proposed to agree on TP.
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