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	Reason for change:
	The current text restricts that only one IP version transport layer address can be transmitted over X2. Two IP address transmission over X2 should be allowed.

	
	

	Summary of change:
	The description for Transport Layer Address signalled in X2-AP messages is corrected so that it contains both IPv4 address and/or IPv6 address. The IPv4 address should be in the first place.
Impact Analysis
This CR has isolated impact towards the previous version of the specification (same release).
This CR has an impact under functional and protocol point of view.

The impact can be considered isolated since it only affects the indicating of both IPv4 and IPv6 addresses in the signalling messages.
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5.3
UDP/IP

The path protocol used shall be UDP (IETF RFC 768 [3]).

The UDP port number for GTP-U shall be as defined in TS 29.281 [2].

The eNBs over the X2 interface shall support fragmentation and assembly of GTP packets at the IP layer.

The eNB shall support IPv6 (IETF RFC 2460 [5]) and/or IPv4 (IETF RFC 791 [6]).

There may be one or several IP addresses in the both eNBs. The packet processing function in the source eNB shall send downstream packets of a given E-RAB to the target eNB IP address (received in X2AP) associated to the DL transport bearer of that particular E-RAB. The packet processing function in the source eNB shall send upstream packets of a given E-RAB to the target eNB IP address (received in X2AP) associated to the UL transport bearer of that particular E-RAB.

The Transport Layer Address signalled in X2AP messages is a bit string of 
a)
32 bits in case of IPv4 address according to IETF RFC 791 [6]; and
b)
128 bits in case of IPv6 address according to IETF RFC 2460 [5].

If 160bits of Transport Layer Address which includes both IPv4 address and IPv6 address is signalled, IPv4 address is in the first place and followed by IPv6 address.
