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	Reason for change:
	If we are to make use of Resource Status Update procedure enahncement agreed in RAN3 #83bis and to move UEs belonging to different PLMNs in the opposite directions between an eNB-pair depending on current per PLMN load situations, selective MSC per PLMN is necessary. 
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20.2.2.14
Mobility Settings Change procedure

The purpose of the MOBILITY SETTINGS CHANGE procedure is to enable an eNB to send a MOBILITY CHANGE REQUEST message to a peer eNB to negotiate the handover trigger settings. This can be achieved on a per PLMN granularity in case of RAN sharing.
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Figure 20.2.2.14-1: Mobility Settings Change procedure

22.4.1.4
Adapting handover and/or reselection configuration

This function enables requesting of a change of handover and/or reselection parameters at target cell. The source cell that initialized the load balancing estimates if it is needed to change mobility configuration in the source and/or target cell. If the amendment is needed, the source cell initializes mobility negotiation procedure toward the target cell.

The source cell informs the target cell about the new mobility setting and provides cause for the change (e.g. load balancing related request). In the case of RAN sharing, the change can be indicated per PLMN-ID. The proposed change is expressed by the means of the difference (delta) between the current and the new values of the handover trigger. The handover trigger is the cell specific offset that corresponds to the threshold at which a cell initialises the handover preparation procedure. Cell reselection configuration may be amended to reflect changes in the HO setting. The target cell responds to the information from the source cell. The allowed delta range for HO trigger parameter may be carried in the failure response message. The source cell should consider the responses before executing the planned change of its mobility setting.

All automatic changes on the HO and/or reselection parameters must be within the range allowed by OAM.
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