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1. Introduction 
This contribution provides TP to stage 3 (TS36.423) on SeNB Initiated E-RAB List Release (SCG/Split Bearer Release).
2. Text Proposal to stage 3 (X2AP)
8.x.4
SeNB initiated SeNB Modification 

8.x.4.1
General

This procedure is used by the SeNB to modify the UE context in the MeNB. 
The procedure uses UE-associated signalling.

8.x.4.2
Successful Operation
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Figure 8.x.4.2-1: SeNB initiated SeNB Modificiation Preparation, successful operation.
The SeNB initiates the procedure by sending the SENB MODIFICATION REQUIRED message to the MeNB. When the SeNB sends the SENB MODIFICATION REQUIRED message, it shall start the timer TDCoverall. 

The SENB MODIFICATION REQUIRED message may contain

-
the SeNB to MeNB Container IE.
-
E-RABs to be released within the E-RABs To Be Released Item IE;
If the MeNB receives a SENB MODIFICATION REQUIRED message containing the RRC Context IE as specified in TS 36.331 [9], the MeNB shall report to the SeNB, in the SENB MODIFICATION CONFIRM message, the successful configuration with the UE, and, the result for configuration in the following way:

-
the MeNB to SeNB Container IE.
If the MeNB receives a SENB MODIFICATION REQUIRED message containing the SeNB Key Change Indication IE, the MeNB may decide to update the S-KeNB or change the DRB ID as specified in TS 33.401 [18].
Note:
The actual RRC container to be included in the MeNB to SeNB Container IE is still FFS in RAN2.
8.x.4.3
Unsuccessful Operation


[image: image2.emf]MeNB SeNB

SENB MODIFICATION REQUIRED

SENB MODIFICATION REFUSE


Figure 8.x.4.3-1: SenB initiated SeNB Modification Preparation, unsuccessful operation.
In case the request modification cannot be performed successfully the MeNB shall respond with the SENB MODIFICATION REFUSE message to the SeNB with an appropriate cause value in the Cause IE. 

8.x.4.4
Abnormal Conditions

If the timer TDCoverall expires before the SeNB has received the SENB MODIFICATION CONFIRM or the SENB MODIFICATION REFUSE message, the SeNB shall regard the requested modification as failed and may take further actions like triggering the SeNB initiated SeNB Release procedure to release all SeNB resources allocated for the UE.
If the value received in the E-RAB ID IE of any of the E-RABs To Be Released Items IE is not known at the MeNB, the MeNB shall regard the procedure is failed and may take appropriate actions like triggering the MeNB initiated SeNB Release procedure.
Skip unchanged part

9.1.x.8
SENB MODIFICATION REQUIRED
This message is sent by the SeNB to the MeNB to request the modification of SeNB resources for a specific UE.

Direction: SeNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SeNB Key Change Indication
	O
	
	SeNB Key Change Indication

9.2.xz
	SeNB requests the MeNB to change the S-KeNB, e.g. when uplink or downlink PDCP COUNTs are about to wrap around
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	–
	–

	>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>Cause
	M
	
	9.2.6
	
	–
	–

	SeNB to MeNB Container
	O
	
	OCTET STRING
	Includes the necessary RRC Information as specified for DC operation in TS 36.331 [9]
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


3. Conclusion
It is proposed to review the proposal.
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