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1   Introduction
At RAN2#85, the following parameters are identified to help the UE throughput estimation in WLAN in [1][2]:

· WLAN Capacity (e.g. BSS Load)

· UE average data rate in WLAN AP;

· WLAN Identifier (e.g. SSID,BSSID,HESSID);

· BSS Average Access Delay / BSS AC Access Delay;

· WAN Metrics.

During the discussion, there’re still some open questions for the parameters in [1],
· How the parameters are used and for which motivation?

· How frequent is the exchange? Should Power/on off be considered?

· Should the parameters be classified per UE? Or per AP?  What is the granularity of these parameters?

This contribution addresses above issues and proposes the revised TP to reflect the questions.
2    Discussion

2.1   Definition of the identified information
The WLAN identifiers, BSS load, and BSS Average Access Delay/BSS AC Access Delay, have already been defined in IEEE 802.11 [3]. And WAN metrics is defined in Hotspot 2.0 [4]. 3GPP should follow the definitions already existing in [3] and [4] when collecting these parameters from WLAN. Besides, the measurement period of these parameters have also been defined in [3] and [4], RAN needs set the collecting period (i.e., exchanging period of WLAN) larger than the measurement period of these parameters in WLAN. 
Proposal 1: RAN should follow the definition in [3] and [4] when collecting WLAN identifiers, BSS load, BSS Average Access Delay/BSS AC Access Delay and WAN metrics. The collecting/exchanging period should be larger than the measurement period of these parameters in WLAN. 
2.2   Further clarification of the identified parameters
The parameters identified in last meeting could be categorized into two types. Type 1 parameter is relatively constant, e.g. WLAN identifiers, which only needs to be changed by event trigger. Type 2 parameters are frequently updated statistics, e.g., BSS load information, and BSS Average Access Delay/BSS AC Access Delay, WLAN metrics, and UE average data rate in WLAN AP, which need to be exchanged frequently from WLAN to 3GPP nodes. According to Proposal 1, as the measurement period of these parameters may be small than the collecting period of 3GPP nodes (i.e., exchanging period of WLAN), WLAN should exchange the newly measured parameters to 3GPP nodes. 
In the following, the granularity and collecting period of these parameters are discussed, based on the assumption that there’s a permanent connection between WLAN and 3GPP nodes.
· WLAN identifiers (e.g. SSID, BSSID, HESSID)

Granularity: per AP 
Collecting/Exchanging Period: WLAN identifiers should be exchanged by event trigger. BSSID will not change during the operating time. It needs to be exchanged from WLAN to 3GPP nodes only once when AP’s power on. Meanwhile, WLAN should inform 3GPP about the change of SSID and HESSID.  

· BSS Load

Description: The BSS load element defined in [3] contains three metrics: station count, channel utilization, and the available admission control. 

Granularity: The BSS Load is defined as AP-specific in [3], thus the granularity of this parameter should be per AP.

Collecting/Exchanging period: BSS Load element is included optionally in Beacon. As defined in [3], Beacon frames shall be generated for transmission by the AP every dot11BeaconPeriod TUs (time unit), where TU equals 1024us. The BSS Load information will vary along with the Beacon frame change. BSS Load reflects the load in WLAN AP, which should exchanged in the same periodicity as intra-3GPP load information exchange. In LTE, eNBs exchange LOAD INFORMATION on a per-second level via X2 interface. In short, BSS Load exchange could be aligned with the measurement period of channel utilization, e.g., several seconds and more. 
· BSS Average Access Delay / BSS AC(Access Category) Access Delay

Granularity: The BSS Average Access Delay is defined for both non-QoS AP and QoS AP, while BSS AC Access Delay is defined for QoS AP by distinguishing each Access Category. In specific, QoS AP is an AP supporting the QoS facility [3], and non-QoS AP is an AP that not supports the QoS facility. Hence BSS Average Access Delay is defined per AP, while BSS AC Access Delay is defined per Access Category per AP.
Collecting/Exchanging Period: As defined in [3], BSS Average Access Delay/BSS AC Access Delay are measured and averaged over a continuous 30s measurement window. That is, this parameter is available at any time. Considering traffic load variation of WLAN AP, this parameter could be exchanged frequently e.g. in seconds level, aligning with the collecting/exchanging period of BSS Load.  
· WAN Metrics

Granularity: “The WAN Metrics element provides information about the WAN link connecting an IEEE 802.11 AN and the Internet”. That is, WAN metrics is defined as AP-specific, and the granularity of this parameter should be per AP. 
Collecting/Exchanging Period: As defined in [4], the measurement duration of WAN metrics is in tens of second. The collecting/exchange period of WAM Metrics should be aligned with the measurement duration of WAN metrics. 
· UE Average data rate in WLAN AP
Description: The UE average data rate in WLAN AP is not defined in IEEE specification at present. UE average data rate in WLAN AP should be first categorized into UE average data rate in non-QoS AP and UE average data rate in QoS AP.  The definition is shown in the following table:
	Definition
	UE average data rate in non-QoS AP: The measurement is performed per DL/UL per AP. For downlink, UE average data rate in non-QoS AP may be calculated as total MPDU successfully sent out by the AP dividing the UE numbers who have DL traffic and dividing the measurement period. This measurement is obtained by the following formula for a measurement period:
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Similarly for uplink, UE average data rate in non-QoS AP may be calculated as total MPDU successfully got by the AP dividing the UE numbers who have UL traffic and dividing the measurement period. 
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Explanations of the parameters can be found in the table 2.2 below.
UE average data rate in QoS AP is performed per AC per DL/UL per AP. For AC i, UE average data rate in QoS AP (DL/UL) may be calculated as total MPDU/AMPDU successfully sent out /got by the AP dividing the UE numbers who have DL/UL traffic of AC I and dividing the measurement period. 


Table 2.1 definition of UE average data rate in WLAN AP
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 is the total MPDU in kbit successfully sent out by non-QoS AP during measurement period. 
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Table 2.2 
Usage: The RAN may compare the UE average data rate of each AP with the throughput obtained in the serving cell to determine if the AP is a candidate for offloading. That is, RAN uses the statistics of the UEs connecting to WLAN, to estimate WLAN throughput of the offloading UE, i.e., non-associated UE. Hence, this parameter does not require UE-associated signalling, i.e., no WLAN measurement report is needed for UE.
Availability in the AP: need standardization in IEEE.  
Granularity: For non-QoS AP, UE average data rate in non-QoS AP is defined per DL/UL per AP.  For QoS AP, UE average data rate in WLAN AP is defined per AC(Access category) per DL/UL per AP.
Collecting/Exchanging Period: Similar as BSS load, this parameter should be exchanged frequently e.g. in seconds level. Similar as BSS Load, this parameter is no longer valid as long as AP’s power off. RAN should indicate the new collecting period (i.e., exchanging period for WLAN) to WLAN when AP’s on, and wait for WLAN to send this parameter according to the new collecting/exchanging period.
3   Conclusion / Proposals
We propose RAN3 to discuss the parameters mentioned in section2 and agree to the following proposals.

Proposal 1: RAN should follow the definition in [3] and [4] when collecting WLAN identifiers, BSS load, BSS Average Access Delay/BSS AC Access Delay and WAN metrics. The collecting period should be larger than the measurement period of these parameters in WLAN. 
Proposal2: It is proposed RAN3 to agree the clarified parameters in section 2.2, and capture the TP in section 5 into the TR.
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5   Text Proposal
/**************************Text Proposal Start***********************************/
5.1.2
Parameters exchanged from the WLAN to 3GPP nodes
	Parameter
	Description
	Usage
	Availability in the AP

	BSS Load
 (per AP)
	Provides information about current over-the-air traffic levels; it may be typically used for vendor-specific AP-selection algorithms. It has a “Channel Utilization” field, which indicates the amount of time that the AP senses the medium as busy. It is broadcasted by the AP.
	May be used to get an indication of expected data rate for the WiFi over-the-air connection, in order to make more accurate traffic steering decisions, including e.g. setting RAN thresholds for each UE.

	It is standardized in MIB in [17] and configurable in AP for over-the-air broadcasting according to implementation
This parameter should be exchanged frequently and in seconds level is preferred (the faster the better).

	UE Average data rate
 (for non-QoS AP, per DL/UL per AP

For QoS AP, per AC(Access Category) per DL/UL per AP)
	Average data rate (in uplink / downlink) for  UEs connected to the AP, calculated by the AP (not standardized by IEEE, implementation-specific).
It is further categorized into UE average data rate in non-QoS AP and UE average data rate in QoS AP.  For QoS AP, UE average data rate is calculated for each AC (Access Category).
	The RAN may compare the UE average data rate of each AP with the throughput obtained in the serving cell to determine if the AP is a candidate for offloading.  
	May not be available in the AP according to implementation.
This parameter should be exchanged frequently and in seconds level is preferred (the faster the better).

	WLAN identifiers (e.g. SSID, BSSID, HESSID)
 (per AP)
	As defined in [18]
	The eNB should know which WLAN APs are around them in order to perform traffic steering and HO, including filtering the list which is broadcasted to UEs.
	

	BSS Average Access Delay / BSS AC Access Delay
 (for non-QoS AP, per AP
For QoS AP, per AC(Access Category) per AP)
	As defined in [18]
	A long BSS Average Access Delay/BSS AC Access Delay indicates that an incoming UE might not achieve a high QoE in that AP.
	It is standardized in MIB in [17] and configurable in AP for over-the-air broadcasting.
This parameter should be exchanged frequently and in seconds level is preferred (the faster the better).

	WAN Metrics
 (per AP)
	Provides information about the uplink/downlink WAN (backhaul) speed and load for the AP. Can be enquired from the AP by the UE. Vendor-specific metric defined in [17].


	The eNB will know the latest load status of the WLAN backhaul and could make more accurate traffic steering decisions, including e.g. setting RAN thresholds for each UE.
	It is standardized in MIB in [17] and configurable in AP for over-the-air broadcasting.
This parameter should be exchanged frequently and in tens of seconds level is preferred.


/**************************Text Proposal End***********************************/
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