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1 Introduction

This text proposal to the TS 36.424 baseline CR [1] with the following changes:
· Setup a separate new section for dual connectivity specifically;
· Some rewording with highlighted yellow.
2 Text Proposal
Beginning

5.1
General

The transport layer for data streams over X2 is an IP based Transport. The following figure shows the transport protocol stacks over X2.
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Figure 6.1: Transport network layer for data streams over X2

The GTP-U (TS 29.281 [2]) protocol over UDP over IP shall be supported as the transport for data streams on the X2 interface. The data link layer is as specified in clause 4.

There may be zero or one UL data stream and zero or one DL data stream per E-RAB at the X2 interface.

-
The DL data stream is used for DL data forwarding from the source eNB to the target eNB.
-
The UL data stream is used for UL data forwarding from the source eNB to the target eNB.
Each data stream is carried on a dedicated transport bearer. 
The identity of a transport bearer signalled in the RNL control plane consists of the IP address and the TEID of the corresponding GTP tunnel, allocated by the target eNB (see TS 29.281 [2]).




---------------------------------------------------------------Next Change---------------------------------------------------

5.3
UDP/IP

The path protocol used shall be UDP (IETF RFC 768 [3]).

The UDP port number for GTP-U shall be as defined in TS 29.281 [2].

The eNBs over the X2 interface shall support fragmentation and assembly of GTP packets at the IP layer.

The eNB shall support IPv6 (IETF RFC 2460 [5]) and/or IPv4 (IETF RFC 791 [6]).

There may be one or several IP addresses in the both eNBs. The packet processing function in the source eNB shall send downstream packets of a given E-RAB to the target eNB IP address (received in X2AP) associated to the DL transport bearer of that particular E-RAB. The packet processing function in the source eNB shall send upstream packets of a given E-RAB to the target eNB IP address (received in X2AP) associated to the UL transport bearer of that particular E-RAB.

The Transport Layer Address signalled in X2AP messages is a bit string of either

a)
32 bits in case of IPv4 address according to IETF RFC 791 [6]; or

b)
128 bits in case of IPv6 address according to IETF RFC 2460 [5].

---------------------------------------------------------------Next Change---------------------------------------------------

5.x
Dual Connectivity
For the SCG bearer option, user data forwarding may be performed. The behaviour of the eNB from which user data is forwarded is the same as specified for the “source eNB”, the behaviour of the eNB to which user data is forwarded is the same as specified for the “target eNB”.
For the split bearer option

-
the GTP-U (TS 29.281 [2]) protocol over UDP over IP shall be supported as the transport for the data stream of PDCP PDUs on the X2 interface. The transport bearer is identified by the GTP-U TEID (TS 29.281 [2]) and the IP address of the MeNB and SeNB respectively. There may be zero or one UL data stream and there is one DL data stream per E-RAB at the X2 interface:

-
The DL data stream is used for DL data transmission from the MeNB to the SeNB.
-
The UL data stream is used for UL data transmission from the SeNB to the MeNB.
-
the packet processing function in the MeNB shall send downstream packets of a given E-RAB to the SeNB IP address (received in X2AP) associated to the DL transport bearer of that particular E-RAB. The packet processing function in the SeNB shall send upstream packets of a given E-RAB to the MeNB IP address (received in X2AP) associated to the UL transport bearer of that particular E-RAB.
End
3 Conclusion

Proposal: Agree on the text proposal provided in section 2
4 Reference
[1] R2-14128. Data Forwarding and Data transmission. Huawei.
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