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1.
Introduction
The following issue # 5 of [1] was discussed: 

· How to handle E-RABs indicated more than once in the E-RAB MODIFICATION INDICATION message? 

According to the chairman notes [2], the following agreement was reached: 
· MME initiates a UE context release procedure
2.
Discussion

Based on the agreement, the following TP is proposed for baseline CR [3]: 
--------------------------------------------------------Skip the unmodified part----------------------------------------------------------
-------------------------------------------------------------------First Change ----------------------------------------------------------

8
S1AP Procedures

8.1
List of S1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUIRED
	HANDOVER COMMAND
	HANDOVER PREPARATION FAILURE

	Handover Resource Allocation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER FAILURE

	Path Switch Request
	PATH SWITCH REQUEST
	PATH SWITCH REQUEST ACKNOWLEDGE
	PATH SWITCH REQUEST FAILURE

	Handover Cancellation
	HANDOVER CANCEL
	HANDOVER CANCEL ACKNOWLEDGE
	

	E-RAB Setup
	E-RAB SETUP REQUEST
	E-RAB SETUP RESPONSE
	

	E-RAB Modify
	E-RAB MODIFY REQUEST
	E-RAB MODIFY RESPONSE
	

	E-RAB Modification Indication
	E-RAB MODIFICATION INDICATION
	E-RAB MODIFICATION CONFIRM
	

	E-RAB Release
	E-RAB RELEASE COMMAND
	E-RAB RELEASE RESPONSE
	

	Initial Context Setup
	INITIAL CONTEXT SETUP REQUEST
	INITIAL CONTEXT SETUP RESPONSE
	INITIAL CONTEXT SETUP FAILURE

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	S1 Setup
	S1 SETUP REQUEST
	S1 SETUP RESPONSE
	S1 SETUP FAILURE

	UE Context Release
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	eNB Configuration Update
	ENB CONFIGURATION UPDATE
	ENB CONFIGURATION UPDATE ACKNOWLEDGE
	ENB CONFIGURATION UPDATE FAILURE

	MME Configuration Update
	MME CONFIGURATION UPDATE
	MME CONFIGURAION UPDATE ACKNOWLEDGE
	MME CONFIGURATION UPDATE FAILURE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	Kill
	KILL REQUEST
	KILL RESPONSE
	

	UE Radio Capability Match
	UE RADIO CAPABILITY MATCH REQUEST
	UE RADIO CAPABILITY MATCH RESPONSE
	


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Handover Notification
	HANDOVER NOTIFY

	E-RAB Release Indication
	E-RAB RELEASE INDICATION

	Paging
	PAGING

	Initial UE Message
	INITIAL UE MESSAGE

	Downlink NAS Transport
	DOWNLINK NAS TRANSPORT

	Uplink NAS Transport
	UPLINK NAS TRANSPORT

	NAS non delivery indication
	NAS NON DELIVERY INDICATION

	Error Indication
	ERROR INDICATION

	UE Context Release Request
	UE CONTEXT RELEASE REQUEST

	DownlinkS1 CDMA2000 Tunneling
	DOWNLINK S1 CDMA2000 TUNNELING

	Uplink S1 CDMA2000 Tunneling
	UPLINK S1 CDMA2000 TUNNELING

	UE Capability Info Indication
	UE CAPABILITY INFO INDICATION

	eNB Status Transfer
	eNB STATUS TRANSFER

	MME Status Transfer
	MME STATUS TRANSFER

	Deactivate Trace
	DEACTIVATE TRACE

	Trace Start
	TRACE START

	Trace Failure Indication
	TRACE FAILURE INDICATION

	Location Reporting Control
	LOCATION REPORTING CONTROL

	Location Reporting Failure Indication
	LOCATION REPORTING FAILURE INDICATION

	Location Report
	LOCATION REPORT

	Overload Start
	OVERLOAD START

	Overload Stop
	OVERLOAD STOP

	eNB Direct Information Transfer
	eNB DIRECT INFORMATION TRANSFER

	MME Direct Information Transfer
	MME DIRECT INFORMATION TRANSFER

	eNB Configuration Transfer
	eNB CONFIGURATION TRANSFER

	MME Configuration Transfer
	MME CONFIGURATION TRANSFER

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Downlink UE Associated LPPa Transport
	DOWNLINK UE ASSOCIATED LPPA TRANSPORT

	Uplink UE Associated LPPa Transport
	UPLINK UE ASSOCIATED LPPA TRANSPORT

	Downlink Non UE Associated LPPa Transport
	DOWNLINK NON UE ASSOCIATED LPPA TRANSPORT

	Uplink Non UE Associated LPPa Transport
	UPLINK NON UE ASSOCIATED LPPA TRANSPORT

	PWS Restart Indication
	PWS RESTART INDICATION


The following applies concerning interference between Elementary Procedures:

-
The Reset procedure takes precedence over all other EPs.

· The UE Context Release procedure takes precedence over all other EPs that are using the UE-associated signalling. 

8.2
E-RAB Management procedures

8.2.x
E-RAB Modification Indication
8.2.x.1
General

The purpose of the E-RAB Modification Indication procedure is to enable the eNB to request modifications of already established E-RABs for a given UE. The procedure uses UE-associated signalling.

8.2.x.2
Successful Operation
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Figure 8.2.x.2-1: E-RAB Modification Indication procedure. Successful operation.

The eNB initiates the procedure by sending an E-RAB MODIFICATION INDICATION message to the MME.
The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATON message shall be considered by the MME as the new DL address of the E-RABs. The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB Not To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATION message shall be considered by the MME as the E-RABs with unchanged DL address
The E-RAB MODIFICATION CONFIRM message shall contain the result for all the E-RABs that were requested to be modified according to the E-RAB To Be Modified Item IEs IE of the E-RAB MODIFICATION INDICATION message as follows:
-
A list of E-RABs which are successfully modified shall be included in the E-RAB Modify List IE.

-
A list of E-RABs which failed to be modified, if any, shall be included in the E-RAB Failed to Modify List IE.
When the MME reports unsuccessful modification of an E-RAB, the cause value should be precise enough to enable the eNB to know the reason for an unsuccessful modification.
Editor’s Note 1: It is still FFS whether the EPC shall be allowed to perform an intra-SGW change of UL TEIDs within the CONFIRM message

Editor’s Note 2: It is still FFS whether the MME shall be allowed to indicate changes of further information within the UE-Context in the CONFIRM message (so far only UE-AMBR identified as potential FFS)
Editor’s Note 3: It is still FFS whether security related information shall be allowed to be exchanged via the E-RAB Modification Indication procedure.
8.2.x.3
Unsuccessful Operation

The unsuccessful operation is specified in the successful operation section.

Editor’s Note 4: It is still FFS whether the E-RAB Modification Indication procedure should have a negative response message.
8.2.x.4
Abnormal Conditions

If the E-RAB MODIFICATION INDICATION message does not contain all the E-RABs previously included in the UE Context, the MME shall trigger the UE Context Release procedure.
Editor’s Note 5: It is still FFS whether instead of triggering the UE Context Release procedure, a failure message should be defined for the E-RAB Modification Indication procedure.
If the E-RAB MODIFICATION INDICATION message contains several E-RAB ID IEs set to the same value, the MME shall trigger the UE Context Release procedure.
-------------------------------------------------------------------End of change ----------------------------------------------------------
3. Proposal
Proposal): It is proposed to agree on the Text Proposal into the baseline CR [3].
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