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1
Introduction

This document provides version 0.3.0 of TS 36.425 with the following changes agreed at RAN3#85bis (colour text from chairman’s minutes):

1)
Rapporteur update the TS based for final frame indication on R3-142148 remove related FFS
UL need further discussion, NN to triggers offline email discussion
-
The text included for §5.4.2.1 in R3-142148 was slightly rephrased in the following way:
The DL DATA DELIVERY STATUS frame shall also include an indication whether the frame is the last DL status report received in the course of releasing a bearer from the SeNB.
Editor’s Note:
Relation of the final indication to handling of release of UL X2-U bearer data is FFS .
-
The text included for §5.5.3.x1 in R3-142148 was slightly rephrased in the following way (in order to avoid duplicated text as far as possible):
This parameter indicates whether the frame is the last DL status report as described in clause 5.4.2.1.
2)
Rapporteur update 5.4.2.1 b) and c) " minimum desired buffer" per UE (maximum per eRAB) on R3-142148, minimum and maximum to be captured as FFS
-
several changes performed

3)
5.5.3.5 introduce the “in-sequence” only in the description
-
This was related to a text proposal in R3-142310
2
Proposal
Proposal 1 It is proposed to agree on the included TS 36.425 version 0.3.0 as the new baseline TS for further discussions
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