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1   Discussion
The MME sets the UE‑AMBR to the sum of the APN‑AMBR of all active APNs up to the value of the subscribed UE‑AMBR. During the E-RAB Modification Indication procedure, some bearers may be released due to the failed tunnel switch or other reasons, which may cause one of APNs to be deactivated. And then the UE-AMBR may be changed since the decreasing of one of APN-AMBRs.
Proposal: Including UE-AMBR in the E-RAB MODIFICATION CONFIRM message.

2   Text Proposal
Text proposal to S1AP baseline CR [1]:

-------------------------------------------Change Start----------------------------------------------------
8.2.x.2
Successful Operation
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Figure 8.2.x.2-1: E-RAB Modification Indication procedure. Successful operation.

The eNB initiates the procedure by sending an E-RAB MODIFICATION INDICATION message to the MME.

The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATON message shall be considered by the MME as the new DL address of the E-RABs. The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB Not To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATION message shall be considered by the MME as the E-RABs with unchanged DL address
If the UE Aggregate Maximum Bit Rate IE is included in the E-RAB MODIFICATION CONFIRM message the eNB shall replace the previously provided UE Aggregate Maximum Bit Rate by the received UE Aggregate Maximum Bit Rate in the UE context; the eNB shall use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE.
The E-RAB MODIFICATION CONFIRM message shall contain the result for all the E-RABs that were requested to be modified according to the E-RAB To Be Modified Item IEs IE of the E-RAB MODIFICATION INDICATION message as follows:

-
A list of E-RABs which are successfully modified shall be included in the E-RAB Modify List IE.

-
A list of E-RABs which failed to be modified, if any, shall be included in the E-RAB Failed to Modify List IE.
When the MME reports unsuccessful modification of an E-RAB, the cause value should be precise enough to enable the eNB to know the reason for an unsuccessful modification.


-------------------------------------------Next Change-------------------------------------------------
9.1.3.y1
E-RAB MODIFICATION CONFIRM
This message is sent by the MME and is used to report the outcome of the request from the E-RAB MODIFICATION  INDICATION message.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.20
	
	YES
	ignore

	E-RAB Modify List
	
	0..1
	
	
	YES
	ignore

	>E-RAB Modify Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	E-RAB Failed to Modify List 
	O
	
	E-RAB List 

9.2.1.36
	A value for E-RAB ID shall only be present once in E-RAB Modify List IE + E-RAB Failed to Modify List IE.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RAB allowed towards one UE, the maximum value is 256. 


-------------------------------------------Change end-------------------------------------------------
Reference
[1] R3-142593. Introduction of Dual Connectivity. Ericsson.
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