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	Reason for change:
	In case of changing radio or load condition at SeNB for the SCG bearers, it is useful that MeNB be informed of the arriving data rate at the SeNB so that MeNB can reassign a more appropriate SCG UE AMBR. 
This is to optimize the overall throuput that can be globally delivered to the UE.



	
	

	Summary of change:
	SeNB can indicate the arriving data rate to the MeNB.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.
The impact can be considered isolated since it only affects the Dual Connectivity feature. 


	
	

	Consequences if not approved:
	If the SeNB cannot deliver up to the current SeNB UE AMBR and MeNB is not informed, MeNB may unnecessarily limit its delievred bit rate to the UE resulting in an overall suboptimal user throughput and end user experience. 
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9.1.x.8
SENB MODIFICATION REQUIRED
This message is sent by the SeNB to the MeNB to request the modification of SeNB resources for a specific UE.

Direction: SeNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Arriving Bit Rate
	O
	
	9.2.11 
	
	YES
	ignore

	SeNB Key Change Indication
	O
	
	SeNB Key Change Indication

9.2.x3
	SeNB requests the MeNB to change the S-KeNB, e.g. when uplink or downlink PDCP COUNTs are about to wrap around
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	–
	–

	>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>Cause
	M
	
	9.2.6
	
	–
	–

	SeNB to MeNB Container
	O
	
	OCTET STRING
	Includes the SCG-Configuration message as defined in TS 36.331 [9]
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


