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1 Introduction
RAN3 has down-selected solutions proposed until RAN3#85bis and asked SA2 to provide feedback and guidance on  preferred way forward [1]. SA2 provided comments on the three down-selected solutions [2]:
· Solution 1: We cannot answer the questions from RAN3 within the release 12 timeframe. 

· Solution 2: This solution is available in release 12 already, and SA2 current understanding is that this solution is not adequate for mission critical voice. The quality impacts for non-mission critical users have not been analysed.

· Solution 2bis: Some concern has been expressed in SA2 that this solution may not provide an adequate solution for mission critical needs. However, whether solution 2bis is included in release 12 is a decision for RAN2/RAN3. 

In addition, SA2 has approved a new WID on “MBMS enhancements,” objectives of which include “studying possible improvements to MBMS congestion handling” with a note that “work on this objective depends on the outcome of the corresponding RAN3 work item GCSE_LTE-MBMS_CM and may have UE impact.”
In light of these, this paper proposes to finalize the GCSE_LTE_MBMS_CM WI with minimum features in release 12.
2 Discussion

It is apparent that SA2 will further study/work on this topic within the release 13 timeframe. It is expected that functional issues of Solution 1 are revisited and concern on the adequacy of Solution 2bis is re-discussed. There even is a possibility that new solutions are proposed.
Observation 1: SA2 will continue the work in the release 13 timeframe. 

Thus, RAN3 is not mandated to provide a full solution within the release 12 timeframe.

Solution 2 can be leverage to both Solution 1 and Solution 2bis. If the congestion notification delivery mechanism from the MCE to the GCS-AS via several entities is defined, then it becomes Solution 1. On the other hand, if the eNB informs the UE about the (imminent) service disruption, it corresponds to Solution 2bis.

Observation 2: Solution 2 is leverage to other solutions.

Therefore, it is proposed:

Proposal: To finalize the WI with Solution 2.

3 Conclusion
It has been proposed:
Proposal: To finalize the WI with Solution 2,
from the observations below:
Observation 1: SA2 will continue the work in the release 13 timeframe. 

Observation 2: Solution 2 is leverage to other solutions.
Stage 3 CR [4] shows an example to implement Solution 2 in M2AP.
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