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	*** First change ***


8.15
eNB Configuration Transfer

8.15.1
General

The purpose of the eNB Configuration Transfer procedure is to transfer RAN configuration information from the eNB to the MME in unacknowledged mode. The MME does not interpret the transferred RAN configuration information.

This procedure uses non-UE associated signalling.

8.15.2
Successful Operation

8.15.2.1
eNB Configuration Transfer
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Figure 8.15.2.1-1: eNB Configuration Transfer procedure. Successful operation.

The procedure is initiated with an ENB CONFIGURATION TRANSFER message sent from the eNB to the MME.

If the MME receives the SON Configuration Transfer IE, it shall transparently transfer the SON Configuration Transfer IE towards the eNB indicated in the Target eNB-ID IE which is included in the SON Configuration Transfer IE.

8.15.3
Abnormal Conditions

Not applicable.

8.16
MME Configuration Transfer

8.16.1
General

The purpose of the MME Configuration Transfer procedure is to transfer RAN configuration information from the MME to the eNB in unacknowledged mode.

This procedure uses non-UE associated signalling.

8.16.2
Successful Operation

8.16.2.1
MME Configuration Transfer
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Figure 8.16.2.1-1: MME Configuration Transfer procedure. Successful operation.

The procedure is initiated with an MME CONFIGURATION TRANSFER message sent from the MME to the eNB.

If the eNB receives, in the SON Configuration Transfer IE, the SON Information IE containing the SON Information Request IE, it may transfer back the requested information towards the eNB indicated in the Source eNB-ID IE of the SON Configuration Transfer IE by initiating the eNB Configuration Transfer procedure. If the X2 TNL Configuration Info IE contains the eNB Indirect X2 Transport Layer Addresses IE, the eNB may use it for the X2 TNL establishment, and may transfer back the received eNB Indirect X2 Transport Layer Addresses towards the eNB indicated in the Source eNB-ID IE of the SON Configuration Transfer IE by initiating the eNB Configuration Transfer procedure.

If the eNB receives, in the SON Configuration Transfer IE, the X2 TNL Configuration Info IE containing the eNB X2 Extended Transport Layer Addresses IE, it may use it as part of its ACL functionality configuration actions, if such ACL functionality is deployed.

If the eNB receives, in the SON Configuration Transfer IE, the SON Information IE containing the SON Information Reply IE including the X2 TNL Configuration Info IE as an answer to a former request, it may use it to initiate the X2 TNL establishment. If the X2 TNL Configuration Info IE contains the eNB Indirect X2 Transport Layer Addresses IE, the eNB may use it for the X2 TNL establishment.
In case the IP-Sec Transport Layer Address IE is present and the GTP Transport Layer Addresses IE within the eNB X2 Extended Transport Layer Addresses IE is not empty, GTP traffic is conveyed within an IP-Sec tunnel terminated at the IP-Sec tunnel end point given in by the IP-Sec Transport Layer Address IE.
In case the IP-Sec Transport Layer Address IE is not present, GTP traffic is terminated at the end points given by the list of addresses in eNB GTP Transport Layer Addresses IE within the eNB X2 Extended Transport Layer Addresses IE.

In case the eNB GTP Transport Layer Addresses IE is empty and the IP-Sec Transport Layer Address IE is present, SCTP traffic is conveyed within an IP-Sec tunnel terminated at the IP-Sec tunnel end point given in the IP-Sec Transport Layer Address IE, within the eNB X2 Extended Transport Layer Addresses IE.

If the eNB is configured to use one IPsec tunnel for all S1 and X2 traffic (IPsec star topology) then the traffic to the peer eNB shall be routed through this IPsec tunnel and the IP-Sec Transport Layer Address IE shall be ignored.
If the eNB receives the SON Information IE containing the SON Information Reply IE including the Time Synchronization Info IE as an answer to a former request, it may use it for over-the-air synchronization by means of network listening and for triggering muting activation request.
If the eNB receives the SON Information IE containing the SON Information Request IE set to “Activate Muting” or “Deactivate Muting”, the eNB should consider activating or deactivating muting for over-the-air synchronization by means of network listening taking into account information on the selected source of synchronisation cell, and the cells as indiacted by the Aggressor E-CGI List IE. In case the Aggressor E-CGI List IE is not present, the eNB may consider the request applicable to all cells.
If the eNB receives the SON Information IE containing the SON Information Reply IE including the Muting Pattern Information IE as an answer to a former request, it may use it for over-the-air synchronization by means of network listening. The Muting Pattern Information IE may apply to all cells that were requested to mute.
8.16.3
Abnormal Conditions

Not applicable.

	*** Next Change ***


9.2.3.26
SON Configuration Transfer

This IE contains the SON Information and additionally includes the eNB identifier of the destination of this SON information and the eNB identifier of the source of this information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SON Configuration Transfer
	
	
	
	
	
	

	>Target eNB-ID
	M
	
	
	
	
	

	>>Global eNB ID
	M
	
	9.2.1.37
	
	
	

	>>Selected TAI
	M
	
	TAI

9.2.3.16
	
	
	

	>Source eNB-ID
	M
	
	
	
	
	

	>>Global eNB ID
	M
	
	9.2.1.37
	
	
	

	>>Selected TAI
	M
	
	TAI

9.2.3.16
	
	
	

	>SON Information
	M
	
	9.2.3.27
	
	
	

	>X2 TNL Configuration Info
	C-ifSONInformationRequest
	
	9.2.3.29
	Source eNB X2 TNL Configuration Info.
	YES
	ignore

	> Synchronisation Info
	C-if Activate Muting 
	
	9.2.3.yy
	Information on cell selected as source of synchronisation and aggressor cells. 
	YES
	ignore


	Condition
	Explanation

	ifSONInformationRequest
	This IE shall be present if the SON Information IE contains the SON Information Request IE set to “X2TNL Configuration Info”

	ifActivateMuting
	This IE shall be present if the SON Information IE contains the SON Information Request IE set to “Activate Muting”


9.2.3.27
SON Information

This IE identifies the nature of the SON information transferred, i.e., a request or a reply.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE SON Information
	
	
	
	
	
	

	>SON Information Request
	
	
	
	
	
	

	>>SON Information Request
	
	
	ENUMERATED(X2 TNL Configuration Info, …, Time synchronization Info, Activate Muting, Deactivate Muting)
	
	-
	

	>SON Information Reply
	
	
	
	
	
	

	>>SON Information Reply
	
	
	9.2.3.28
	
	-
	


9.2.3.28
SON Information Reply

This IE contains the SON Information to be replied to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SON Information Reply
	
	
	
	
	
	

	>X2 TNL Configuration Info
	O
	
	9.2.3.29
	
	
	

	>Time Synchronization Info
	O
	
	9.2.3.34
	
	YES
	ignore

	>Muting Pattern Information
	O
	
	9.2.3.xx
	
	YES
	ignore


	*** Next Change ***


9.2.3.34
Time Synchronization Info
The Time Synchronization Info IE is used for signalling stratum level, synchronization status and muting availability for over-the-air synchronization using network listening.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Synchronization Info
	
	
	
	

	>Stratum Level
	M
	
	INTEGER (0..3, …)
	

	>Synchronization status
	M
	
	ENUMERATED(Synchronous, Asynchronous, …)
	

	>Muting Availability Indication
	O
	
	ENUMERATED (Available, Unavailable, …)
	Indicates availability of muting activation.


	*** Next Change ***


9.2.3.38
Masked IMEISV

This information element contains the IMEISV value with a mask, to identify a terminal model without identifying an individual Mobile Equipment.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Masked IMEISV
	M
	
	BIT STRING (SIZE (64))
	Coded as the International Mobile station Equipment Identity and Software Version Number (IMEISV) defined in TS 23.003 [21] with the last 4 digits of the SNR masked by setting the corresponding bits to 1.


9.2.3.xx
Muting Pattern Information
This information element contains muting pattern information that can be used for over-the-air synchronization using network listening.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Muting Pattern Period
	M
	
	ENUMERATED (0, 1280, 2560, 5120, 10240, …)
	Period for repetition of muted subframe in milliseconds. Value ‘0’ indicates that the muting request is not fulfilled.

	Muting Pattern Offset
	O
	
	INTEGER (0..10239,…) 
	Offset in number of subframes of the muting pattern starting from subframe 0 in a radio frame where SFN = 0. 


9.2.3.yy
Synchronisation Information
This information element contains information concerning the cell selected as source of synchronisation signal by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Source Stratum Level
	O
	
	INTEGER (0..3, …)
	Stratum Level of cell selected as synchronisation source. The range of this IE is limited to 0..2.

	Listening Subframe Pattern
	O
	
	9.2.3.zz
	Subframe pattern where the Reference Signals can be detected for synchronisation.

	Aggressor E-CGI List 
	O
	1..<maxnoofCellsineNB>
	
	List of cells for which the muting pattern need to be activated. 

	>E-CGI
	M
	
	9.2.1.38
	


	Range bound
	Explanation

	maxnoofCellsineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


9.2.3.zz
Listening Subframe Pattern
This information element contains information concerning the pattern of subframes where the reference signals can be detected for the purpose of over the air synchronisation via network listening.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Pattern Period
	M
	
	ENUMERATED (1280, 2560, 5120, 10240, …)
	Period in milliseconds for repetition of the subframe where reference signals are available.

	Pattern Offset
	M
	
	INTEGER (0..10239,…)
	Offset in number of subframes of the reference signals starting from subframe 0 in a radio frame where SFN = 0. 


	*** Next Change ***


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronization-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,


id-MDTConfiguration,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-SignallingBasedMDTPLMNList,

id-MobilityInformation,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-eNBIndirectX2TransportLayerAddresses,

id-Muting-Availability-Indication,

id-Muting-Pattern-Information,

id-Synchronisation-Information,

id-uE-HistoryInformationFromTheUE,


id-LoggedMBMSMDT,


maxnoofCSGs,

maxnoofE-RABs,


maxnoofErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofCells,


maxnoofCellID,


maxnoofEmergencyAreaID,


maxnoofTAIforWarning,


maxnoofCellinTAI,


maxnoofCellinEAI,


maxnoofeNBX2TLAs,


maxnoofeNBX2ExtTLAs,


maxnoofeNBX2GTPTLAs,


maxnoofRATs,


maxnoofGroupIDs,


maxnoofMMECs,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMDTPLMNs,


maxnoofCellsforRestart,


maxnoofRestartTAIs,


maxnoofRestartEmergencyAreaIDs,


maxnoofMBSFNAreaMDT,


maxEARFCN,

maxnoofCellsineNB
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;


	*** Skip unchanged text ***


-- E

EARFCN ::= INTEGER(0..maxEARFCN, ...)

ECGIList ::= SEQUENCE (SIZE(1..maxnoofCellID)) OF EUTRAN-CGI

EmergencyAreaIDList ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaID

EmergencyAreaID ::= OCTET STRING (SIZE (3))

EmergencyAreaID-Broadcast ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaID-Broadcast-Item

EmergencyAreaID-Broadcast-Item ::= SEQUENCE {


emergencyAreaID


EmergencyAreaID,


completedCellinEAI

CompletedCellinEAI,


iE-Extensions


ProtocolExtensionContainer { {EmergencyAreaID-Broadcast-Item-ExtIEs} }
OPTIONAL,


...

}

EmergencyAreaID-Broadcast-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

EmergencyAreaID-Cancelled ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaID-Cancelled-Item

EmergencyAreaID-Cancelled-Item ::= SEQUENCE {


emergencyAreaID


EmergencyAreaID,


cancelledCellinEAI

CancelledCellinEAI,


iE-Extensions


ProtocolExtensionContainer { {EmergencyAreaID-Cancelled-Item-ExtIEs} }
OPTIONAL,


...

}

EmergencyAreaID-Cancelled-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

CompletedCellinEAI ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CompletedCellinEAI-Item

CompletedCellinEAI-Item ::= SEQUENCE {


eCGI




EUTRAN-CGI,


iE-Extensions


ProtocolExtensionContainer { {CompletedCellinEAI-Item-ExtIEs} }
OPTIONAL,


...

}

CompletedCellinEAI-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ECGI-List ::= SEQUENCE (SIZE(1..maxnoofCellsineNB)) OF EUTRAN-CGI
EmergencyAreaIDListForRestart
::= SEQUENCE (SIZE(1..maxnoofRestartEmergencyAreaIDs)) OF EmergencyAreaID

ENB-ID ::= CHOICE {


macroENB-ID


BIT STRING (SIZE(20)),


homeENB-ID


BIT STRING (SIZE(28)),


...

}

GERAN-Cell-ID ::= SEQUENCE {


lAI



LAI,

    rAC



RAC, 


cI



CI,


iE-Extensions


ProtocolExtensionContainer { { GERAN-Cell-ID-ExtIEs} }
OPTIONAL,


...

}

GERAN-Cell-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Global-ENB-ID ::= SEQUENCE {


pLMNidentity


PLMNidentity,


eNB-ID




ENB-ID,


iE-Extensions


ProtocolExtensionContainer { {GlobalENB-ID-ExtIEs} }

OPTIONAL,


...

}

GlobalENB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GUMMEIList::= SEQUENCE (SIZE (1.. maxnoofMMECs)) OF GUMMEI

ENB-StatusTransfer-TransparentContainer

::= SEQUENCE {


bearers-SubjectToStatusTransferList

Bearers-SubjectToStatusTransferList,


iE-Extensions


ProtocolExtensionContainer { {ENB-StatusTransfer-TransparentContainer-ExtIEs} }
OPTIONAL,


...

}

ENB-StatusTransfer-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ENB-UE-S1AP-ID



::= INTEGER (0..16777215)

ENBname ::= PrintableString (SIZE (1..150,...))

ENBX2TLAs ::= SEQUENCE (SIZE(1.. maxnoofeNBX2TLAs)) OF TransportLayerAddress

EncryptionAlgorithms ::= BIT STRING (SIZE (16,...))

EPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNidentity

EventType
::= ENUMERATED {


direct,

change-of-serve-cell,


stop-change-of-serve-cell,


...

}
E-RAB-ID

::= INTEGER (0..15, ...)

E-RABInformationList
::= SEQUENCE (SIZE (1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { { E-RABInformationListIEs } }

E-RABInformationListIEs S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABInformationListItem


CRITICALITY ignore
TYPE E-RABInformationListItem


PRESENCE mandatory
},


...

}

E-RABInformationListItem ::= SEQUENCE {


e-RAB-ID





E-RAB-ID,


dL-Forwarding




DL-Forwarding

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABInformationListItem-ExtIEs} }


OPTIONAL,


...

}

E-RABInformationListItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABList ::= SEQUENCE (SIZE(1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { {E-RABItemIEs} }

E-RABItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABItem
 CRITICALITY ignore 
TYPE E-RABItem 
PRESENCE mandatory },


...

}

E-RABItem ::= SEQUENCE {


e-RAB-ID




E-RAB-ID,


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { {E-RABItem-ExtIEs} } OPTIONAL,


...

}

E-RABItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABLevelQoSParameters ::= SEQUENCE {


qCI


QCI,


allocationRetentionPriority

AllocationAndRetentionPriority,


gbrQosInformation




GBR-QosInformation











OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {E-RABQoSParameters-ExtIEs} }
OPTIONAL,


...

}

E-RABQoSParameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRAN-CGI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


cell-ID




CellIdentity,


iE-Extensions


ProtocolExtensionContainer { {EUTRAN-CGI-ExtIEs} } OPTIONAL,


...

}

EUTRAN-CGI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRANRoundTripDelayEstimationInfo ::= INTEGER (0..2047)
ExpectedUEBehaviour ::= SEQUENCE {


expectedActivity

ExpectedUEActivityBehaviour OPTIONAL,


expectedHOInterval

ExpectedHOInterval

 
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { ExpectedUEBehaviour-ExtIEs} } OPTIONAL,


...

}

ExpectedUEBehaviour-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ExpectedUEActivityBehaviour ::= SEQUENCE {


expectedActivityPeriod




ExpectedActivityPeriod




OPTIONAL,


expectedIdlePeriod





ExpectedIdlePeriod





OPTIONAL,


sourceofUEActivityBehaviourInformation
SourceOfUEActivityBehaviourInformation
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { ExpectedUEActivityBehaviour-ExtIEs} } OPTIONAL,


...

}

ExpectedUEActivityBehaviour-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ExpectedActivityPeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181,...)

ExpectedIdlePeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181,...)

SourceOfUEActivityBehaviourInformation ::= ENUMERATED {


subscription-information,


statistics,


...

}

ExpectedHOInterval ::= ENUMERATED {


sec15, sec30, sec60, sec90, sec120, sec180, long-time,


...

}
ExtendedRNC-ID




::= INTEGER (4096..65535)

ExtendedRepetitionPeriod ::= INTEGER (4096..131071)

	*** Skip unchanged text ***


-- L

LAC
::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL,


...

}

LAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LastVisitedCell-Item ::= CHOICE {


e-UTRAN-Cell




LastVisitedEUTRANCellInformation,


uTRAN-Cell





LastVisitedUTRANCellInformation,


gERAN-Cell





LastVisitedGERANCellInformation,


...

}

LastVisitedEUTRANCellInformation ::= SEQUENCE {


global-Cell-ID




EUTRAN-CGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell,


iE-Extensions




ProtocolExtensionContainer { { LastVisitedEUTRANCellInformation-ExtIEs} } OPTIONAL,


...

}

LastVisitedEUTRANCellInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Rel-11 to support enhanced granularity for time UE stayed in cell --


{ ID id-Time-UE-StayedInCell-EnhancedGranularity
CRITICALITY ignore
EXTENSION Time-UE-StayedInCell-EnhancedGranularity
PRESENCE optional}|


{ ID id-HO-Cause








CRITICALITY ignore
EXTENSION Cause






PRESENCE optional},


...

}

LastVisitedUTRANCellInformation
::= OCTET STRING

LastVisitedGERANCellInformation ::= CHOICE {


undefined





NULL,


...

}

L3-Information



::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

LPPa-PDU ::=  OCTET STRING
LHN-ID ::=  OCTET STRING(SIZE (32..256))

Links-to-log ::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}
ListeningSubframePattern ::= SEQUENCE {


pattern-period



ENUMERATED {ms1280, ms2560, ms5120, ms10240, ...},


pattern-offset



INTEGER (0..10239, ...),


iE-Extensions



ProtocolExtensionContainer { { ListeningSubframePattern-ExtIEs} } OPTIONAL,

...

}

ListeningSubframePattern-ExtIEs
S1AP-PROTOCOL-EXTENSION ::= {

...

}

LoggedMDT ::= SEQUENCE {


loggingInterval



LoggingInterval,


loggingDuration



LoggingDuration,


iE-Extensions



ProtocolExtensionContainer { {LoggedMDT-ExtIEs} } OPTIONAL,


...

}

LoggedMDT-ExtIEs
S1AP-PROTOCOL-EXTENSION ::= {

...

}

LoggingInterval ::= ENUMERATED {ms128, ms256, ms512, ms1024, ms2048, ms3072, ms4096, ms6144}

LoggingDuration ::= ENUMERATED {m10, m20, m40, m60, m90, m120}

LoggedMBMSMDT ::= SEQUENCE {


loggingInterval



LoggingInterval,


loggingDuration



LoggingDuration,


mBMS-ResultToLog


MBMS-ResultToLog

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { LoggedMBMSMDT-ExtIEs } } OPTIONAL,


...

}

LoggedMBMSMDT-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- M

M3Configuration ::= SEQUENCE {


m3period


M3period,


iE-Extensions

ProtocolExtensionContainer { { M3Configuration-ExtIEs} } OPTIONAL,


...

}

M3Configuration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

M3period ::= ENUMERATED {ms100, ms1000, ms10000, ... } 

M4Configuration ::= SEQUENCE {


m4period


M4period,


m4-links-to-log

Links-to-log,


iE-Extensions

ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,


...

}

M4Configuration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5Configuration ::= SEQUENCE {


m5period


M5period,


m5-links-to-log

Links-to-log,


iE-Extensions

ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,


...

}

M5Configuration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

M5period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

MDT-Activation 
::= ENUMERATED { 


immediate-MDT-only,


immediate-MDT-and-Trace,


logged-MDT-only,


...,


logged-MBMS-MDT

}

MDT-Location-Info ::= BIT STRING (SIZE (8))

MDT-Configuration ::= SEQUENCE {


mdt-Activation

MDT-Activation,


areaScopeOfMDT

AreaScopeOfMDT,


mDTMode



MDTMode,


iE-Extensions

ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,


...

}

MDT-Configuration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBasedMDTPLMNList


CRITICALITY ignore
EXTENSION MDTPLMNList
PRESENCE optional
},


...

}

ManagementBasedMDTAllowed ::= ENUMERATED {allowed, ...}

MBMS-ResultToLog ::= SEQUENCE (SIZE(1..maxnoofMBSFNAreaMDT)) OF MBMS-ResultToLogInfo

MBMS-ResultToLogInfo ::= SEQUENCE {


mBSFN-AreaId

INTEGER (0..255)

OPTIONAL,


carrierFreq


EARFCN,



iE-Extensions

ProtocolExtensionContainer { { MBMS-ResultToLogInfo-ExtIEs} } OPTIONAL,


...

}

MBMS-ResultToLogInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMNidentity

PrivacyIndicator ::= ENUMERATED {


immediate-MDT,


logged-MDT,


...

}

MDTMode ::= CHOICE {


immediateMDT



ImmediateMDT,


loggedMDT




LoggedMDT,


...,


mDTMode-Extension


MDTMode-Extension

}

MDTMode-Extension ::= ProtocolIE-SingleContainer {{ MDTMode-ExtensionIE }}

MDTMode-ExtensionIE S1AP-PROTOCOL-IES ::= {


{ ID id-LoggedMBMSMDT

CRITICALITY ignore
TYPE LoggedMBMSMDT

PRESENCE mandatory}

}

MeasurementsToActivate ::= BIT STRING (SIZE (8))

MeasurementThresholdA2 ::= CHOICE { 


threshold-RSRP



Threshold-RSRP,


threshold-RSRQ



Threshold-RSRQ,


...

}

MessageIdentifier
::= BIT STRING (SIZE (16))

MobilityInformation ::= BIT STRING (SIZE(32))

MMEname ::= PrintableString (SIZE (1..150,...))

MMERelaySupportIndicator ::= ENUMERATED {true, ...}

MME-Group-ID
::= OCTET STRING (SIZE (2))

MME-Code

::= OCTET STRING (SIZE (1))

MME-UE-S1AP-ID
::= INTEGER (0..4294967295)

M-TMSI


::= OCTET STRING (SIZE (4))

MSClassmark2
::= OCTET STRING

MSClassmark3
::= OCTET STRING

MutingAvailabilityIndication
::= ENUMERATED {


available,

unavailable,


...
}
MutingPatternInformation ::= SEQUENCE {


muting-pattern-period



ENUMERATED {ms0, ms1280, ms2560, ms5120, ms10240, ...}, 

muting-pattern-offset



INTEGER (0..10239, ...)

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {MutingPatternInformation-ExtIEs} } OPTIONAL,

...

}

MutingPatternInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
	*** Skip unchanged text ***


-- S

SecurityKey
::= BIT STRING (SIZE(256))
SecurityContext ::= SEQUENCE {


nextHopChainingCount

INTEGER (0..7),


nextHopParameter


SecurityKey,


iE-Extensions



ProtocolExtensionContainer { { SecurityContext-ExtIEs} }
OPTIONAL,


...
}

SecurityContext-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SerialNumber ::= BIT STRING (SIZE (16))

SONInformation ::= CHOICE{


sONInformationRequest

SONInformationRequest,


sONInformationReply


SONInformationReply,


...

}

SONInformationRequest ::= ENUMERATED { 


x2TNL-Configuration-Info,


...,


time-Synchronization-Info,


activate-Muting,


deactivate-Muting

}
SONInformationReply ::= SEQUENCE {


x2TNLConfigurationInfo


X2TNLConfigurationInfo


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer {{SONInformationReply-ExtIEs}} OPTIONAL,


...

}

SONInformationReply-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 9 to transfer Time synchronization information --


{ID id-Time-Synchronization-Info

CRITICALITY ignore
EXTENSION TimeSynchronizationInfo
PRESENCE optional
},


...,

{ID id-Muting-Pattern-Information

CRITICALITY ignore
EXTENSION MutingPatternInformation
PRESENCE optional
}
}

SONConfigurationTransfer ::= SEQUENCE {


targeteNB-ID




TargeteNB-ID,


sourceeNB-ID




SourceeNB-ID,


sONInformation




SONInformation,


iE-Extensions


ProtocolExtensionContainer { { SONConfigurationTransfer-ExtIEs} }


OPTIONAL,
...
}

SynchronisationInformation ::= SEQUENCE {


sourceStratumLevel



StratumLevel


OPTIONAL,


listeningSubframePattern
ListeningSubframePattern
OPTIONAL,

aggressoreCGI-List




ECGI-List


OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {SynchronisationSourceInfo-ExtIEs} } OPTIONAL,


...

}

SynchronisationInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
SONConfigurationTransfer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
-- Extension for Release 10 to transfer the IP addresses of the eNB initiating the ANR action --


{ID id-x2TNLConfigurationInfo
CRITICALITY ignore
EXTENSION X2TNLConfigurationInfo



PRESENCE conditional


-- This IE shall be present if the SON Information IE contains the SON Information Request IE and the SON Information Request IE is set to “X2TNL Configuration Info” --





















},


... ,

-- Extension for Release 12 to transfer information concerning the source cell of synchronisation and the aggressor cell --


{ID id-Synchronisation-Information
CRITICALITY ignore
EXTENSION SynchronisationInformation



PRESENCE conditional


-- This IE shall be present if the SON Information IE contains the SON Information Request IE set to “ Activate Muting ” --

}
}

Source-ToTarget-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the source RAN node to the target RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

SourceeNB-ID ::= SEQUENCE {


global-ENB-ID
Global-ENB-ID,


selected-TAI
TAI,


iE-Extensions
ProtocolExtensionContainer { {SourceeNB-ID-ExtIEs} } OPTIONAL

}

SourceeNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SRVCCOperationPossible ::= ENUMERATED {


possible,


...

}

SRVCCHOIndication ::= ENUMERATED {

pSandCS,


cSonly,


...

}

SourceeNB-ToTargeteNB-TransparentContainer

::= SEQUENCE {


rRC-Container



RRC-Container,


e-RABInformationList

E-RABInformationList


OPTIONAL,


targetCell-ID



EUTRAN-CGI,


subscriberProfileIDforRFP
SubscriberProfileIDforRFP

OPTIONAL,


uE-HistoryInformation

UE-HistoryInformation,


iE-Extensions



ProtocolExtensionContainer { {SourceeNB-ToTargeteNB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceeNB-ToTargeteNB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


{ID id-MobilityInformation



CRITICALITY ignore
EXTENSION MobilityInformation



PRESENCE optional}|


{ID id-uE-HistoryInformationFromTheUE
CRITICALITY ignore
EXTENSION UE-HistoryInformationFromTheUE

PRESENCE optional},


...

}

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

ServedGUMMEIs ::= SEQUENCE (SIZE (1.. maxnoofRATs)) OF ServedGUMMEIsItem

ServedGUMMEIsItem ::= SEQUENCE {


servedPLMNs



ServedPLMNs,


servedGroupIDs


ServedGroupIDs,


servedMMECs



ServedMMECs,


iE-Extensions


ProtocolExtensionContainer { {ServedGUMMEIsItem-ExtIEs} }
OPTIONAL,


...

}

ServedGUMMEIsItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ServedGroupIDs ::= SEQUENCE (SIZE(1.. maxnoofGroupIDs)) OF MME-Group-ID

ServedMMECs ::= SEQUENCE (SIZE(1.. maxnoofMMECs)) OF MME-Code

ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity

SubscriberProfileIDforRFP ::= INTEGER (1..256) 

SupportedTAs ::= SEQUENCE (SIZE(1.. maxnoofTACs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAC




TAC,


broadcastPLMNs

BPLMNs,


iE-Extensions

ProtocolExtensionContainer { {SupportedTAs-Item-ExtIEs} } OPTIONAL,


...

}

SupportedTAs-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

StratumLevel ::= INTEGER (0..3, ...)
SynchronizationStatus ::= ENUMERATED { synchronous, asynchronous, ... }
TimeSynchronizationInfo ::= SEQUENCE {

stratumLevel




StratumLevel,


synchronizationStatus


SynchronizationStatus,

iE-Extensions




ProtocolExtensionContainer { { TimeSynchronizationInfo-ExtIEs} } OPTIONAL,

...

}

TimeSynchronizationInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


-- Extension for Release 12 to transfer Muting Availability Indication --

{ID id-Muting-Availability-Indication

CRITICALITY ignore
EXTENSION MutingAvailabilityIndication PRESENCE optional },


...

}

S-TMSI ::= SEQUENCE {


mMEC
MME-Code,


m-TMSI
M-TMSI,

iE-Extensions

ProtocolExtensionContainer { {S-TMSI-ExtIEs} } OPTIONAL,

...

}

S-TMSI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- T

TAC ::= OCTET STRING (SIZE (2))

TAIBasedMDT ::= SEQUENCE {


tAIListforMDT


TAIListforMDT,


iE-Extensions


ProtocolExtensionContainer { {TAIBasedMDT-ExtIEs} } OPTIONAL,


...

}

TAIBasedMDT-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAIListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAI

TAIListforWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TAI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


tAC





TAC,


iE-Extensions


ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,


...

}

TAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAI-Broadcast ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Broadcast-Item

TAI-Broadcast-Item ::= SEQUENCE {


tAI




TAI,


completedCellinTAI
CompletedCellinTAI,


iE-Extensions

ProtocolExtensionContainer { {TAI-Broadcast-Item-ExtIEs} } OPTIONAL,


...

}

TAI-Broadcast-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAI-Cancelled ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Cancelled-Item

TAI-Cancelled-Item ::= SEQUENCE {


tAI




TAI,


cancelledCellinTAI
CancelledCellinTAI,


iE-Extensions

ProtocolExtensionContainer { {TAI-Cancelled-Item-ExtIEs} } OPTIONAL,


...

}

TAI-Cancelled-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TABasedMDT ::= SEQUENCE {


tAListforMDT

TAListforMDT,


iE-Extensions

ProtocolExtensionContainer { {TABasedMDT-ExtIEs} } OPTIONAL,


...

}

TABasedMDT-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TAListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAC

CompletedCellinTAI ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CompletedCellinTAI-Item

CompletedCellinTAI-Item ::= SEQUENCE{


eCGI



EUTRAN-CGI,


iE-Extensions

ProtocolExtensionContainer { {CompletedCellinTAI-Item-ExtIEs} } OPTIONAL,


...

}

CompletedCellinTAI-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TBCD-STRING ::= OCTET STRING (SIZE (3))

TargetID ::= CHOICE {


targeteNB-ID

TargeteNB-ID,


targetRNC-ID

TargetRNC-ID,


cGI




CGI,


...

}

TargeteNB-ID ::= SEQUENCE {


global-ENB-ID

Global-ENB-ID,


selected-TAI

TAI,


iE-Extensions

ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL,


...

}

TargeteNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TargetRNC-ID ::= SEQUENCE {


lAI




LAI,


rAC




RAC 

OPTIONAL,


rNC-ID



RNC-ID,


extendedRNC-ID

ExtendedRNC-ID

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {TargetRNC-ID-ExtIEs} } OPTIONAL,


...


}

TargetRNC-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TargeteNB-ToSourceeNB-TransparentContainer

::= SEQUENCE {


rRC-Container

RRC-Container,


iE-Extensions

ProtocolExtensionContainer { {TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Target-ToSource-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are coded according to the specifications of the target system.

TargetRNC-ToSourceRNC-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING

-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

M1ThresholdEventA2 ::= SEQUENCE { 


measurementThreshold
MeasurementThresholdA2,


iE-Extensions


ProtocolExtensionContainer { { M1ThresholdEventA2-ExtIEs} } OPTIONAL,


...

}

M1ThresholdEventA2-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Threshold-RSRP ::= INTEGER(0..97)

Threshold-RSRQ ::= INTEGER(0..34)

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

Time-UE-StayedInCell ::= INTEGER (0..4095)

Time-UE-StayedInCell-EnhancedGranularity ::= INTEGER (0..40950)

TransportInformation ::= SEQUENCE {


transportLayerAddress



TransportLayerAddress,


uL-GTP-TEID






GTP-TEID,


...

}

TransportLayerAddress

::= BIT STRING (SIZE(1..160, ...))

TraceActivation ::= SEQUENCE {


e-UTRAN-Trace-ID




E-UTRAN-Trace-ID,


interfacesToTrace




InterfacesToTrace,
traceDepth






TraceDepth,

traceCollectionEntityIPAddress

TransportLayerAddress,


iE-Extensions





ProtocolExtensionContainer { { TraceActivation-ExtIEs} }
OPTIONAL,

...

}

TraceActivation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Rel-10 to support MDT --


{ ID id-MDTConfiguration
CRITICALITY ignore
EXTENSION MDT-Configuration

PRESENCE optional },


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


minimumWithoutVendorSpecificExtension,


mediumWithoutVendorSpecificExtension,


maximumWithoutVendorSpecificExtension,

...

}
E-UTRAN-Trace-ID ::=  OCTET STRING (SIZE (8))

TrafficLoadReductionIndication ::= INTEGER (1..99)

TunnelInformation ::= SEQUENCE {


transportLayerAddress
TransportLayerAddress,


uDP-Port-Number


Port-Number


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {Tunnel-Information-ExtIEs} } OPTIONAL,


...

}

Tunnel-Information-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

TAIListForRestart ::= SEQUENCE (SIZE(1..maxnoofRestartTAIs)) OF TAI

	*** Next Change ***


9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM S1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation





ProcedureCode ::= 0

id-HandoverResourceAllocation



ProcedureCode ::= 1

id-HandoverNotification





ProcedureCode ::= 2

id-PathSwitchRequest





ProcedureCode ::= 3

id-HandoverCancel






ProcedureCode ::= 4

id-E-RABSetup







ProcedureCode ::= 5

id-E-RABModify







ProcedureCode ::= 6

id-E-RABRelease







ProcedureCode ::= 7

id-E-RABReleaseIndication




ProcedureCode ::= 8

id-InitialContextSetup





ProcedureCode ::= 9

id-Paging








ProcedureCode ::= 10

id-downlinkNASTransport





ProcedureCode ::= 11

id-initialUEMessage






ProcedureCode ::= 12

id-uplinkNASTransport





ProcedureCode ::= 13

id-Reset








ProcedureCode ::= 14

id-ErrorIndication






ProcedureCode ::= 15

id-NASNonDeliveryIndication




ProcedureCode ::= 16

id-S1Setup








ProcedureCode ::= 17

id-UEContextReleaseRequest




ProcedureCode ::= 18

id-DownlinkS1cdma2000tunneling



ProcedureCode ::= 19

id-UplinkS1cdma2000tunneling



ProcedureCode ::= 20

id-UEContextModification




ProcedureCode ::= 21

id-UECapabilityInfoIndication



ProcedureCode ::= 22

id-UEContextRelease






ProcedureCode ::= 23

id-eNBStatusTransfer





ProcedureCode ::= 24

id-MMEStatusTransfer





ProcedureCode ::= 25

id-DeactivateTrace






ProcedureCode ::= 26

id-TraceStart







ProcedureCode ::= 27

id-TraceFailureIndication




ProcedureCode ::= 28

id-ENBConfigurationUpdate




ProcedureCode ::= 29

id-MMEConfigurationUpdate




ProcedureCode ::= 30

id-LocationReportingControl




ProcedureCode ::= 31

id-LocationReportingFailureIndication

ProcedureCode ::= 32

id-LocationReport






ProcedureCode ::= 33

id-OverloadStart






ProcedureCode ::= 34
id-OverloadStop







ProcedureCode ::= 35

id-WriteReplaceWarning





ProcedureCode ::= 36

id-eNBDirectInformationTransfer



ProcedureCode ::= 37
id-MMEDirectInformationTransfer



ProcedureCode ::= 38
id-PrivateMessage






ProcedureCode ::= 39
id-eNBConfigurationTransfer




ProcedureCode ::= 40
id-MMEConfigurationTransfer




ProcedureCode ::= 41
id-CellTrafficTrace






ProcedureCode ::= 42

id-Kill









ProcedureCode ::= 43

id-downlinkUEAssociatedLPPaTransport

ProcedureCode ::= 44
id-uplinkUEAssociatedLPPaTransport


ProcedureCode ::= 45
id-downlinkNonUEAssociatedLPPaTransport

ProcedureCode ::= 46
id-uplinkNonUEAssociatedLPPaTransport

ProcedureCode ::= 47

id-UERadioCapabilityMatch




ProcedureCode ::= 48

id-PWSRestartIndication





ProcedureCode ::= 49
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofCSGs







INTEGER ::= 256

maxnoofE-RABs






INTEGER ::= 256

maxnoofTAIs







INTEGER ::= 256

maxnoofTACs







INTEGER ::= 256

maxnoofErrors






INTEGER ::= 256

maxnoofBPLMNs






INTEGER ::= 6

maxnoofPLMNsPerMME





INTEGER ::= 32
maxnoofEPLMNs






INTEGER ::= 15

maxnoofEPLMNsPlusOne




INTEGER ::= 16

maxnoofForbLACs






INTEGER ::= 4096

maxnoofForbTACs






INTEGER ::= 4096

maxnoofIndividualS1ConnectionsToReset
INTEGER ::= 256

maxnoofCells






INTEGER ::= 16
maxnoofCellsineNB





INTEGER ::= 256
maxnoofTAIforWarning




INTEGER ::= 65535 

maxnoofCellID






INTEGER ::= 65535 

maxnoofEmergencyAreaID




INTEGER ::= 65535 
maxnoofCellinTAI





INTEGER ::= 65535 

maxnoofCellinEAI





INTEGER ::= 65535 

maxnoofeNBX2TLAs





INTEGER ::= 2

maxnoofeNBX2ExtTLAs





INTEGER ::= 16

maxnoofeNBX2GTPTLAs





INTEGER ::= 16

maxnoofRATs







INTEGER ::= 8

maxnoofGroupIDs






INTEGER ::= 65535

maxnoofMMECs






INTEGER ::= 256
maxnoofCellIDforMDT





INTEGER ::= 32

maxnoofTAforMDT






INTEGER ::= 8

maxnoofMDTPLMNs






INTEGER ::= 16

maxnoofCellsforRestart




INTEGER ::= 256

maxnoofRestartTAIs





INTEGER ::= 2048

maxnoofRestartEmergencyAreaIDs


INTEGER ::= 256

maxEARFCN







INTEGER ::= 262143

maxnoofMBSFNAreaMDT





INTEGER ::= 8

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








ProtocolIE-ID ::= 0

id-HandoverType









ProtocolIE-ID ::= 1

id-Cause










ProtocolIE-ID ::= 2

id-SourceID










ProtocolIE-ID ::= 3

id-TargetID










ProtocolIE-ID ::= 4

id-eNB-UE-S1AP-ID








ProtocolIE-ID ::= 8

id-E-RABSubjecttoDataForwardingList




ProtocolIE-ID ::= 12

id-E-RABtoReleaseListHOCmd






ProtocolIE-ID ::= 13

id-E-RABDataForwardingItem






ProtocolIE-ID ::= 14

id-E-RABReleaseItemBearerRelComp




ProtocolIE-ID ::= 15

id-E-RABToBeSetupListBearerSUReq




ProtocolIE-ID ::= 16

id-E-RABToBeSetupItemBearerSUReq




ProtocolIE-ID ::= 17

id-E-RABAdmittedList







ProtocolIE-ID ::= 18

id-E-RABFailedToSetupListHOReqAck




ProtocolIE-ID ::= 19

id-E-RABAdmittedItem







ProtocolIE-ID ::= 20

id-E-RABFailedtoSetupItemHOReqAck




ProtocolIE-ID ::= 21

id-E-RABToBeSwitchedDLList






ProtocolIE-ID ::= 22

id-E-RABToBeSwitchedDLItem






ProtocolIE-ID ::= 23

id-E-RABToBeSetupListCtxtSUReq





ProtocolIE-ID ::= 24

id-TraceActivation








ProtocolIE-ID ::= 25

id-NAS-PDU










ProtocolIE-ID ::= 26

id-E-RABToBeSetupItemHOReq






ProtocolIE-ID ::= 27

id-E-RABSetupListBearerSURes





ProtocolIE-ID ::= 28

id-E-RABFailedToSetupListBearerSURes



ProtocolIE-ID ::= 29

id-E-RABToBeModifiedListBearerModReq



ProtocolIE-ID ::= 30
id-E-RABModifyListBearerModRes





ProtocolIE-ID ::= 31
id-E-RABFailedToModifyList






ProtocolIE-ID ::= 32
id-E-RABToBeReleasedList






ProtocolIE-ID ::= 33
id-E-RABFailedToReleaseList






ProtocolIE-ID ::= 34

id-E-RABItem









ProtocolIE-ID ::= 35

id-E-RABToBeModifiedItemBearerModReq



ProtocolIE-ID ::= 36

id-E-RABModifyItemBearerModRes





ProtocolIE-ID ::= 37

id-E-RABReleaseItem








ProtocolIE-ID ::= 38

id-E-RABSetupItemBearerSURes





ProtocolIE-ID ::= 39

id-SecurityContext








ProtocolIE-ID ::= 40

id-HandoverRestrictionList






ProtocolIE-ID ::= 41

id-UEPagingID









ProtocolIE-ID ::= 43

id-pagingDRX









ProtocolIE-ID ::= 44

id-TAIList










ProtocolIE-ID ::= 46

id-TAIItem










ProtocolIE-ID ::= 47

id-E-RABFailedToSetupListCtxtSURes




ProtocolIE-ID ::= 48

id-E-RABReleaseItemHOCmd






ProtocolIE-ID ::= 49

id-E-RABSetupItemCtxtSURes






ProtocolIE-ID ::= 50

id-E-RABSetupListCtxtSURes






ProtocolIE-ID ::= 51

id-E-RABToBeSetupItemCtxtSUReq





ProtocolIE-ID ::= 52

id-E-RABToBeSetupListHOReq






ProtocolIE-ID ::= 53

id-GERANtoLTEHOInformationRes





ProtocolIE-ID ::= 55

id-UTRANtoLTEHOInformationRes





ProtocolIE-ID ::= 57

id-CriticalityDiagnostics 






ProtocolIE-ID ::= 58

id-Global-ENB-ID








ProtocolIE-ID ::= 59

id-eNBname










ProtocolIE-ID ::= 60

id-MMEname










ProtocolIE-ID ::= 61

id-ServedPLMNs









ProtocolIE-ID ::= 63
id-SupportedTAs









ProtocolIE-ID ::= 64

id-TimeToWait









ProtocolIE-ID ::= 65

id-uEaggregateMaximumBitrate





ProtocolIE-ID ::= 66

id-TAI











ProtocolIE-ID ::= 67

id-E-RABReleaseListBearerRelComp




ProtocolIE-ID ::= 69

id-cdma2000PDU









ProtocolIE-ID ::= 70

id-cdma2000RATType








ProtocolIE-ID ::= 71

id-cdma2000SectorID








ProtocolIE-ID ::= 72

id-SecurityKey









ProtocolIE-ID ::= 73

id-UERadioCapability







ProtocolIE-ID ::= 74

id-GUMMEI-ID









ProtocolIE-ID ::= 75

id-E-RABInformationListItem






ProtocolIE-ID ::= 78

id-Direct-Forwarding-Path-Availability



ProtocolIE-ID ::= 79

id-UEIdentityIndexValue







ProtocolIE-ID ::= 80

id-cdma2000HOStatus








ProtocolIE-ID ::= 83

id-cdma2000HORequiredIndication





ProtocolIE-ID ::= 84

id-E-UTRAN-Trace-ID








ProtocolIE-ID ::= 86

id-RelativeMMECapacity







ProtocolIE-ID ::= 87

id-SourceMME-UE-S1AP-ID







ProtocolIE-ID ::= 88

id-Bearers-SubjectToStatusTransfer-Item



ProtocolIE-ID ::= 89

id-eNB-StatusTransfer-TransparentContainer


ProtocolIE-ID ::= 90

id-UE-associatedLogicalS1-ConnectionItem


ProtocolIE-ID ::= 91

id-ResetType









ProtocolIE-ID ::= 92

id-UE-associatedLogicalS1-ConnectionListResAck

ProtocolIE-ID ::= 93

id-E-RABToBeSwitchedULItem






ProtocolIE-ID ::= 94

id-E-RABToBeSwitchedULList






ProtocolIE-ID ::= 95

id-S-TMSI










ProtocolIE-ID ::= 96

id-cdma2000OneXRAND








ProtocolIE-ID ::= 97

id-RequestType









ProtocolIE-ID ::= 98

id-UE-S1AP-IDs









ProtocolIE-ID ::= 99
id-EUTRAN-CGI









ProtocolIE-ID ::= 100

id-OverloadResponse








ProtocolIE-ID ::= 101

id-cdma2000OneXSRVCCInfo






ProtocolIE-ID ::= 102

id-E-RABFailedToBeReleasedList





ProtocolIE-ID ::= 103

id-Source-ToTarget-TransparentContainer



ProtocolIE-ID ::= 104

id-ServedGUMMEIs








ProtocolIE-ID ::= 105

id-SubscriberProfileIDforRFP





ProtocolIE-ID ::= 106

id-UESecurityCapabilities






ProtocolIE-ID ::= 107

id-CSFallbackIndicator







ProtocolIE-ID ::= 108

id-CNDomain










ProtocolIE-ID ::= 109

id-E-RABReleasedList







ProtocolIE-ID ::= 110

id-MessageIdentifier







ProtocolIE-ID ::= 111

id-SerialNumber









ProtocolIE-ID ::= 112

id-WarningAreaList








ProtocolIE-ID ::= 113

id-RepetitionPeriod








ProtocolIE-ID ::= 114

id-NumberofBroadcastRequest






ProtocolIE-ID ::= 115

id-WarningType









ProtocolIE-ID ::= 116

id-WarningSecurityInfo







ProtocolIE-ID ::= 117

id-DataCodingScheme








ProtocolIE-ID ::= 118

id-WarningMessageContents






ProtocolIE-ID ::= 119

id-BroadcastCompletedAreaList





ProtocolIE-ID ::= 120

id-Inter-SystemInformationTransferTypeEDT


ProtocolIE-ID ::= 121

id-Inter-SystemInformationTransferTypeMDT


ProtocolIE-ID ::= 122
id-Target-ToSource-TransparentContainer



ProtocolIE-ID ::= 123
id-SRVCCOperationPossible






ProtocolIE-ID ::= 124
id-SRVCCHOIndication







ProtocolIE-ID ::= 125
id-NAS-DownlinkCount







ProtocolIE-ID ::= 126

id-CSG-Id










ProtocolIE-ID ::= 127

id-CSG-IdList









ProtocolIE-ID ::= 128

id-SONConfigurationTransferECT





ProtocolIE-ID ::= 129

id-SONConfigurationTransferMCT





ProtocolIE-ID ::= 130

id-TraceCollectionEntityIPAddress




ProtocolIE-ID ::= 131

id-MSClassmark2









ProtocolIE-ID ::= 132

id-MSClassmark3









ProtocolIE-ID ::= 133

id-RRC-Establishment-Cause






ProtocolIE-ID ::= 134
id-NASSecurityParametersfromE-UTRAN




ProtocolIE-ID ::= 135

id-NASSecurityParameterstoE-UTRAN




ProtocolIE-ID ::= 136

id-DefaultPagingDRX








ProtocolIE-ID ::= 137
id-Source-ToTarget-TransparentContainer-Secondary
ProtocolIE-ID ::= 138

id-Target-ToSource-TransparentContainer-Secondary
ProtocolIE-ID ::= 139

id-EUTRANRoundTripDelayEstimationInfo



ProtocolIE-ID ::= 140
id-BroadcastCancelledAreaList





ProtocolIE-ID ::= 141
id-ConcurrentWarningMessageIndicator



ProtocolIE-ID ::= 142

id-Data-Forwarding-Not-Possible





ProtocolIE-ID ::= 143

id-ExtendedRepetitionPeriod






ProtocolIE-ID ::= 144
id-CellAccessMode








ProtocolIE-ID ::= 145

id-CSGMembershipStatus 







ProtocolIE-ID ::= 146

id-LPPa-PDU










ProtocolIE-ID ::= 147
id-Routing-ID









ProtocolIE-ID ::= 148
id-Time-Synchronization-Info





ProtocolIE-ID ::= 149

id-PS-ServiceNotAvailable






ProtocolIE-ID ::= 150

id-PagingPriority








ProtocolIE-ID ::= 151

id-x2TNLConfigurationInfo






ProtocolIE-ID ::= 152

id-eNBX2ExtendedTransportLayerAddresses



ProtocolIE-ID ::= 153

id-GUMMEIList









ProtocolIE-ID ::= 154

id-GW-TransportLayerAddress






ProtocolIE-ID ::= 155

id-Correlation-ID








ProtocolIE-ID ::= 156

id-SourceMME-GUMMEI








ProtocolIE-ID ::= 157

id-MME-UE-S1AP-ID-2








ProtocolIE-ID ::= 158

id-RegisteredLAI








ProtocolIE-ID ::= 159

id-RelayNode-Indicator







ProtocolIE-ID ::= 160
id-TrafficLoadReductionIndication




ProtocolIE-ID ::= 161

id-MDTConfiguration








ProtocolIE-ID ::= 162

id-MMERelaySupportIndicator






ProtocolIE-ID ::= 163
id-GWContextReleaseIndication





ProtocolIE-ID ::= 164
id-ManagementBasedMDTAllowed





ProtocolIE-ID ::= 165
id-PrivacyIndicator








ProtocolIE-ID ::= 166

id-Time-UE-StayedInCell-EnhancedGranularity


ProtocolIE-ID ::= 167

id-HO-Cause










ProtocolIE-ID ::= 168

id-VoiceSupportMatchIndicator





ProtocolIE-ID ::= 169

id-GUMMEIType









ProtocolIE-ID ::= 170

id-M3Configuration








ProtocolIE-ID ::= 171

id-M4Configuration








ProtocolIE-ID ::= 172

id-M5Configuration








ProtocolIE-ID ::= 173

id-MDT-Location-Info







ProtocolIE-ID ::= 174

id-MobilityInformation







ProtocolIE-ID ::= 175

id-Tunnel-Information-for-BBF





ProtocolIE-ID ::= 176

id-ManagementBasedMDTPLMNList





ProtocolIE-ID ::= 177

id-SignallingBasedMDTPLMNList





ProtocolIE-ID ::= 178

id-ULCOUNTValueExtended







ProtocolIE-ID ::= 179

id-DLCOUNTValueExtended







ProtocolIE-ID ::= 180

id-ReceiveStatusOfULPDCPSDUsExtended



ProtocolIE-ID ::= 181

id-ECGIListForRestart







ProtocolIE-ID ::= 182

id-SIPTO-Correlation-ID







ProtocolIE-ID ::= 183

id-SIPTO-L-GW-TransportLayerAddress




ProtocolIE-ID ::= 184

id-TransportInformation







ProtocolIE-ID ::= 185

id-LHN-ID










ProtocolIE-ID ::= 186

id-AdditionalCSFallbackIndicator




ProtocolIE-ID ::= 187

id-TAIListForRestart







ProtocolIE-ID ::= 188
id-UserLocationInformation






ProtocolIE-ID ::= 189

id-EmergencyAreaIDListForRestart




ProtocolIE-ID ::= 190

id-KillAllWarningMessages






ProtocolIE-ID ::= 191

id-Masked-IMEISV








ProtocolIE-ID ::= 192

id-eNBIndirectX2TransportLayerAddresses



ProtocolIE-ID ::= 193
id-uE-HistoryInformationFromTheUE




ProtocolIE-ID ::= 194
id-ExpectedUEBehaviour







ProtocolIE-ID ::= 196

id-LoggedMBMSMDT








ProtocolIE-ID ::= 197

id-UERadioCapabilityForPaging





ProtocolIE-ID ::= 198
id-Muting-Availability-Indication




ProtocolIE-ID ::= 207
id-Muting-Pattern-Information





ProtocolIE-ID ::= 208
id-Synchronisation-Information





ProtocolIE-ID ::= 209
END

	*** End of Changes ***
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