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*** Start of the changes ***
9.1.2.11
RESOURCE STATUS REQUEST
This message is sent by an eNB1 to neighbouring eNB2 to initiate the requested measurement according to the parameters given in the message. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,

…)
	A value set to “stop”, indicates a request to stop all cells measurements.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object the eNB2 is requested to report.

First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic, this bit should be set to 1 if at least one of the First, Second or Third bits is set to 1,

Fifth Bit = ABS Status Periodic,

Sixth Bit = RSRP Measurement Report Periodic,

Xth Bit = CSI Report.

Other bits shall be ignored by the eNB2.
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list for which measurement is needed
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	Reporting Periodicity
	O
	
	ENUMERATED(1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of PRB Periodic, TNL Load Ind Periodic, HW Load Ind Periodic, Composite Available Capacity Periodic or ABS Status Periodic.
	YES
	ignore

	Partial Success Indicator
	O
	
	ENUMERATED(partial success allowed, ...)
	Included if partial success is allowed
	YES
	ignore

	Reporting Periodicity of RSRP Measurement Report
	O
	
	ENUMERATED(120ms, 240ms, 480ms, 640ms, ...)
	Periodicity that can be used for the reporting of RSRP Measurement Report Periodic.
	YES
	ignore

	Reporting Periodicity of CSI Report Periodic
	O
	
	ENUMERATED(5ms, 10ms, 20ms, 40ms, 80ms, ...)
	Periodicity that can be used for the periodic reporting of CSI Report.
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value “stop”.


*** End of the 1st change ***
*** Start of the 2nd change ***
9.1.2.12
RESOURCE STATUS RESPONSE
This message is sent by the eNB2 to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Measurement Initiation Result
	
	0..1
	
	List of all cells in which measurement objects were requested, included when indicating partial success
	YES
	ignore

	>Measurement Initiation Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that eNB2 could not initiate the measurement for at least one of the requested measurement objects in the cell
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic,

Sixth Bit = RSRP Measurement Report Periodic,

Xth Bit = CSI Report.

Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurement objects for which the measurement cannot be initiated
	–
	–


	Range bound
	Explanation

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 2nd change ***
*** Start of the 3rd change ***
9.1.2.13
RESOURCE STATUS FAILURE
This message is sent by the eNB2 to indicate that for none of the requested measurement objects the measurement can be initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cause
	M
	
	9.2.6
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Complete Failure Cause Information
	
	0..1
	
	Complete list of failure causes for all requested cells
	YES
	ignore

	>Complete Failure Cause Information Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	1
	
	
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic,

Sixth Bit = RSRP Measurement Report Periodic,

Xth Bit = CSI Report.

Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurements that cannot be initiated
	–
	–


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxFailedMeasObjects
	Max number of measurement objects that can fail per measurement. Value is 32.


*** End of the 3rd change ***
*** Start of the 4th change ***
9.1.2.14
RESOURCE STATUS UPDATE 

This message is sent by eNB2 to neighbouring eNB1 to report the results of the requested measurements.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cell Measurement Result
	
	1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	
	

	>>Hardware Load Indicator
	O
	
	9.2.34
	
	
	

	>>S1 TNL Load Indicator
	O
	
	9.2.35
	
	
	

	>>Radio Resource Status
	O
	
	9.2.37
	
	
	

	>>Composite Available Capacity Group
	O
	
	9.2.44
	
	YES
	ignore

	>>ABS Status
	O
	
	9.2.58
	
	YES
	ignore

	>>RSRP Measurement Report List
	O
	
	9.2.76
	
	YES
	ignore

	>>CSI Report
	O
	
	9.2.aa
	
	YES
	ignore

	>> CSI Report Start Time
	
	0..1
	
	
	
	

	>>>Start SFN
	M
	
	INTEGER (0..1023)
	SFN of the radio frame containing the first subframe when the CSI Report IE is valid.
	
	

	>>>Start Subframe Number
	M
	
	INTEGER (0..9)
	Subframe number, within the radio frame indicated by the Start SFN IE, of the first subframe when the CSI Report IE is valid.
	
	


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 4th change ***
*** Start of the 5th change ***
9.2.19
Relative Narrowband Tx Power (RNTP)

This IE provides an indication on DL power restriction per PRB in a cell and other information needed by a neighbour eNB for interference aware scheduling.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RNTP Per PRB
	M
	
	BIT STRING (6..110, …)
	Each position in the bitmap represents a nPRB value (i.e. first bit=PRB 0 and so on), for which the bit value represents RNTP (nPRB), defined in TS 36.213 [11]. 

Value 0 indicates "Tx not exceeding RNTP threshold". 

Value 1 indicates "no promise on the Tx power is given". 
The IE is ignored if the RNTP Per PRB Per Subframe IE is included.
	–
	–

	RNTP Threshold
	M
	
	ENUMERATED (-∞, -11, -10, -9, -8, -7, -6, -5, -4, -3, -2, -1, 0, 1, 2, 3, …)
	RNTPthreshold is defined in TS 36.213 [11].
	–
	–

	Number Of Cell-specific Antenna Ports 
	M
	
	ENUMERATED (1, 2, 4, …)
	P (number of antenna ports for cell-specific reference signals) defined in TS 36.211 [10]
	–
	–

	P_B
	M
	
	INTEGER (0..3, …)
	PB is defined in TS 36.213 [11].
	–
	–

	PDCCH Interference Impact
	M
	
	INTEGER (0..4, …)
	Measured by Predicted Number Of Occupied PDCCH OFDM Symbols (see TS 36.211 [10]).

Value 0 means "no prediction is available".
	–
	–

	RNTP Per PRB Per Subframe
	O
	
	BIT STRING (6..4400, …)
	Each position in the bitmap represents a PRB in a DL subframe, for which value “1” indicates ‘interference protected resource’ and value “0” indicates ‘resource with no utilization constraints.’
The first bit corresponds to PRB 0 of the first subframe for which the IE is valid, the second bit corresponds to PRB 1 of the first subframe for which the IE is valid, and so on.

The bit string may span across multiple contiguous subframes.

The length of the bit string is an integer (maximum 40) multiple of 
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 is defined in TS 36.211 [10].

The RNTP pattern is continuously repeated.
	
	

	RNTP Start Time
	
	0..1
	
	
	
	

	>Start SFN
	M
	
	INTEGER (0..1023)
	SFN of the radio frame containing the first subframe when the RNTP Per PRB Per Subframe IE is valid.
	
	

	>Start Subframe Number
	M
	
	INTEGER (0..9)
	Subframe number, within the radio frame indicated by the Start SFN IE, of the first subframe when the RNTP Per PRB Per Subframe IE is valid.
	
	


*** End of the 5th change ***
*** Start of the 6th change ***
9.2.76
RSRP Measurement Report List

This IE provides RSRP measurement reports of UEs served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSRP Measurement Report Item
	
	1 .. <maxUEReport>
	
	

	>RSRP Measurement Result
	
	1 .. <maxCellReport>
	
	

	>>RSRP Cell ID
	M
	
	ECGI

9.2.14
	ID of the cell on which the RSRP is measured.

	>>RSRP Measured
	M
	
	INTEGER (0..97, ...)
	Measured RSRP.

Defined in TS 36.331 [9].

	>UE ID
	M
	
	BIT STRING (SIZE(16))
	ID of the UE served by the cell in eNB2.


	Range bound
	Explanation

	maxUEReport
	Maximum number of UE measurement reports. Value is 128.

	maxCellReport
	Maximum number of reported cells. The value is 9.


*** End of the 6th change ***
*** Start of the 7th change ***
9.2.aa
CSI Report
This IE provides CSI reports of UEs served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSI Report per UE
	
	1 .. <maxUECSIReport>
	
	

	>UE ID
	M
	
	BIT STRING (SIZE(16))
	ID of the UE served by the cell in eNB2.

	>CSI Report per CSI Process
	
	1 .. <maxCSIProcess>
	
	

	>>CSI Process Index
	M
	
	INTEGER (1..32, …)
	Indicates a specific CSI process configuration. 

	>>RI
	M
	
	INTEGER (1..8, …)
	Defined in TS 36.213 [11].

	>>Wideband CQI
	
	1
	9.2.bb
	

	>>Subband CQI List
	
	0 .. <maxSubband>
	
	

	>>>Subband CQI
	
	1
	9.2.cc
	

	>>>Subband Index
	O
	
	INTEGER (0..27, …)
	Included in case of UE selected subband CQI reporting.

	>Scheduling Information
	O
	
	BIT STRING (5..80, …)
	Each position in the bitmap represents whether the UE was scheduled in the TTI, for which value “1” indicates the UE was scheduled and value “0” indicates the UE was not scheduled.
The length of the bit string is the same as the periodicity of the CH. 


	Range bound
	Explanation

	maxUECSIReport
	Maximum number of UE measurement reports. Value is 128.

	maxCSIProcess
	Maximum number of CSI processes. The value is 4.

	maxSubband
	Maximum number of subbands. The value is 14.


*** End of the 7th change ***
*** Start of the last change ***
9.2.bb
Wideband CQI
This IE indicates the Wideband CQI reported by the UE as defined in TS 36.213 [11].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Wideband CQI
	M
	
	
	

	> Wideband absolute CQI
	M
	
	
	

	>>Wideband absolute CQI Codeword 0
	M
	
	INTEGER (0..15, …)
	Defined in TS 36.213 [11].

	>>Wideband absolute CQI Codeword 1
	O
	
	INTEGER (0..15, …)
	Defined in TS 36.213 [11].

	> Wideband defferential CQI
	M
	
	
	

	>>Wideband defferential CQI Codeword 0
	M
	
	INTEGER (0..15, …)
	Defined in TS 36.213 [11].

	>>Wideband defferential CQI Codeword 1
	O
	
	INTEGER (0..7, …)
	Defined in TS 36.213 [11].


9.2.cc
Subband CQI
This IE indicates the Subband CQI reported by the UE as defined in TS 36.213 [11].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Subband CQI
	M
	
	
	

	> Subband absolute CQI
	M
	
	
	

	>>Subband absolute CQI Codeword 0
	M
	
	INTEGER (0..15, …)
	Defined in TS 36.213 [11].

	>>Subband absolute CQI Codeword 1
	O
	
	INTEGER (0..7, …)
	Defined in TS 36.213 [11].

	> Subband differential CQI
	M
	
	
	

	>>Subband differential CQI Codeword 0
	M
	
	INTEGER (0..3, …)
	Defined in TS 36.213 [11].

	>>Subband differential CQI Codeword 1
	O
	
	INTEGER (0..3, …)
	Defined in TS 36.213 [11].


*** End of the changes ***
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