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	Reason for change:
	It is not clear what the receiving eNB should do when the Muting Pattern Period IE has value other than “0” and the Muting Pattern Offset IE is not present. 
1st interpretation is: this is an error so the receiver which is the target eNB should send an error back.

2nd interpretation is: the receiver which is the target eNB should assume the Muting Pattern Offset IE has value “0.
Since the Muting Pattern Offset IE has been specified as optional intentionally, the 2nd interpretation should be applied.

	
	

	Summary of change:
	Add a semantic description to show If the Muting Pattern Offset IE is not present, the value “0” is assumed.
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	Interoperability may happen due to no clear description.
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9.2.3.41
Muting Pattern Information
This information element contains muting pattern information that can be used for over-the-air synchronization using network listening.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Muting Pattern Period
	M
	
	ENUMERATED (0, 1280, 2560, 5120, 10240, …)
	Period for repetition of muted subframe in milliseconds. Value ‘0’ indicates that the muting request is not fulfilled.

	Muting Pattern Offset
	O
	
	INTEGER (0..10239,…) 
	Offset in number of subframes of the muting pattern starting from subframe 0 in a radio frame where SFN = 0. 
If the Muting Pattern Offset IE is not present, the value “0” is assumed.


