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1
Introduction
RAN3#87 is the last RAN3 meeting before the formal freeze of Rel-12 specification ASN.1 code. Because of that consistency of the new ASN.1 code (and of the related table definitions) in 25.423 were carefully checked.

This document reports the issues found during the process and propose solutions. 
2
Discussion

2.1
Checked CR’s in 25.423
During the check of TS 25.413 the implementation of the following Rel-12 CRs has been verified:
	Tdoc #
	CR # 
	Tdoc title 

	RP‑131905
	1799r3
	Introduction of HSPA signalling enhancements for more efficient resource usage for 1.28Mcps TDD

	RP‑131906
	1808r2
	Introduction of BeiDou Navigation Satellite System

	RP‑131642
	1814r3
	Correction to Galileo Assistance Data Elements

	RP‑140900
	1816r2
	Supporting L-band for Supplemental Downlink in UTRA

	RP‑141516
	1824r3
	Introduction of UTRAN Heterogeneous Networks

	RP‑141515
	1827r5
	Introduction of DCH Enhancements

	RP‑141516
	1835r2
	Introduction of sub-features for UTRAN Hetnet

	RP‑142086
	1838r6
	Introduction of further EUL Enhancement

	RP‑142093
	1839r3
	Adding the multiple frequency band indicators

	RP‑142095
	1841r1
	Introduction of the UL CLTD feedback from the Multiflow assisting serving cell

	RP‑142086
	1842r3
	RNC to inform the serving Node B about the TTI switching decision

	RP‑142094
	1844r2
	RNSAP Rapporteur Update

	RP‑142093
	1845
	Correction of abnormal case handling when value 5 is used in UL DPCCH Slot Format

	RP‑142084
	1852r1
	BDS Satellite Specific ICD update to version 2.0

	RP‑142081
	1853r1
	Correction to Galileo Assistance Data

	RP‑142094
	1857r1
	Correction of section number references for USCH ID and USCH Information

	RP‑142094
	1858
	Alignment of the tabular for RADIO LINK RECONFIGURATION REQUEST (TDD) with the ASN.1

	RP‑142095
	1859
	Usage of E-DCH-Non-Scheduled-Grant-Info in initiating messages (TDD)


2.2
Identified issues
The following issues and solutions have been identified. 
	Issue #
	Description and proposed solution
	Origin

	1
	CR1808 introduced 3 extensions to CHOICE's without using the Single IE Container solution that is the mandated by rule 4 in section 10.5.4 in 29.921.

It is proposed to add the Single IE Container's according to rule 4 above. 
	RP-131906 CR#1808r2

	2
	The ASN.1 change related to the tabular change adding the Fast TTI switching Mode Supported IE in section 9.2.2.4C (E-DCH FDD Information Response) was wrong in the CR. 

The “E-DCH-Information-Response ::= SEQUENCE” is not the correct place for the new Fast-TTI-switching-Mode-Supported IE.

The new IE should have been added in the “EDCH-FDD-InformationResponse ::= SEQUENCE”
The criticality for the IE was also different in the tabular format and the ASN.1. The correct value should be ignore.
	RP‑142086 CR1842r3

	3
	Introduction of further outline levels in the Navigation view to simplify navigation in the ASN.1.
	-


The corrections for 25.423 outlined above are included in [1].
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