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9.2.2.13Db
E-DCH FDD Information Response

The E-DCH FDD Information Response IE provides information for E-DCH MAC-d flows that have been established or modified. It also provides additional E-DCH information determined within the Node B.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information Response
	
	0..<maxNrOfEDCHMACdFlows>
	
	
	–
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.74
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	
	–
	

	>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	
	–
	

	>Transport Bearer Not Setup Indicator
	O
	
	9.2.2.4H
	
	YES
	ignore

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	
	–
	

	Fast TTI switching Mode Supported
	O
	
	9.2.2.211
	
	YES
	ignore


	Range bound
	Explanation

	maxNrOfEDCHMACdFlows
	Maximum number of MAC-d flows.


9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

Unchanged parts omitted

UPH-Filtering-Measurement-Forwarding-Request ::= ENUMERATED {


requested,


notRequested

}

E-DCH-FDD-Information-Response ::= SEQUENCE {

e-DCH-MACdFlow-Specific-InformationResp


E-DCH-MACdFlow-Specific-InformationResp









OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-Response-ExtIEs } }




OPTIONAL,


...

}

E-DCH-FDD-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Fast-TTI-switching-Mode-Supported

CRITICALITY ignore
EXTENSION Fast-TTI-switching-Mode-Supported
PRESENCE optional},
...

}

Unchanged parts omitted

E-DCH-Information-Response ::= SEQUENCE {


e-DCH-TDD-MACdFlow-Specific-InformationResp

E-DCH-TDD-MACdFlow-Specific-InformationResp
OPTIONAL,


e-AGCH-Specific-Information-ResponseTDD


E-AGCH-Specific-InformationRespListTDD
OPTIONAL, 


e-RNTI










E-RNTI,

scheduled-E-HICH-Specific-InformationResp

Scheduled-E-HICH-Specific-Information-ResponseLCRTDD
OPTIONAL,
-- 1.28Mcps TDD only

iE-Extensions








ProtocolExtensionContainer { { E-DCH-Information-Response-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}

Scheduled-E-HICH-Specific-Information-ResponseLCRTDD ::= SEQUENCE (SIZE (1.. maxNrOfEHICHCodes)) OF Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD

Unchanged parts omitted

-- ==========================================

--
Z

-- ==========================================

END

