3GPP TSG RAN WG3 Meeting #87
R3-150353
Athens, Greece; February 09th – 13th  2015
Title:
[DRAFT]
 Response LS on Paging for MTC
Response to:
LS on Paging for MTC (R1-145454/ R3-150008) 
Release:
Rel-13
Work Item:
LTE_MTCe2_L1 
Source:
[Alcatel-Lucent] (will be RAN WG3)
To:
RAN1, RAN2
Cc:
SA2
Contact Person:


Name:
Philippe Godin
Tel. Number:
+33 1 30 77 0304
E-mail Address:
philippe.godin@alcatel-lucent.com
Attachments:


1. Overall Description:

RAN3 has discussed the LS referenced here-above to feedback on the agreement #3 for the paging for Rel-13 low complexity UEs and/or UEs operating coverage enhancements (CE).
RAN3 concluded that the transfer of Rel-13 LC MTC capability can reuse the UE Radio Paging Container mechanism designed in release 12.

For the coverage enhanced mode and the amount of coverage enhancement, it is RAN3 understanding that these are not UE capabilities and that these parameters may change over time in both idle and connected mode.

RAN3 would like RAN1/2 to confirm this assumption and provide an order of magnitude of how frequent this information may change.

RAN3 will decide which S1AP message to use for sending the information from eNB to MME based on the received answer.

2. Actions:

To RAN1/2 group.

ACTION: 
RAN3 kindly ask RAN1/2 to confirm if coverage enhanced mode and the amount of coverage enhancement are parameters changing over time in both idle and connected mode and not UE capabilities and if yes, how frequent they may change. 
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