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/*Start */
9.2.2.185
Activation Delay

The Activation Delay IE is the same value as the RNC sends to the UE for the TTI swiching by the HS-SCCH Order.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Activation Delay
	
	
	Enumerated (v0, v1, v2, v3, v4, v5, …)
	In radio frames. Refer to TS 25.331 [18]


/*next change */
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

/* partially omitted */
E-DCH-MACdFlow-ModifyTDDItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-eDCH-MACdFlow-Retransmission-Timer-LCR

CRITICALITY ignore
EXTENSION E-DCH-MACdFlow-Retransmission-Timer-LCR
PRESENCE optional}|


{ ID id-TrafficClass







CRITICALITY ignore
EXTENSION TrafficClass



PRESENCE optional},


...

}

E-DCH-Information-Response ::= SEQUENCE {


e-DCH-TDD-MACdFlow-Specific-InformationResp

E-DCH-TDD-MACdFlow-Specific-InformationResp

OPTIONAL,


e-AGCH-Specific-Information-ResponseTDD


E-AGCH-Specific-InformationRespListTDD


OPTIONAL,


e-HICH-Information-Response





E-HICH-InformationResp






OPTIONAL,


e-DCH-Non-Scheduled-Grant-Info 




E-DCH-Non-Scheduled-Grant-Info




OPTIONAL,


e-RNTI










E-RNTI,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-Information-Response-ExtIEs } }
OPTIONAL,


...

}

E-DCH-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Fast-TTI-switching-Mode-Supported

CRITICALITY reject
EXTENSION Fast-TTI-switching-Mode-Supported
PRESENCE optional},


...

}

ActivationDelay ::= ENUMERATED {v0, v1, v2, v3, v4, v5, ...}
/* End */ 
