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1. Agreement
The following points were agreed.
1. Reporting Periodicity of CSI Report Periodic IE in Resource Status Requests message.
2. CSI report in Resource Status Update message.
· UE ID (BIT STRING (SIZE(16)) associated to CSI measurements
· Indexed representation of CSI process. Range is INTEGER (1..32, …) with the text proposal to restrict the number of CSI configurations used for all the UEs in the cells within the coordination area to 7.
· RI
· Wideband CQI
· Subband CQI


2. Open issues
The following points were open issues that need to be discussed further.
1. RI mandatory or optional
2. Definition and Range of indexed representation of CSI process
It needs to be decided how this indication is provided and what range it will have
3. UE ID in RSRP Measurement Report
4. Subband CQI: coding structure
· Subband index, potentially with an indicator to indicate whether it is periodic or aperiodic
· Subband Start and Subband size 
5. Subframe type in CSI Report (ABS vs Non-ABS subframes) by inclusion of CSI-Subframe-Set ID information
6. Start time of CSI report
7. Scheduling information
8. Subband CQI : how to handle case where both periodic and aperiodic reports are received from UE in the same time interval?
9. Subband CQI : allow serving eNB to send “processed” CQI?
10. CSI configuration information such as CSI-RS-ConfigNZP [36.331b,  Section 6.3.2] and CSI-IM-Config [36.331b,  Section 6.3.2]
11. Optional IM in Resource Status Request indicating RI and/or subband CQI report to be sent in Resource Status Update response message.

