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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.
/* partially omitted */
[FDD - E-DCH]:

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in TS 25.214 [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in TS 25.214 [10].]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to TS 25.214 [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in TS 25.214 [10].]

[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DPCH Information IE, which contains the Minimum Reduced E-DPDCH Gain Factor IE, then the Node B shall use the value to determine the applicable minimum gain factor (βed,k,reduced,min) defined in TS 25.214 [10]. For the case the Minimum Reduced E-DPDCH Gain Factor IE is not available for the Node B Communication Context,  the Node B may use the default value defined in TS 25.331 [18]. ]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK SETUP REQUEST message:]

-
[FDD - The Node B shall setup the requested E-DCH resources on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the RL specific E-DCH FDD Information IE for an E-DCH MAC-d flow, then if the Transport Bearer Not Requested Indicator IE is not included for this E-DCH MAC-d flow, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow. The Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for every E-DCH MAC-d flow being established for which the Transport Bearer Not Requested Indicator IE was not included.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for an E-DCH MAC-d flow, then the Node B shall not establish a transport bearer for the concerned E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for an E-DCH MAC-d flow and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the E-DCH MAC-d flow being established.]

-
[FDD - if the Node B does not establish a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions for the related reordering queue.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes UE Aggregate Maximum Bit Rate Enforcement Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE, the Node B shall, if supported, consider the data of the related E-DCH Logical Channel for UE Aggregate Maximum Bit Rate Enforcement.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels (TS 25.435 [24]) and MAC (TS 25.321 [32]).]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" the Node B shall assume scheduled grants being configured for the concerned E-DCH MAC-d flow.]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - The Node B may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the Node B may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this Node B]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK SETUP RESPONSE message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK SETUP RESPONSE message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH ReferencePower Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the UPH Filtering Measurement Forwarding Request IE, then the Node B shall use this instruction to handle the UE UPH filtering measurement forwarding.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the Serving Cell Change CFN  IE is included in the RADIO LINK SETUP REQUEST message, then the Node B shall activate the resources that are allocated for the new serving E-DCH Radio Link at the next coming CFN with a value equal to the value requested by the RNC.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to TS 25.321 [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to TS 25.321 [32].]
-
[FDD - If the RADIO LINK SETUP REQUEST message includes the Node B Controlled TTI Switching Request IE, then the Node B shall use this instruction to handle the TTI switching.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the E-RNTI IE in the E-DPCH Information IE but does not include the E-RNTI IE in the RL Information IE, the Node B shall use the information to detect the information related to the E-RNTI which is configured in the Node B when the UE was in Cell_FACH state.] 

/* partially omitted */
8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.
/* partially omitted */
[FDD - E-DCH Setup on a new Radio Link:]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK ADDITION REQUEST message:]

-
[FDD - the E-DCH FDD Information IE defines the new E-DCH FDD configuration in the Node B to be used on the new E-DCH Radio Link.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH FDD Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes UE Aggregate Maximum Bit Rate Enforcement Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE, then the Node B shall, if supported, consider the data of the related E-DCH Logical Channel for UE Aggregate Maximum Bit Rate Enforcement.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels (TS 25.435 [24]) and MAC (TS 25.321 [32])

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new configuration and include the new configuration in the E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK ADDITION RESPONSE message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the UPH Filtering Measurement Forwarding Request IE, then the Node B shall use this instruction to handle the UE UPH filtering measurement forwarding.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to (TS 25.321 [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to (TS 25.321 [32].]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer shall not be Established" for an E-DCH MAC-d flow, then the Node B shall not establish a transport bearer for the concerned E-DCH MAC-d flow and shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for an E-DCH MAC-d flow and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the E-DCH MAC-d flow being established.]

-
[FDD - if the Node B does not establish a transport bearer for the concerned E-DCH MAC-d flow, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding E-DCH MAC-d flow in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the Node B Controlled TTI Switching Request IE, then the Node B shall use this instruction to handle the TTI switching.
/* partially omitted */
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.
/* partially omitted */
[FDD - E-DCH Setup:]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message:]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH FDD Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes UE Aggregate Maximum Bit Rate Enforcement Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the Node B shall, if supported, consider the data of the related E-DCH Logical Channel for UE Aggregate Maximum Bit Rate Enforcement.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels (TS 25.435 [24]) and MAC (TS 25.321 [32]).]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the UPH Filtering Measurement Forwarding Request IE, then the Node B shall use this instruction to handle the UE UPH filtering measurement forwarding.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this Node B:]

-
[FDD - The Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION READY message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION READY message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to TS 25.321 [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to TS 25.321 [32].]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Node B Controlled TTI Switching Request IE, then the Node B shall use this instruction to handle the TTI switching.
/* partially omitted */
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.
/* partially omitted */
 [FDD - E-DCH Setup:]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message:]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel information IE in the E-DCH MAC-d Flows Information IE, then the Node B shall use this information to optimise MAC-e scheduling decisions.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels (TS 25.435 [24]) and MAC (TS 25.321 [32]).]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Reference Power Offset IE, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH  Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the UPH Filtering Measurement Forwarding Request IE, then the Node B shall use this instruction to handle the UE UPH filtering measurement forwarding.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE:]

-
[FDD - the Node B shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the corresponding RL and include these E-RNTI identifiers and the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION RESPONSE message for the initial grant for the serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the Node B shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The Node B may include the Default Serving Grant in DTX Cycle 2 IE in the RADIO LINK RECONFIGURATION RESPONSE message for the serving E-DCH RL.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the Node B shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the Node B shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the Node B may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which contains the HS-DSCH Configured Indicator IE and/or the Maximum Set of E-DPDCHs IE, and/or the Puncture Limit IE and/or the E-TTI IE, the Node B shall use and apply the value(s) in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the SixteenQAM UL Operation Indicator IE, the Node B shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

-
[FDD - If SixteenQAM UL Operation is activated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to TS 25.321 [32]. If SixteenQAM UL Operation is deactivated, then the Node B shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to TS 25.321 [32].]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes UE Aggregate Maximum Bit Rate Enforcement Indicator IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, the Node B shall, if supported, consider the data of the related E-DCH Logical Channel for UE Aggregate Maximum Bit Rate Enforcement.]
-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Node B Controlled TTI Switching Request IE, then the Node B shall use this instruction to handle the TTI switching.
/* partially omitted */
9.2.2.13Da
E-DCH FDD Information

The E-DCH FDD Information IE provides information for an E-DCH to be established.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH MAC-d Flows Information
	M
	
	9.2.2.13M
	
	–
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	If this IE is not included, scheduled transmission in all HARQ processes is allowed.
	–
	

	E-DCH Maximum Bitrate 
	O
	
	9.2.2.13T
	
	–
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.79
	
	–
	

	E-DCH Reference Power Offset
	O
	
	9.2.2.13Y
	
	–
	

	E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.85
	
	YES
	ignore

	SixteenQAM UL Operation Indicator
	O
	
	9.2.2.88A
	
	YES
	reject

	E-AGCH Table Choice
	C- SixteenQAM UL Operation
	
	9.2.2.100
	If the SixteenQAM UL operation is not configured for this UE, Table 16B for E-AGCH in TS 25.212 [8] shall be used.
	YES
	ignore

	SixtyfourQAM UL Operation Indicator
	O
	
	9.2.2.88C
	
	YES
	reject

	UL MIMO Information
	O
	
	9.2.2.177
	
	YES
	reject

	UPH Filtering Measurement Forwarding Request
	O
	
	ENUMERATED 

(Requested, Not Requested)
	
	YES
	reject

	Node B Controlled TTI Switching Request
	O
	
	ENUMERATED 

(Requested)
	
	YES
	reject


	Condition
	Explanation

	SixteenQAM UL Operation
	The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”.


/* partially omitted */
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,


maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,


maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,


maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,


maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,


maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,


maxNrOfSyncDLCodesLCR,
/* partially omitted */

id-Gainfactors-10ms-mode,


id-UPH-Filtering-Measurement-Forwarding-Request,


id-TTI-Update-Indicator,


id-CQI-Feedback-Cycle2,


id-CQI-Cycle-Switch-Timer,


id-UE-DRX-Cycle2,


id-Inactivity-Threshold-for-UE-DRX-Cycle2,


id-DTX-Information2,


id-ImplicitGrantHandling,


id-MinimumTEBSthreshold,


id-Fast-TTI-switching-Mode-synchronized,


id-Fast-TTI-switching-Mode-unsynchronized,


id-Fast-TTI-switching-Mode-Supported,


id-NodeB-Controlled-TTI-Switching-Request
/* partially omitted */
E-DCH-FDD-Information ::= SEQUENCE {


e-DCH-MACdFlows-Information





E-DCH-MACdFlows-Information,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH










OPTIONAL,


e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate













OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level











OPTIONAL,


e-DCH-Reference-Power-Offset




E-DCH-Reference-Power-Offset











OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-ExtIEs} }







OPTIONAL,


...

}

E-DCH-FDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-PowerOffset-for-SchedulingInfo
CRITICALITY ignore
EXTENSION E-DCH-PowerOffset-for-SchedulingInfo


PRESENCE optional}|

{ ID id-SixteenQAM-UL-Operation-Indicator

CRITICALITY reject
EXTENSION SixteenQAM-UL-Operation-Indicator



PRESENCE optional}|

{ ID id-E-AGCH-Table-Choice





CRITICALITY ignore
EXTENSION E-AGCH-Table-Choice







PRESENCE conditional}|

-- The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”--


{ ID id-SixtyfourQAM-UL-Operation-Indicator

CRITICALITY reject
EXTENSION SixtyfourQAM-UL-Operation-Indicator


PRESENCE optional}|


{ ID id-UL-MIMO-Information





CRITICALITY reject
EXTENSION UL-MIMO-Information







PRESENCE optional}|


{ ID id-UPH-Filtering-Measurement-Forwarding-Request
CRITICALITY reject
EXTENSION UPH-Filtering-Measurement-Forwarding-Request
PRESENCE optional}|


{ ID id-NodeB-Controlled-TTI-Switching-Request
CRITICALITY reject
EXTENSION NodeB-Controlled-TTI-Switching-Request

PRESENCE optional},


...

}

UPH-Filtering-Measurement-Forwarding-Request ::= ENUMERATED {


requested,


notRequested

}
NodeB-Controlled-TTI-Switching-Request ::= ENUMERATED {

requested
}
/* partially omitted */
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

/* partially omitted */
id-DCH-ENH-Information-Reconf









ProtocolIE-ID ::= 1293

id-Gainfactors-10ms-mode










ProtocolIE-ID ::= 1294

id-E-DCH-Decoupling-Indication









ProtocolIE-ID ::= 1295

id-Radio-Links-without-DPCH-FDPCH-Indication





ProtocolIE-ID ::= 1296

id-UL-DPCCH2-Information










ProtocolIE-ID ::= 1297

id-UL-DPCCH2-Information-Reconf









ProtocolIE-ID ::= 1298

id-ImplicitGrantHandling










ProtocolIE-ID ::= 1299

id-MinimumTEBSthreshold











ProtocolIE-ID ::= 1300

id-ActivationDelay












ProtocolIE-ID ::= 1301

id-Fast-TTI-switching-Mode-synchronized







ProtocolIE-ID ::= 1302

id-Fast-TTI-switching-Mode-unsynchronized






ProtocolIE-ID ::= 1303

id-Fast-TTI-switching-Mode-Supported







ProtocolIE-ID ::= 1304
id-NodeB-Controlled-TTI-Switching-Request






ProtocolIE-ID ::= xxxx
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