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5.5.2.1
DL USER DATA (PDU Type 0)

This frame format is defined to allow the SeNB to detect lost X2-U packets and is associated with the transfer of at least one Downlink PDCP PDU over the X2-U interface.

The following shows the respective DL USER DATA frame.

	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=0)
	E
	spare
	1

	X2-U Sequence Number
	2

	E
	LI1
	2*K


	LI1
	

	…
	

	E
	LIK
	

	LIK
	

	Spare extension
	0-4



Figure 5.5.2.1-1: DL USER DATA (PDU Type 0) Format

---------------------------------------------Next Change-----------------------------------------------------
5.5.3.x
Extension bit (E)
Description: The E field indicates whether a set of E field and LI field follows the X2-U Sequence Number or the LI field following this E field.
Value range: {0=E field and LI filed not present, 1= E field and LI filed present}.

Field Length: 1 bit.
5.5.3.y
Length Indicator (LI)
Description: The LI field indicates the length in bytes of the PDCP PDU. The first LI corresponds to the first PDCP PDU, the second LI correponds to the second PDCP PDU, and so on.

Value range: {0..215-1}.

Field length: 15 bits.
