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====== Start of the changes ======
8.3.1

Load Indication

8.3.1.1
General

The purpose of the Load Indication procedure is to transfer load and interference co-ordination information between eNBs controlling intra-frequency neighboring cells, and additionally between eNBs controlling inter-frequency neighboring cells for TDD.

The procedure uses non UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Load Indication, successful operation 

An eNB1 initiates the procedure by sending LOAD INFORMATION message to a peer eNB2.
If the UL Interference Overload Indication IE is received in the LOAD INFORMATION message, it indicates the interference level experienced by the indicated cell on all resource blocks, per PRB. If the Extended UL Interference Overload Info IE is received in the LOAD INFORMATION message, the UL Interference Overload Indication IE indicates the interference level experienced by the indicated cell ignoring the UL subframe(s) represented as value “1” in the Associated Subframes IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received UL Interference Overload Indication IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the UL High Interference Indication IE is received in the LOAD INFORMATION message, it indicates, per PRB, the occurrence of high interference sensitivity, as seen from the sending eNB. The receiving eNB should try to avoid scheduling cell edge UEs in its cells for the concerned PRBs. The Target Cell ID IE received within the UL High Interference Information IE group in the LOAD INFORMATION message indicates the cell for which the corresponding UL High Interference Indication is meant. The receiving eNB shall consider the value of the UL High Interference Information IE group valid until reception of a new LOAD INFORMATION message carrying an update.

If the Relative Narrowband Tx Power (RNTP) IE is received in the LOAD INFORMATION message, it indicates, per PRB, whether downlink transmission power is lower than the value indicated by the RNTP Threshold IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Relative Narrowband Tx Power (RNTP) IE value valid starting in the subframe indicated by the Start SFN IE and Start Subframe Number IE, if present. If the Start SFN IE and Start Subframe Number IE are not present, then the receiving eNB shall consider the Relative Narrowband Tx Power (RNTP) IE as immediately valid. The receiving eNB shall consider the Relative Narrowband Tx Power (RNTP) IE valid until reception of a new LOAD INFORMATION message carrying an update.
If the RNTP Per Subframe Per PRB IE contained in the Relative Narrowband Tx Power (RNTP) IE is received in the LOAD INFORMATION message, it indicates, per subframe per PRB for the subsequent subframe(s), following the first subframe indicated in the RNTP Per PRB IE contained in the Relative Narrowband Tx Power (RNTP) IE, whether downlink transmission power is lower than the value indicated by the RNTP Threshold IE. 
If the ABS Information IE is included in the LOAD INFORMATION message, the ABS Pattern Info IE indicates the subframes designated as almost blank subframes by the sending eNB for the purpose of interference coordination. The receiving eNB may take such information into consideration when scheduling UEs.

The receiving eNB may use the Measurement Subset IE received in the LOAD INFORMATION message, for the configuration of specific measurements towards the UE.

The receiving eNB shall consider the received information as immediately applicable. The receiving eNB shall consider the value of the ABS Information IE valid until reception of a new LOAD INFORMATION message carrying an update. 

If an ABS indicated in the ABS pattern info IE coincides with a MBSFN subframe, the receiving eNB shall consider that the subframe is designated as almost blank subframe by the sending eNB.

If the Invoke Indication IE is included in the LOAD INFORMATION message, it indicates which type of information the sending eNB would like the receiving eNB to send back. The receiving eNB may take such request into account.

If the Invoke Indication IE is set to "ABS Information", it indicates the sending eNB would like the receiving eNB to initiate the Load Indication procedure, with the LOAD INFORMATION message containing the ABS Information IE indicating non-zero ABS patterns in the relevant cells. If the Invoke Indication IE is set to "Start NAICS Information", it indicates the sending eNB would like the receiving eNB to initiate the Load Indication procedure with the LOAD INFORMATION message containing the Dynamic DL transmission information IE. The first time the Dynamic DL transmission information IE is signalled after receiving the Invoke Indication IE set to "Start NAICS Information", all the NAICS parameters in the NAICS Information IE shall be included. If the Invoke Indication IE is set to "Stop NAICS Information", it indicates the sending eNB does not need NAICS information and therefore the receiving eNB should stop signalling NAICS parameters for the concerned cell. 

If the NAICS Information IE is set to "NAICS Active", the receiving eNB may use it for the configuration of DL interference mitigation assistance information towards the UE. Information included in the NAICS Information IE shall replace corresponding NAICS information existing at the receiver. If the NAICS Information IE is set to "NAICS Inactive", the receiving eNB shall consider the existing NAICS information as invalid.

If the Intended UL-DL Configuration IE is included in the LOAD INFORMATION message, it indicates the UL-DL configuration intended to be used by the indicated cell. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Intended UL-DL Configuration IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the Extended UL Interference Overload Info IE is received in the LOAD INFORMATION message, the Extended UL Interference Overload Indication IE indicates the interference level experienced by the indicated cell on all resource blocks, per PRB, in the UL subframe(s) which is represented as value “1” in the Associated Subframes IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Extended UL Interference Overload Info IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the CoMP Information IE is received in the LOAD INFORMATION message, the receiving eNB may take the IE into account for RRM. The receiving eNB shall consider the CoMP Information IE valid starting in the subframe indicated by the Start SFN IE and Start Subframe Number IE, if present. If the Start SFN IE and Start Subframe Number IE are not present, then the receiving eNB shall consider the CoMP Information IE as immediately valid. The receiving eNB shall consider the CoMP Information IE valid until an update of the same IE, received in a new LOAD INFORMATION message, is considered valid.

====== Next change ======
9.2.19
Relative Narrowband Tx Power (RNTP)

This IE provides an indication on DL power restriction per PRB in a cell and other information needed by a neighbour eNB for interference aware scheduling.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RNTP Per PRB
	M
	
	BIT STRING (6..110, …)
	Each position in the bitmap represents a nPRB value (i.e. first bit=PRB 0 and so on), for which the bit value represents RNTP (nPRB), defined in TS 36.213 [11]. 

Value 0 indicates "Tx not exceeding RNTP threshold". 

Value 1 indicates "no promise on the Tx power is given".
	–
	–

	RNTP Threshold
	M
	
	ENUMERATED (-∞, -11, -10, -9, -8, -7, -6, -5, -4, -3, -2, -1, 0, 1, 2, 3, …)
	RNTPthreshold is defined in TS 36.213 [11].
	–
	–

	Number Of Cell-specific Antenna Ports 
	M
	
	ENUMERATED (1, 2, 4, …)
	P (number of antenna ports for cell-specific reference signals) defined in TS 36.211 [10]
	–
	–

	P_B
	M
	
	INTEGER (0..3, …)
	PB is defined in TS 36.213 [11].
	–
	–

	PDCCH Interference Impact
	M
	
	INTEGER (0..4, …)
	Measured by Predicted Number Of Occupied PDCCH OFDM Symbols (see TS 36.211 [10]).

Value 0 means "no prediction is available".
	–
	–

	RNTP Per Subframe Per PRB
	O
	
	BIT STRING (6..4290, …)
	Each position in the bitmap represents a PRB in the subsequent subframe(s) following the first subframe (indicated in the RNTP Per PRB IE), for which value 0 indicates “Tx not exceeding RNTP threshold” and value 1 indicates “no promise on the Tx power is given”.
The first bit corresponds to PRB 0 of the second subframe for which the IE is valid, the second bit corresponds to PRB 1 of the second subframe for which the IE is valid, and so on.

The bit string may span across multiple contiguous subframes.

The length of the bit string is an integer (maximum 39) multiple of 
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 is defined in TS 36.211 [10].

The pattern is continuously repeated.
	
	

	Start SFN
	O
	
	INTEGER (0..1023, …)
	SFN of the radio frame containing the first subframe when the Relative Narrowband Tx Power (RNTP) IE is valid.
	
	

	Start Subframe Number
	O
	
	INTEGER (0..9, …)
	Subframe number, within the radio frame indicated by the Start SFN IE, of the first subframe when the Relative Narrowband Tx Power (RNTP) IE is valid.
	
	


====== End of the changes ======
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