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8
HNBAP Procedures

8.1
Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 Procedures.

Table 1: Class 1

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	HNB Registration
	HNB REGISTER REQUEST
	HNB REGISTER ACCEPT
	HNB REGISTER REJECT

	UE Registration
	UE REGISTER REQUEST
	UE REGISTER ACCEPT
	UE REGISTER REJECT

	TNL Update
	TNL UPDATE REQUEST
	TNL UPDATE RESPONSE
	TNL UPDATE FAILURE

	HNB Configuration Transfer
	HNB CONFIGURATION TRANSFER REQUEST
	HNB CONFIGURATION TRANSFER RESPONSE
	

	U-RNTI Query
	U-RNTI QUERY REQUEST
	U-RNTI QUERY RESPONSE
	


Table 2: Class 2

	Elementary Procedure
	Message

	HNB De-Registration
	HNB DE-REGISTER

	UE De-Registration
	UE DE-REGISTER

	Error Indication
	ERROR INDICATION

	CSG Membership Update
	CSG MEMBERSHIP UPDATE

	Relocation Complete
	RELOCATION COMPLETE


9.2.1
Message Type

Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/GROUP NAME
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Message Type
	
	
	
	

	>Procedure Code
	M
	
	INTEGER (0..255)









	

	>Type of Message 
	M
	
	ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)
	


