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	Reason for change:
	The type definition in the Tabular Format for the Procedure Code in the Message Type is wrong, and one Procedure Code is missing.

	
	

	Summary of change:
	The IE TYPE definition is corrected to INTEGER (0..255) for the Procedure Code in the Tabular Format. 

The unnecessary information about allocated procedure codes is removed.
Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).
This CR can be considered isolated since it only align the tabular format with the ASN.1.

This CR has no impact under functional point of view.

	
	

	Consequences if not approved:
	The misalignment between the Procedure Code definitions in the Tabular Format and in the ASN.1 will remain.

	
	

	Clauses affected:
	9.2.1

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 25.413 CR1293,

TS 25.423 CR1869,

TS 25.433 CR2066,

TS 25.453 CR0156,

TS 25.468 CR0048,

TS 25.469 CR0107,

TS 25.470 CR0003,

TS 36.413 CR1298,

TS 36.423 CR0826,

TS 36.443 CR0104,

TS 36.444 CR0071,

TS 36.455 CR0051

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


9.2.1
Message Type

The Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/GROUP NAME
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description

	Message Type
	
	
	
	

	>Procedure Code
	M
	
	INTEGER (0..255)







	

	>Type of Message 
	M
	
	ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)
	


