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1 Introduction
The co-souring companies proposed to define the UE ID in RSRP measurement report to correlate RSRP measurement report and CSI report due the following reasons:
· As each UE can report up to 4 CSI processes and it can be freely configured by each eNB which could result in less CSI processes per UE. RSRP measurement report can provide up to 8 neighbor cell information. RSRP measurement report can be used to complement channel information of neighbor cells which can't be measured by given CSI processes. RSRP measurement report together with CSI report can provide more information about the channel status
· It is popular that there are different releases UEs in the operator network. Only one CSI report can be got from Rel-9 and Rel-10 UE. The cell-specific CSI process configuration provides satisfactory performance is based on the important assumption: RSRP measurement reports are taken into account together with the CSI report.
· If the eNB consider CSI Report and RSRP measurement report together, the gain of inter-eNB CoMP will be maximized.
2 TP
9.2.76
RSRP Measurement Report List

This IE provides RSRP measurement reports of UEs served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSRP Measurement Report Item
	
	1 .. <maxUEReport>
	
	

	>RSRP Measurement Result
	
	1 .. <maxCellReport>
	
	

	>>RSRP Cell ID
	M
	
	ECGI

9.2.14
	ID of the cell on which the RSRP is measured.

	>>RSRP Measured
	M
	
	INTEGER (0..97, ...)
	Measured RSRP.

Defined in TS 36.331 [9].

	>UE ID
	M
	
	BIT STRING (SIZE(16))
	ID of the UE served by the cell in eNB2.


	Range bound
	Explanation

	maxUEReport
	Maximum number of UE measurement reports. Value is 128.

	maxCellReport
	Maximum number of reported cells. The value is 9.


3 Conclusion
The co-souring companies proposed to agree the TP as above.
