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1 Introduction

In RAN3#85 meeting, the Radio Links without DPCH/F-DPCH sub-feature, and UL DPCCH2 sub-feature are introduced in [1] for UTRAN Hetnet. However, some specification impacts are considered missing with the introduction of sub-features.
This paper will further discuss the remaining changes needed for the sub-features.
2 Discussion
In Rel-12, an additional F-DPCH is introduced in the macro serving cell for the purpose of power control for UL DPCCH2. More than one F-DPCH channels may exist in the radio link for macro cell, whereas the fact is not reflected in TS 25.433 and 25.423. The possibly impacted procedures include Radio Link Setup Request, Physical Shared Channel Reconfiguration Request, Synchronised Radio Link Reconfiguration Preparation, Synchronised Radio Link Reconfiguration Commit, and Radio Link Activation. The main changes are about F-DPCH handling in case of Compressed Mode, DL Power Control, CPC mode, and transmission power configuration. Therefore it is proposed to revise the procedural text from “F-DPCH” to “F-DPCH(s)”.
Considering the Radio Links without DPCH/F-DPCH sub-feature, the non-serving radio link could be without DPCH/F-DPCH. And in the Radio Link Activation procedure, RNC is able to activate or de-activate the DL transmission on the Uu interface for the selected RLs. In that case if the radio link is without DPCH/F-DPCH, there is no need to trigger this procedure. Thus it is proposed to add the description within abnormal conditions for radio links without DPCH/F-DPCH.
Proposal 1: It is proposed RAN3 to add the above missing changes in TS 25.433 and TS 25.423 for Hetnet sub-features.
3 Conclusion

In this paper more specification impacts of the Radio Links without DPCH/F-DPCH and UL DPCCH2 sub-features have been analyzed. The corresponding CRs are in [2][3]. It is proposed as follows.
Proposal 1: It is proposed RAN3 to add the above missing changes in TS 25.433 and TS 25.423 for Hetnet sub-features.
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