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-----------------Start of the First Change--------------------
8.3.1

Load Indication

8.3.1.1
General

The purpose of the Load Indication procedure is to transfer load and interference co-ordination information between eNBs controlling intra-frequency neighboring cells, and additionally between eNBs controlling inter-frequency neighboring cells for TDD.

The procedure uses non UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Load Indication, successful operation 

An eNB1 initiates the procedure by sending LOAD INFORMATION message to a peer eNB2.

If the UL Interference Overload Indication IE is received in the LOAD INFORMATION message, it indicates the interference level experienced by the indicated cell on all resource blocks, per PRB. If the Extended UL Interference Overload Info IE is received in the LOAD INFORMATION message, the UL Interference Overload Indication IE indicates the interference level experienced by the indicated cell ignoring the UL subframe(s) represented as value “1” in the Associated Subframes IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received UL Interference Overload Indication IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the UL High Interference Indication IE is received in the LOAD INFORMATION message, it indicates, per PRB, the occurrence of high interference sensitivity, as seen from the sending eNB. The receiving eNB should try to avoid scheduling cell edge UEs in its cells for the concerned PRBs. The Target Cell ID IE received within the UL High Interference Information IE group in the LOAD INFORMATION message indicates the cell for which the corresponding UL High Interference Indication is meant. The receiving eNB shall consider the value of the UL High Interference Information IE group valid until reception of a new LOAD INFORMATION message carrying an update.

If the Relative Narrowband Tx Power (RNTP) IE is received in the LOAD INFORMATION message, it indicates, per PRB, whether downlink transmission power is lower than the value indicated by the RNTP Threshold IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Relative Narrowband Tx Power (RNTP) IE value valid until reception of a new LOAD INFORMATION message carrying an update.

If the ABS Information IE is included in the LOAD INFORMATION message, the ABS Pattern Info IE indicates the subframes designated as almost blank subframes by the sending eNB for the purpose of interference coordination. The receiving eNB may take such information into consideration when scheduling UEs.

The receiving eNB may use the Measurement Subset IE received in the LOAD INFORMATION message, for the configuration of specific measurements towards the UE.

The receiving eNB shall consider the received information as immediately applicable. The receiving eNB shall consider the value of the ABS Information IE valid until reception of a new LOAD INFORMATION message carrying an update. 

If an ABS indicated in the ABS pattern info IE coincides with a MBSFN subframe, the receiving eNB shall consider that the subframe is designated as almost blank subframe by the sending eNB.

If the Invoke Indication IE is included in the LOAD INFORMATION message, it indicates which type of information the sending eNB would like the receiving eNB to send back. The receiving eNB may take such request into account.

If the Invoke Indication IE is set to "ABS Information", it indicates the sending eNB would like the receiving eNB to initiate the Load Indication procedure, with the LOAD INFORMATION message containing the ABS Information IE indicating non-zero ABS patterns in the relevant cells. If the Invoke Indication IE is set to "Start NAICS Information", it indicates the sending eNB would like the receiving eNB to initiate the Load Indication procedure with the LOAD INFORMATION message containing the Dynamic DL transmission information IE. The first time the Dynamic DL transmission information IE is signalled after receiving the Invoke Indication IE set to "Start NAICS Information", all the NAICS parameters in the NAICS Information IE shall be included. If the Invoke Indication IE is set to "Stop NAICS Information", it indicates the sending eNB does not need NAICS information and therefore the receiving eNB should stop signalling NAICS parameters for the concerned cell. 

If the NAICS Information IE is set to "NAICS Active", the receiving eNB may use it for the configuration of DL interference mitigation assistance information towards the UE. Information included in the NAICS Information IE shall replace corresponding NAICS information existing at the receiver. If the NAICS Information IE is set to "NAICS Inactive", the receiving eNB shall consider the existing NAICS information as invalid.

If the Intended UL-DL Configuration IE is included in the LOAD INFORMATION message, it indicates the UL-DL configuration intended to be used by the indicated cell. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Intended UL-DL Configuration IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the Extended UL Interference Overload Info IE is received in the LOAD INFORMATION message, the Extended UL Interference Overload Indication IE indicates the interference level experienced by the indicated cell on all resource blocks, per PRB, in the UL subframe(s) which is represented as value “1” in the Associated Subframes IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Extended UL Interference Overload Info IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the CoMP Information IE is received in the LOAD INFORMATION message, the receiving eNB may take the IE into account for RRM. The receiving eNB shall consider the CoMP Information IE valid starting in the subframe indicated by the Start SFN IE and Start Subframe Number IE, if present. If the Start SFN IE and Start Subframe Number IE are not present, then the receiving eNB shall consider the CoMP Information IE as immediately valid. The receiving eNB shall consider the CoMP Information IE valid until an update of the same IE, received in a new LOAD INFORMATION message, is considered valid. If eRNTP indicator IE is present, the CoMP Information IE indicates the resource allocation intended to be used in a cell belonging to the sending eNB.
8.3.1.3
Unsuccessful Operation

Not applicable.

8.3.1.4
Abnormal Conditions

Void.

-----------------Start of the Next Change--------------------
9.2.74
CoMP Information

This IE provides the list of CoMP hypothesis sets, where each CoMP hypothesis set is the collection of CoMP hypothesis(es) of one or multiple cells and each CoMP hypothesis set is associated with a benefit metric.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CoMP Information Item
	
	1 .. <maxnoofCoMPHypothesisSet>
	
	

	>CoMP Hypothesis Set
	M
	
	9.2.75
	

	>Benefit Metric
	M
	
	INTEGER (-101..100, …)
	Value -100 indicates the maximum cost, and 100 indicates the maximum benefit.

Value -101 indicates unknown benefit.
Values from -100 to 100 should be calculated on a linear scale.

	CoMP Information Start Time
	
	0..1
	
	

	>Start SFN
	M
	
	INTEGER (0..1023, …)
	SFN of the radio frame containing the first subframe when the CoMP Information IE is valid.

	>Start Subframe Number
	M
	
	INTEGER (0..9, …)
	Subframe number, within the radio frame indicated by the Start SFN IE, of the first subframe when the CoMP Information IE is valid.

	eRNTP indicator
	O
	
	ENUMERATED(eRNTP, ...)
	Included if the CoMP Hypothesis/es associated with cells of the sending eNB indicate the resource allocation intended to be used.


	Range bound
	Explanation

	maxnoofCoMPHypothesisSet
	Maximum number of CoMP Hypothesis sets. The value is 256.


-----------------Start of the Next Change--------------------
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


Cause,


CompositeAvailableCapacityGroup,


COUNTvalue,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


DynamicDLTransmissionInformation,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


Masked-IMEISV,


InvokeIndication,


LocationReportingInformation,


MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-HistoryInformationFromTheUE,


UE-S1AP-ID,


UESecurityCapabilities,

UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended,


SubframeAssignment,


ExtendedULInterferenceOverloadInfo,


ExpectedUEBehaviour,


SeNBSecurityKey,


MeNBtoSeNBContainer,


SeNBtoMeNBContainer,


SCGChangeIndication,


CoMPInformation,


ReportingPeriodicityRSRPMR,


RSRPMRList,


UE-RLF-Report-Container-for-extended-bands,


ProSeAuthorized
FROM X2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-ABSInformation,


id-ActivatedCellList,


id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,


id-CellToReport,


id-CellToReport-Item,


id-CompositeAvailableCapacityGroup,


id-CriticalityDiagnostics,


id-DeactivationIndication,


id-DynamicDLTransmissionInformation,


id-E-RABs-Admitted-Item,


id-E-RABs-Admitted-List,


id-E-RABs-NotAdmitted-List,


id-E-RABs-SubjectToStatusTransfer-List,


id-E-RABs-SubjectToStatusTransfer-Item,


id-E-RABs-ToBeSetup-Item,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDToAddList,


id-GUGroupIDToDeleteList,


id-GUMMEI-ID,


id-Masked-IMEISV,


id-InvokeIndication,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,


id-ServedCells,


id-ServedCellsToActivate,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,


id-SRVCCOperationPossible,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,


id-UE-X2AP-ID,


id-Measurement-ID,


id-ReportCharacteristics,


id-ENB1-Measurement-ID,


id-ENB2-Measurement-ID,


id-ENB1-Cell-ID,


id-ENB2-Cell-ID,


id-ENB2-Proposed-Mobility-Parameters,


id-ENB1-Mobility-Parameters,


id-ENB2-Mobility-Parameters-Modification-Range,

id-FailureCellPCI,


id-Re-establishmentCellECGI,


id-FailureCellCRNTI,


id-ShortMAC-I,


id-SourceCellECGI,


id-FailureCellECGI,


id-HandoverReportType,


id-UE-RLF-Report-Container,


id-PartialSuccessIndicator,


id-MeasurementInitiationResult-List,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-CompleteFailureCauseInformation-List,


id-CompleteFailureCauseInformation-Item,


id-CSGMembershipStatus,


id-CSG-Id,


id-MDTConfiguration,


id-ManagementBasedMDTallowed,


id-ABS-Status,

id-RRCConnSetupIndicator,

id-RRCConnReestabIndicator,


id-TargetCellInUTRAN,

id-MobilityInformation,


id-SourceCellCRNTI,


id-ManagementBasedMDTPLMNList,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,


id-IntendedULDLConfiguration,


id-ExtendedULInterferenceOverloadInfo,


id-RNL-Header,


id-x2APMessage,


id-UE-HistoryInformationFromTheUE,


id-ExpectedUEBehaviour,


id-MeNB-UE-X2AP-ID,


id-SeNB-UE-X2AP-ID,


id-UE-SecurityCapabilities,


id-SeNBSecurityKey,


id-SeNBUEAggregateMaximumBitRate,


id-ServingPLMN,


id-E-RABs-ToBeAdded-List,


id-E-RABs-ToBeAdded-Item,


id-MeNBtoSeNBContainer,


id-E-RABs-Admitted-ToBeAdded-List,


id-E-RABs-Admitted-ToBeAdded-Item,


id-SeNBtoMeNBContainer,


id-ResponseInformationSeNBReconfComp,


id-UE-ContextInformationSeNBModReq,


id-E-RABs-ToBeAdded-ModReqItem,


id-E-RABs-ToBeModified-ModReqItem,


id-E-RABs-ToBeReleased-ModReqItem,


id-E-RABs-Admitted-ToBeAdded-ModAckList,


id-E-RABs-Admitted-ToBeModified-ModAckList,


id-E-RABs-Admitted-ToBeReleased-ModAckList,


id-E-RABs-Admitted-ToBeAdded-ModAckItem,


id-E-RABs-Admitted-ToBeModified-ModAckItem,


id-E-RABs-Admitted-ToBeReleased-ModAckItem,


id-SCGChangeIndication,


id-E-RABs-ToBeReleased-ModReqd,


id-E-RABs-ToBeReleased-ModReqdItem,


id-E-RABs-ToBeReleased-List-RelReq,


id-E-RABs-ToBeReleased-RelReqItem,


id-E-RABs-ToBeReleased-List-RelConf,


id-E-RABs-ToBeReleased-RelConfItem,


id-E-RABs-SubjectToCounterCheck-List,


id-E-RABs-SubjectToCounterCheckItem,


id-CoMPInformation,


id-ReportingPeriodicityRSRPMR,


id-RSRPMRList,


id-UE-RLF-Report-Container-for-extended-bands,

id-ProSeAuthorized,

id-eRNTPIndicator,

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT

-----------------Start of the Next Change--------------------
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,


id-Number-of-Antennaports,

id-MBSFN-Subframe-Info,

id-PRACH-Configuration,


id-CSG-Id,


id-MDTConfiguration,

id-SignallingBasedMDTPLMNList,


id-MultibandInfoList,


id-NeighbourTAC,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-MBMS-Service-Area-List,


id-HO-cause,


id-eARFCNExtension,


id-DL-EARFCNExtension,


id-UL-EARFCNExtension,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-AdditionalSpecialSubframe-Info,


maxnoofBearers,

maxCellineNB,


maxEARFCN,


maxEARFCNPlusOne,


newmaxEARFCN,


maxInterfaces,


maxnoofBands,


maxnoofBPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools,


maxnoofMBSFN,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMBMSServiceAreaIdentities,


maxnoofMDTPLMNs,


maxnoofCoMPHypothesisSet,


maxnoofCoMPCells,


maxUEReport,


maxCellReport,


maxnoofPA

FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES

FROM X2AP-Containers;

-- A

ABSInformation ::= CHOICE {


fdd




ABSInformationFDD,


tdd




ABSInformationTDD,


abs-inactive

NULL,


...

}

ABSInformationFDD ::= SEQUENCE {


abs-pattern-info




BIT STRING (SIZE(40)),


numberOfCellSpecificAntennaPorts
ENUMERATED {one, two, four, ...},


measurement-subset




BIT STRING (SIZE(40)),


iE-Extensions





ProtocolExtensionContainer { { ABSInformationFDD-ExtIEs} } OPTIONAL,


...

}

ABSInformationFDD-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ABSInformationTDD ::= SEQUENCE {


abs-pattern-info




BIT STRING (SIZE(1..70, ...)),


numberOfCellSpecificAntennaPorts
ENUMERATED {one, two, four, ...},


measurement-subset




BIT STRING (SIZE(1..70, ...)),


iE-Extensions





ProtocolExtensionContainer { { ABSInformationTDD-ExtIEs} } OPTIONAL,


...

}

ABSInformationTDD-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ABS-Status ::= SEQUENCE {


dL-ABS-status







DL-ABS-status,


usableABSInformation





UsableABSInformation,


iE-Extensions







ProtocolExtensionContainer { {ABS-Status-ExtIEs} } OPTIONAL,


...

}

ABS-Status-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

DL-ABS-status::= INTEGER (0..100)

AdditionalSpecialSubframe-Info ::=

SEQUENCE {


additionalspecialSubframePatterns

AdditionalSpecialSubframePatterns,


cyclicPrefixDL






CyclicPrefixDL,


cyclicPrefixUL






CyclicPrefixUL,


iE-Extensions






ProtocolExtensionContainer { { AdditionalSpecialSubframe-Info-ExtIEs} } OPTIONAL,


...

}

AdditionalSpecialSubframe-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

AdditionalSpecialSubframePatterns ::= ENUMERATED {


ssp0,


ssp1,


ssp2,


ssp3,


ssp4,


ssp5,


ssp6,


ssp7,


ssp8,


ssp9,


...

}

AS-SecurityInformation ::= SEQUENCE {


key-eNodeB-star

Key-eNodeB-Star,


nextHopChainingCount


NextHopChainingCount,


iE-Extensions





ProtocolExtensionContainer { { AS-SecurityInformation-ExtIEs} } OPTIONAL,


...

}

AS-SecurityInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

AreaScopeOfMDT ::= CHOICE {



cellBased




CellBasedMDT,


tABased





TABasedMDT,


pLMNWide




NULL,


...,


tAIBased




TAIBasedMDT

}

-- B

BenefitMetric ::= INTEGER (-101..100, ...)

BitRate ::= INTEGER (0..10000000000)

BroadcastPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity

-- C

CapacityValue ::= INTEGER (0..100)

CellCapacityClassValue ::= INTEGER (1..100, ...)
Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,


...

}

CauseRadioNetwork ::= ENUMERATED {


handover-desirable-for-radio-reasons,


time-critical-handover,


resource-optimisation-handover,


reduce-load-in-serving-cell,


partial-handover,


unknown-new-eNB-UE-X2AP-ID, 


unknown-old-eNB-UE-X2AP-ID, 


unknown-pair-of-UE-X2AP-ID,


ho-target-not-allowed,


tx2relocoverall-expiry,

trelocprep-expiry,


cell-not-available,


no-radio-resources-available-in-target-cell,


invalid-MME-GroupID,


unknown-MME-Code,


encryption-and-or-integrity-protection-algorithms-not-supported,

reportCharacteristicsEmpty,


noReportPeriodicity,


existingMeasurementID,


unknown-eNB-Measurement-ID,


measurement-temporarily-not-available,

unspecified,


...,


load-balancing,


handover-optimisation,


value-out-of-allowed-range,


multiple-E-RAB-ID-instances,


switch-off-ongoing,


not-supported-QCI-value,


measurement-not-supported-for-the-object,


tDCoverall-expiry,


tDCprep-expiry,


action-desirable-for-radio-reasons,


reduce-load,


resource-optimisation,


time-critical-action,


target-not-allowed,


no-radio-resources-available,


invalid-QoS-combination,


encryption-algorithms-not-aupported,


procedure-cancelled,


rRM-purpose,


improve-user-bit-rate,


user-inactivity,


radio-connection-with-UE-lost,


failure-in-the-radio-interface-procedure
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CellBasedMDT::= SEQUENCE {


cellIdListforMDT
CellIdListforMDT,


iE-Extensions

ProtocolExtensionContainer { {CellBasedMDT-ExtIEs} } OPTIONAL,


...

}

CellBasedMDT-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CellIdListforMDT ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF ECGI

Cell-Size ::= ENUMERATED {verysmall, small, medium, large, ... }

CellType ::= SEQUENCE {


cell-Size





Cell-Size,


iE-Extensions




ProtocolExtensionContainer { { CellType-ExtIEs}}
OPTIONAL,


...

}

CellType-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CoMPHypothesisSet ::= SEQUENCE (SIZE(1..maxnoofCoMPCells)) OF CoMPHypothesisSetItem

CoMPHypothesisSetItem ::= SEQUENCE {


coMPCellID





ECGI,


coMPHypothesis




BIT STRING (SIZE(6..4400, ...)),


iE-Extensions




ProtocolExtensionContainer { { CoMPHypothesisSetItem-ExtIEs} } OPTIONAL,


...

}

CoMPHypothesisSetItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CoMPInformation ::= SEQUENCE {


coMPInformationItem





CoMPInformationItem,


coMPInformationStartTime



CoMPInformationStartTime,


iE-Extensions






ProtocolExtensionContainer { { CoMPInformation-ExtIEs} } OPTIONAL,


...

}

CoMPInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-eRNTPIndicator

CRITICALITY ignore
EXTENSION ERNTPIndicator

PRESENCE optional},


...

}

CoMPInformationItem ::= SEQUENCE (SIZE(1..maxnoofCoMPHypothesisSet)) OF


SEQUENCE {



coMPHypothesisSet




CoMPHypothesisSet,



benefitMetric





BenefitMetric,



iE-Extensions





ProtocolExtensionContainer { { CoMPInformationItem-ExtIEs} } OPTIONAL,



...


}

CoMPInformationItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CoMPInformationStartTime ::= SEQUENCE (SIZE(0..1)) OF


SEQUENCE {



startSFN






INTEGER (0..1023, ...),



startSubframeNumber




INTEGER (0..9, ...), 



iE-Extensions





ProtocolExtensionContainer { { CoMPInformationStartTime-ExtIEs} } OPTIONAL,



...


}

CoMPInformationStartTime-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CompositeAvailableCapacityGroup
::= SEQUENCE {


dL-CompositeAvailableCapacity




CompositeAvailableCapacity,

uL-CompositeAvailableCapacity




CompositeAvailableCapacity,


iE-Extensions








ProtocolExtensionContainer { { CompositeAvailableCapacityGroup-ExtIEs} } OPTIONAL,


...

}

CompositeAvailableCapacityGroup-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CompositeAvailableCapacity ::= SEQUENCE {


cellCapacityClassValue






CellCapacityClassValue



OPTIONAL,

capacityValue








CapacityValue,


iE-Extensions








ProtocolExtensionContainer { { CompositeAvailableCapacity-ExtIEs} } OPTIONAL,


...

}

CompositeAvailableCapacity-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

COUNTvalue ::= SEQUENCE {


pDCP-SN




PDCP-SN,


hFN





HFN,


iE-Extensions


ProtocolExtensionContainer { { COUNTvalue-ExtIEs} } OPTIONAL,


...

}

COUNTvalue-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

COUNTValueExtended ::= SEQUENCE {


pDCP-SNExtended


PDCP-SNExtended,


hFNModified



HFNModified,


iE-Extensions


ProtocolExtensionContainer { { COUNTValueExtended-ExtIEs} } OPTIONAL,


...

}

COUNTValueExtended-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }
OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError



TypeOfError,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...

}

CriticalityDiagnostics-IE-List-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CRNTI ::= BIT STRING (SIZE (16))
CSGMembershipStatus ::= ENUMERATED { 


member,


not-member

}

CSG-Id ::= BIT STRING (SIZE (27))

CyclicPrefixDL ::= ENUMERATED { 


normal,


extended,


...

}

CyclicPrefixUL ::= ENUMERATED { 


normal,


extended,


...

}

-- D

DeactivationIndication::= ENUMERATED { 


deactivated,


...

}

DL-Forwarding ::= ENUMERATED {


dL-forwardingProposed,


...

}
DL-GBR-PRB-usage::= INTEGER (0..100)

DL-non-GBR-PRB-usage::= INTEGER (0..100)
DL-Total-PRB-usage::= INTEGER (0..100)

DynamicDLTransmissionInformation ::= CHOICE {


naics-active


DynamicNAICSInformation,


naics-inactive


NULL,


...

}

DynamicNAICSInformation ::= SEQUENCE {


transmissionModes




BIT STRING (SIZE(8))











OPTIONAL,


pB-information





INTEGER(0..3)













OPTIONAL,


pA-list







SEQUENCE (SIZE(0..maxnoofPA)) OF PA-Values,


iE-Extensions





ProtocolExtensionContainer { {DynamicNAICSInformation-ExtIEs} } OPTIONAL,


...

}

DynamicNAICSInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- E

EARFCN ::= INTEGER (0..maxEARFCN)

EARFCNExtension ::= INTEGER(maxEARFCNPlusOne..newmaxEARFCN, ...)

FDD-Info ::= SEQUENCE {

uL-EARFCN





EARFCN,


dL-EARFCN





EARFCN,


uL-Transmission-Bandwidth

Transmission-Bandwidth,

dL-Transmission-Bandwidth

Transmission-Bandwidth,


iE-Extensions



ProtocolExtensionContainer { {FDD-Info-ExtIEs} } OPTIONAL,


...

}

FDD-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-EARFCNExtension

CRITICALITY reject
EXTENSION EARFCNExtension

PRESENCE optional}|


{ ID id-DL-EARFCNExtension

CRITICALITY reject
EXTENSION EARFCNExtension

PRESENCE optional},


...

}

TDD-Info ::= SEQUENCE {

eARFCN






EARFCN,


transmission-Bandwidth


Transmission-Bandwidth,

subframeAssignment



SubframeAssignment,

specialSubframe-Info



SpecialSubframe-Info,


iE-Extensions



ProtocolExtensionContainer { {TDD-Info-ExtIEs} } OPTIONAL,


...

}

TDD-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalSpecialSubframe-Info
CRITICALITY ignore
EXTENSION AdditionalSpecialSubframe-Info
PRESENCE optional}|


{ ID id-eARFCNExtension




CRITICALITY reject
EXTENSION EARFCNExtension





PRESENCE optional},


...

}

EUTRA-Mode-Info ::= CHOICE {


fDD

FDD-Info,


tDD

TDD-Info,


...

}

ECGI ::= SEQUENCE {


pLMN-Identity



PLMN-Identity,


eUTRANcellIdentifier

EUTRANCellIdentifier,


iE-Extensions



ProtocolExtensionContainer { {ECGI-ExtIEs} } OPTIONAL,


...

}

ECGI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ENB-ID ::= CHOICE {


macro-eNB-ID
BIT STRING (SIZE (20)),


home-eNB-ID

BIT STRING (SIZE (28)),


...

}

EncryptionAlgorithms ::= BIT STRING (SIZE (16, ...))

EPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMN-Identity

E-RAB-ID ::= INTEGER (0..15, ...)

E-RAB-Level-QoS-Parameters ::= SEQUENCE {


qCI







QCI,


allocationAndRetentionPriority
AllocationAndRetentionPriority,


gbrQosInformation



GBR-QosInformation












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { E-RAB-Level-QoS-Parameters-ExtIEs} }
OPTIONAL,


...

}

E-RAB-Level-QoS-Parameters-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RAB-List ::= SEQUENCE (SIZE(1.. maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RAB-ItemIEs} }

E-RAB-ItemIEs 
X2AP-PROTOCOL-IES ::= {


{ ID id-E-RAB-Item
 CRITICALITY ignore 
TYPE E-RAB-Item 
PRESENCE mandatory },


...

}

E-RAB-Item ::= SEQUENCE {


e-RAB-ID



E-RAB-ID,


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { {E-RAB-Item-ExtIEs} } OPTIONAL,


...

}

E-RAB-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ERNTPIndicator ::= ENUMERATED {


eRNTP,

...

}
EUTRANCellIdentifier ::= BIT STRING (SIZE (28))

EUTRANTraceID

::= OCTET STRING (SIZE (8))

EventType ::= ENUMERATED{


change-of-serving-cell,


...

}
ExpectedUEBehaviour ::= SEQUENCE {


expectedActivity

ExpectedUEActivityBehaviour OPTIONAL,


expectedHOInterval

ExpectedHOInterval


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { ExpectedUEBehaviour-ExtIEs} } OPTIONAL,


...

}

ExpectedUEBehaviour-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ExpectedUEActivityBehaviour ::= SEQUENCE {


expectedActivityPeriod




ExpectedActivityPeriod




OPTIONAL,


expectedIdlePeriod





ExpectedIdlePeriod





OPTIONAL,


sourceofUEActivityBehaviourInformation
SourceOfUEActivityBehaviourInformation
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { ExpectedUEActivityBehaviour-ExtIEs} } OPTIONAL,


...

}

ExpectedUEActivityBehaviour-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ExpectedActivityPeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181,...)

ExpectedIdlePeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181,...)

SourceOfUEActivityBehaviourInformation ::= ENUMERATED {


subscription-information,


statistics,


...

}

ExpectedHOInterval ::= ENUMERATED {


sec15, sec30, sec60, sec90, sec120, sec180, long-time,


...

}

ExtendedULInterferenceOverloadInfo ::= SEQUENCE {


associatedSubframes






BIT STRING (SIZE (5)),


extended-ul-InterferenceOverloadIndication
UL-InterferenceOverloadIndication,


iE-Extensions







ProtocolExtensionContainer { { ExtendedULInterferenceOverloadInfo-ExtIEs} } OPTIONAL,


...

}

ExtendedULInterferenceOverloadInfo-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- F

-----------------Start of the Next Change--------------------
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

id-mobilitySettingsChange









ProcedureCode ::= 12
id-rLFIndication











ProcedureCode ::= 13

id-handoverReport











ProcedureCode ::= 14

id-cellActivation











ProcedureCode ::= 15
id-x2Release












ProcedureCode ::= 16
id-x2APMessageTransfer










ProcedureCode ::= 17

id-x2Removal












ProcedureCode ::= 18

id-seNBAdditionPreparation









ProcedureCode ::= 19

id-seNBReconfigurationCompletion







ProcedureCode ::= 20

id-meNBinitiatedSeNBModificationPreparation





ProcedureCode ::= 21

id-seNBinitiatedSeNBModification







ProcedureCode ::= 22

id-meNBinitiatedSeNBRelease









ProcedureCode ::= 23

id-seNBinitiatedSeNBRelease









ProcedureCode ::= 24

id-seNBCounterCheck











ProcedureCode ::= 25

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs







INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofCoMPHypothesisSet




INTEGER ::= 256

maxnoofCoMPCells






INTEGER ::= 32

maxUEReport








INTEGER ::= 128

maxCellReport







INTEGER ::= 9

maxnoofPA








INTEGER ::= 3

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34

id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-Number-of-Antennaports












ProtocolIE-ID ::= 41

id-CompositeAvailableCapacityGroup










ProtocolIE-ID ::= 42

id-ENB1-Cell-ID















ProtocolIE-ID ::= 43

id-ENB2-Cell-ID















ProtocolIE-ID ::= 44

id-ENB2-Proposed-Mobility-Parameters









ProtocolIE-ID ::= 45

id-ENB1-Mobility-Parameters












ProtocolIE-ID ::= 46

id-ENB2-Mobility-Parameters-Modification-Range







ProtocolIE-ID ::= 47

id-FailureCellPCI














ProtocolIE-ID ::= 48

id-Re-establishmentCellECGI












ProtocolIE-ID ::= 49

id-FailureCellCRNTI














ProtocolIE-ID ::= 50

id-ShortMAC-I















ProtocolIE-ID ::= 51

id-SourceCellECGI














ProtocolIE-ID ::= 52

id-FailureCellECGI














ProtocolIE-ID ::= 53

id-HandoverReportType













ProtocolIE-ID ::= 54

id-PRACH-Configuration













ProtocolIE-ID ::= 55
id-MBSFN-Subframe-Info













ProtocolIE-ID ::= 56

id-ServedCellsToActivate












ProtocolIE-ID ::= 57

id-ActivatedCellList













ProtocolIE-ID ::= 58

id-DeactivationIndication












ProtocolIE-ID ::= 59

id-UE-RLF-Report-Container












ProtocolIE-ID ::= 60

id-ABSInformation














ProtocolIE-ID ::= 61

id-InvokeIndication














ProtocolIE-ID ::= 62

id-ABS-Status















ProtocolIE-ID ::= 63

id-PartialSuccessIndicator












ProtocolIE-ID ::= 64

id-MeasurementInitiationResult-List










ProtocolIE-ID ::= 65

id-MeasurementInitiationResult-Item










ProtocolIE-ID ::= 66

id-MeasurementFailureCause-Item











ProtocolIE-ID ::= 67

id-CompleteFailureCauseInformation-List









ProtocolIE-ID ::= 68

id-CompleteFailureCauseInformation-Item









ProtocolIE-ID ::= 69

id-CSG-Id
















ProtocolIE-ID ::= 70

id-CSGMembershipStatus













ProtocolIE-ID ::= 71

id-MDTConfiguration














ProtocolIE-ID ::= 72

id-ManagementBasedMDTallowed











ProtocolIE-ID ::= 74

id-RRCConnSetupIndicator












ProtocolIE-ID ::= 75

id-NeighbourTAC















ProtocolIE-ID ::= 76

id-Time-UE-StayedInCell-EnhancedGranularity








ProtocolIE-ID ::= 77

id-RRCConnReestabIndicator












ProtocolIE-ID ::= 78

id-MBMS-Service-Area-List












ProtocolIE-ID ::= 79

id-HO-cause
















ProtocolIE-ID ::= 80

id-TargetCellInUTRAN













ProtocolIE-ID ::= 81

id-MobilityInformation













ProtocolIE-ID ::= 82

id-SourceCellCRNTI














ProtocolIE-ID ::= 83

id-MultibandInfoList













ProtocolIE-ID ::= 84

id-M3Configuration














ProtocolIE-ID ::= 85

id-M4Configuration














ProtocolIE-ID ::= 86

id-M5Configuration














ProtocolIE-ID ::= 87

id-MDT-Location-Info













ProtocolIE-ID ::= 88

id-ManagementBasedMDTPLMNList











ProtocolIE-ID ::= 89

id-SignallingBasedMDTPLMNList











ProtocolIE-ID ::= 90

id-ReceiveStatusOfULPDCPSDUsExtended









ProtocolIE-ID ::= 91

id-ULCOUNTValueExtended













ProtocolIE-ID ::= 92

id-DLCOUNTValueExtended













ProtocolIE-ID ::= 93

id-eARFCNExtension














ProtocolIE-ID ::= 94

id-UL-EARFCNExtension













ProtocolIE-ID ::= 95

id-DL-EARFCNExtension













ProtocolIE-ID ::= 96

id-AdditionalSpecialSubframe-Info










ProtocolIE-ID ::= 97

id-Masked-IMEISV














ProtocolIE-ID ::= 98

id-IntendedULDLConfiguration











ProtocolIE-ID ::= 99

id-ExtendedULInterferenceOverloadInfo









ProtocolIE-ID ::= 100

id-RNL-Header















ProtocolIE-ID ::= 101

id-x2APMessage















ProtocolIE-ID ::= 102
id-ProSeAuthorized














ProtocolIE-ID ::= 103
id-ExpectedUEBehaviour













ProtocolIE-ID ::= 104

id-UE-HistoryInformationFromTheUE










ProtocolIE-ID ::= 105

id-DynamicDLTransmissionInformation










ProtocolIE-ID ::= 106

id-UE-RLF-Report-Container-for-extended-bands







ProtocolIE-ID ::= 107

id-CoMPInformation














ProtocolIE-ID ::= 108

id-ReportingPeriodicityRSRPMR











ProtocolIE-ID ::= 109

id-RSRPMRList















ProtocolIE-ID ::= 110

id-MeNB-UE-X2AP-ID














ProtocolIE-ID ::= 111

id-SeNB-UE-X2AP-ID














ProtocolIE-ID ::= 112

id-UE-SecurityCapabilities












ProtocolIE-ID ::= 113

id-SeNBSecurityKey














ProtocolIE-ID ::= 114

id-SeNBUEAggregateMaximumBitRate










ProtocolIE-ID ::= 115

id-ServingPLMN















ProtocolIE-ID ::= 116

id-E-RABs-ToBeAdded-List












ProtocolIE-ID ::= 117

id-E-RABs-ToBeAdded-Item












ProtocolIE-ID ::= 118

id-MeNBtoSeNBContainer













ProtocolIE-ID ::= 119

id-E-RABs-Admitted-ToBeAdded-List










ProtocolIE-ID ::= 120

id-E-RABs-Admitted-ToBeAdded-Item










ProtocolIE-ID ::= 121

id-SeNBtoMeNBContainer













ProtocolIE-ID ::= 122

id-ResponseInformationSeNBReconfComp









ProtocolIE-ID ::= 123

id-UE-ContextInformationSeNBModReq










ProtocolIE-ID ::= 124

id-E-RABs-ToBeAdded-ModReqItem











ProtocolIE-ID ::= 125

id-E-RABs-ToBeModified-ModReqItem










ProtocolIE-ID ::= 126

id-E-RABs-ToBeReleased-ModReqItem










ProtocolIE-ID ::= 127

id-E-RABs-Admitted-ToBeAdded-ModAckList









ProtocolIE-ID ::= 128

id-E-RABs-Admitted-ToBeModified-ModAckList








ProtocolIE-ID ::= 129

id-E-RABs-Admitted-ToBeReleased-ModAckList








ProtocolIE-ID ::= 130

id-E-RABs-Admitted-ToBeAdded-ModAckItem









ProtocolIE-ID ::= 131

id-E-RABs-Admitted-ToBeModified-ModAckItem








ProtocolIE-ID ::= 132

id-E-RABs-Admitted-ToBeReleased-ModAckItem








ProtocolIE-ID ::= 133

id-E-RABs-ToBeReleased-ModReqd











ProtocolIE-ID ::= 134

id-E-RABs-ToBeReleased-ModReqdItem










ProtocolIE-ID ::= 135

id-SCGChangeIndication













ProtocolIE-ID ::= 136

id-E-RABs-ToBeReleased-List-RelReq










ProtocolIE-ID ::= 137

id-E-RABs-ToBeReleased-RelReqItem










ProtocolIE-ID ::= 138

id-E-RABs-ToBeReleased-List-RelConf










ProtocolIE-ID ::= 139

id-E-RABs-ToBeReleased-RelConfItem










ProtocolIE-ID ::= 140

id-E-RABs-SubjectToCounterCheck-List









ProtocolIE-ID ::= 141

id-E-RABs-SubjectToCounterCheckItem










ProtocolIE-ID ::= 142

id-eRNTPIndicator














ProtocolIE-ID ::= xyz
END
-----------------End of the Changes--------------------
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