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	Reason for change:
	In Procedure Code defined in section 9.2.13, there is no Dual Connectivity message although ASN.1 has them. In order to be aligned with ASN.1 and discription of other message type, Dual Connectivity related message types should be included in semantics description of Procedure Code in Message Type.
Impact assessment towards the previous version of the specification (same release): 
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	Summary of change:
	The additional procedure codes for Dual Connectivity (SeNB Addition Preparation, SeNB Reconfiguration Completion, MeNB initiated SeNB Modification Preparation, SeNB initiated SeNB Modification, MeNB initiated SeNB Release, SeNB initiated SeNB Release, SeNB Counter Check) are added in semantics description of Procedure Code in Message Type.
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BEGINNING OF CHANGES
9.2.13
Message Type

The Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	M
	
	INTEGER (0..255)
	"0" = Handover Preparation

"1" = Handover Cancel

"2" = Load Indication

"3" = Error Indication

"4" = SN Status Transfer

"5" = UE Context Release

"6" = X2 Setup

"7" = Reset

"8" = eNB Configuration Update

"9" = Resource Status Reporting Initiation

"10" = Resource Status Reporting

“11” = Private Message

"12" = Mobility Settings Change

 “13” = Radio Link Failure Indication

“14” = Handover Report

“15” = Cell Activation

“16” = X2 Release

“17" = X2AP Message Transfer
“19" = SeNB Addition Preparation
“20" = SeNB Reconfiguration Completion
“21" = MeNB initiated SeNB Modification Preparation
“22" = SeNB initiated SeNB Modification
“23" = MeNB initiated SeNB Release
“24" = SeNB initiated SeNB Release
“25" = SeNB Counter Check

	Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, 

…)
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