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	Summary of change:
	In 9.2.aa, 
the type of UE ID IE is applied as “STRING (SIZE (16))”, i.e. “C-RNTI”;
the presence of RI IE is applied as ‘O’;

the Subband Definition IE is changed to the Subband Index IE;
the range bound value of maxSubband is applied as 14.
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====== Start of the changes ======
9.2.aa
CSI Report
This IE provides CSI reports of UEs served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSI Report per UE
	
	1 .. <maxUEReport>
	
	

	>UE ID
	M
	
	 BIT STRING (SIZE (16))
	C-RNTI allocated at eNB2 contained in the AS-config (TS 36.331 [9]).

	>CSI Report per CSI Process
	
	1 .. <maxCSIProcess>
	
	

	>>RI
	O
	
	INTEGER (1..8, …)
	Defined in TS 36.213 [11].

	>>Wideband CQI
	M
	
	9.2.bb
	

	>>Subband CQI List
	
	0 .. <maxSubband>
	
	

	>>>Subband CQI
	
	1
	9.2.cc
	

	
	
	
	
	

	>>>Subband Index
	M
	
	INTEGER (0..13, ...)
	


	Range bound
	Explanation

	maxUEReport
	Maximum number of UE measurement reports. Value is 128.

	maxCSIProcess
	Maximum number of CSI processes. The value is 4.

	maxSubband
	Maximum number of subbands. The value is 14.


====== End of the changes ======
