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	Other comments:
	


Start of the 1st modification

9.1.7
MBMS SCHEDULING INFORMATION

This message is sent by the MCE to provide MCCH related information to the eNB.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCCH Update Time
	M
	
	9.2.1.19
	
	YES
	reject

	MBSFN Area Configuration List
	
	1
	
	
	YES
	reject

	>MBSFN Area Configuration Item IEs
	
	1 to <maxnoofMBSFNareas>
	
	
	EACH 
	reject

	>>PMCH Configuration List
	
	1
	
	
	YES
	reject

	>>>PMCH Configuration Item IEs
	
	0 to <maxnoofPMCHsperMBSFNarea>
	
	
	EACH 
	reject

	>>>>PMCH Configuration
	M
	
	9.2.1.8
	
	-
	

	>>>>MBMS Session List per PMCH
	M
	
	9.2.1.9
	
	-
	

	>>Subframes Configuration List
	
	1
	
	
	YES
	reject

	>>>Subframes Configuration Item IEs
	
	1 to <maxnoofMBSFNallocations>
	
	
	EACH 
	reject

	>>>>MBSFN Subframe Configuration
	M
	
	9.2.1.17
	
	-
	

	>>Common Subframe Allocation Period
	M
	
	9.2.1.18
	
	YES
	reject

	>>MBSFN Area ID
	M
	
	9.2.1.14
	
	YES
	reject

	>>MBMS Suspension Notification List
	
	0..1
	
	
	YES
	ignore

	>>>MBMS Suspension Notification Item IEs
	
	1 to <maxnoofPMCHsperMBSFNarea>
	
	
	EACH 
	ignore

	>>>>SFN
	M
	
	INTEGER (0..1023)
	SFN of the first radio frame containing the information that the MBMS session(s) are to be suspended. 
	-
	-

	>>>>MBMS Sessions To Be Suspended List per PMCH
	
	1
	
	
	-
	-

	>>>>>MBMS Sessions To Be Suspended List per PMCH Item
	
	1 to <maxnoofSessionsPerPMCH>
	
	
	-
	-

	>>>>>>TMGI
	M
	
	9.2.3.3
	A value for TMGI shall only be present once in PMCH Configuration List IE and in MBMS Suspension Notification List IE
	-
	-


End of the 1st modification

Start of the 2nd modification

9.1.28
MBMS OVERLOAD NOTIFICATION

This message is sent by the eNB to notify the MCE about MBMS overload status.

Direction: eNB(MCE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MBSFN Area ID
	M
	
	9.2.1.14
	
	YES
	reject

	Overload Status Per PMCH List
	
	1
	
	
	YES
	reject

	>Overload Status Per PMCH Item IEs
	
	1..<maxnoofPMCHsperMBSFNarea>
	
	
	-
	-

	>>PMCH Overload Status
	M
	
	ENUMERATED (Normal, Overload, ...)
	
	YES
	reject

	>>Active MBMS Session List
	
	0..1
	
	
	YES
	reject

	>>>Active MBMS Session Item IEs
	
	1 to <maxnoofSessionsPerPMCH>
	
	
	-
	-

	>>>>TMGI
	M
	
	9.2.3.3
	
	YES
	reject


End of the 2nd modification

Start of the 3rd modification

9.2.1.9
MBMS Session List per PMCH

This information element provided PMCH configuration related content for MCCH. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBMS Session List per PMCH Item IEs
	
	1 to <maxnoofSessionsPerPMCH>
	
	

	>TMGI
	M
	
	9.2.3.3
	

	>LCID
	M
	
	INTEGER (0..28)
	Logical Channel Identity.


End of the 3rd modification

























