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BEGINNING OF CHANGES
10.1.2.8.2
SeNB Modification

The SeNB Modification procedure may be initiated either by the MeNB or by the SeNB and be used to modify, establish or release bearer contexts, to transfer bearer contexts to and from the SeNB or to modify other properties of the UE context within the same SeNB.

SeNB modification procedure does not necessarily need to involve signalling towards the UE.
MeNB initiated SeNB Modification
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Figure 10.1.2.8.2-1: SeNB Modification procedure - MeNB initiated

The MeNB uses the procedure to initiate the addition or release of SCG SCells, SCG bearer(s) and the SCG part of split bearer(s) and to trigger PSCell change involving PSCell release. The SeNB may reject the request, except if it concerns the release of SCG cells, of SCG bearer(s) or the SCG part of split bearer(s). Figure 10.1.2.8.2-1 shows an example signalling flow for a MeNB initiated SeNB Modification procedure.
1. The MeNB sends the SeNB Modification Request message, which may contain bearer context related or other UE context related information, data forwarding address information (if applicable) and SCG-ConfigInfo which contains the MCG configuration and the entire UE capabilities for UE capability coordination to be used as basis for the reconfiguration by the SeNB. In case of SCG SCell addition request, the MeNB can provide the latest measurement results for the SCG cell(s) requested to be added and SCG serving cell(s). In case of SCG Change, SCG Change Indication is included.
NOTE:
MeNB may request the establishment or release of SCG or Split bearer while not reconfiguration to MCG bearer, which can be performed without SCG change.

2.
The SeNB responds with the SeNB Modification Request Acknowledge message, which may contain radio configuration information within SCG-Config message and data forwarding address information (if applicable). In case of SCG Change, for E-RABs configured with the split bearer option for which no bearer type change is performed, the SeNB provides a new DL GTP TEID to the MeNB. The MeNB shall continue sending DL PDCP PDUs to the SeNB with the previous DL GTP TEID until it performs PDCP re-establishment or PDCP data recovery, and use the new DL GTP TEID starting with the PDCP re-establishment or data recovery.
3/4.
The MeNB initiates the RRC connection reconfiguration procedure. The UE applies the new configuration and replies with RRCConnectionReconfigurationComplete. In case the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message, it performs the reconfiguration failure procedure.

5.
Upon successful completion of the reconfiguration, the success of the procedure is indicated in the SeNB Reconfiguration Complete message.

6.
If instructed, the UE performs synchronisation towards the cell of the SeNB as described in SeNB addition procedure. Otherwise, the UE may perform UL transmission after having applied the new configuration.

7/8.
If applicable, data forwarding between MeNB and the SeNB takes place. (Figure 10.1.2.8.2-1 depicts the case where a bearer context is transferred from the MeNB to the SeNB.)

9.
If applicable, a path update is performed.
SeNB initiated SeNB Modification
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Figure 10.1.2.8.2-2: SeNB Modification procedure - SeNB initiated

The SeNB uses the procedure to perform configuration changes of the SCG within the same SeNB, e.g., to trigger release of SCG SCell(s) (other than PSCell), SCG bearer(s) and the SCG part of split bearer(s) (upon which the MeNB may release the bearer or reconfigure it to an MCG bearer), and to trigger PSCell change.
 The MeNB cannot reject the release request of SCG SCells (other than PSCell), SCG bearer and the SCG part of split bearer. SeNB cannot initiate SCG SCell addition except for the case of SI update of SCG SCell. Figure 10.1.2.8.2-2 shows an example signalling flow for a SeNB initiated SeNB Modification procedure.

1.
The SeNB sends the SeNB Modification Required message, which may contain bearer context related, other UE context related information and SCG-Config which contains the new radio resource configuration of SCG. For bearer release or modification a corresponding E-RAB list is included in the SeNB Modification Required message. In case of SCG Change, SCG Change Indication together with SCG-Config is included. In case of release of bearer served by SeNB, SCG-Config is not included.

The SeNB can decide whether the 
Random Access procedure is required, i.e., SCG change.

2./3.
If data forwarding and/or SeNB security key change needs to be applied, the MeNB triggers the preparation of the MeNB initiated SeNB Modification procedure and provides forwarding address and/or a new SeNB security key information within the SeNB Modification Request message, respectively. If the SeNB requested to release a bearer in step 1, and the MeNB decides to reconfigure it to an MCG bearer, the MeNB provides the SCG Change Indication within the SeNB Modification Request message and the SeNB provides respective RRC information in the SCG-Configuration within the SeNB Modification Request Acknowledgement message.

NOTE:
If only forwarding addresses and/or SeNB security key are provided in step 2, the MeNB does not need to wait for the reception of step 3 to initiate the RRC connection reconfiguration procedure.

4.
If MeNB accepts the SeNB request, the MeNB sends the RRCConnectionReconfiguration message to the UE including the new radio resource configuration of SCG according to the SCG-Config.
5.
The UE applies the new configuration and replies the RRCConnectionReconfigurationComplete message. In case the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message, it performs the reconfiguration failure procedure.

6.
Upon successful completion of the reconfiguration, the success of the procedure related to SCG-Config is indicated in the SeNB Modification Confirm message.

7.
If instructed, the UE performs synchronisation towards the cell of the SeNB as described in SeNB addition procedure. Otherwise, the UE may perform UL transmission after having applied the new configuration.

8/9.If applicable, data forwarding between MeNB and the SeNB takes place. (Figure 10.1.2.8. 2-1 depicts the case where a bearer context is transferred from the SeNB to the MeNB.)
10.
If applicable, a path update is performed.
END OF CHANGES
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