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1. Introduction

This document proposes more definitions and abbreviations appeared in the TR36.875.
2. Text Proposal to TR 36.875
Beginning of Text Proposal
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

example: text used to clarify abstract rules by applying them literally.

Dual Connectivity: as defined in TS 36.300 [3].

Hybrid cell: as defined in TS 36.300 [3].

Master eNB: as defined in TS 36.300 [3].

MCG bearer: as defined in TS 36.300 [3].

Secondary eNB: as defined in TS 36.300 [3].

SCG bearer: as defined in TS 36.300 [3].

Split bearer: as defined in TS 36.300 [3].

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].


AMBR
Aggregate Maximum Bit Rate

DC
Dual Connectivity

LIPA
Local IP Access
LHN
Local Home Network

LHN ID
Local Home Network ID

L-GW
Local Gateway

MCG
Master Cell Group

MeNB
Master eNB
S-GW
Serving Gateway

SCG
Secondary Cell Group 

SeNB
Secondary eNB
SIPTO
Selected IP Traffic Offload
SIPTO@LN
Selected IP Traffic Offload at the Local Network

TAI
Tracking Area Identify

End of Text Proposal

