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1
Introduction
This paper proposes update of the semantics description for RI and WB CQI, based on the baseline CR in [1].
2
Text proposal
<<< TP start >>>
9.2.aa
CSI Report
This IE provides CSI reports of UEs served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSI Report per UE
	
	1 .. <maxUEReport>
	
	

	>UE ID
	M
	
	BIT STRING (SIZE(16))
	ID of the UE served by the cell in eNB2.

	>CSI Report per CSI Process
	
	1 .. <maxCSIProcess>
	
	

	>>CSI Process Configuration Index
	M
	
	FFS
	

	>>RI
	M
	
	INTEGER (1..8, …)
	The RI corresponding to the CQI being reported for this CSI process. Value defined in TS 36.213 [11].

	>>Wideband CQI
	M
	
	9.2.bb
	

	>>Subband CQI List
	
	0 .. <maxSubband>
	
	

	>>>Subband CQI
	M
	
	9.2.cc
	

	>>>Subband Definition 
	
	
	FFS
	


	Range bound
	Explanation

	maxUEReport
	Maximum number of UE. Value is 128.

	maxCSIProcess
	Maximum number of CSI processes per UE. The value is 4.

	maxSubband
	Maximum number of subbands. The value is FFS.


<<< next change >>>
9.2.bb
Wideband CQI
This IE indicates the Wideband CQI as defined in TS 36.213 [11].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Wideband absolute CQI Codeword 0
	M
	
	INTEGER (0..15, …)
	Value defined in TS 36.213 [11].

	CHOICE Wideband CQI Codeword 1
	O
	
	
	

	>Wideband absolute CQI Codeword 1
	M
	
	INTEGER (0..15, …)
	Value defined in TS 36.213 [11].

	>Wideband differential CQI Codeword 1
	M
	
	INTEGER (0..7, …)
	Value defined in TS 36.213 [11].


<<< TP end >>>
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