3GPP TSG RAN WG3 Meeting #88
R3-151316
Fukuoka, Japan, 25th – 29th May, 2015

Title:
LS on RAN Sharing Enhancements for LTE
Response to:


Release:
Rel-13
Work Item:
RSE-RAN_LTE
Source:
RAN WG3
To:
SA WG1, SA WG5, RAN WG2
Contact Person: 
Dario Serafino Tonesi, Nokia Networks

E-mail Address:
tonesi@nokia.com
1. Overall Description:

Within the context of the Rel-13 WI on RAN Aspects of RAN Sharing Enhancements for LTE, RAN3 has been discussing solutions for resource usage reporting. Such reporting requires aggregating the transmitted data volumes based on per PLMN ID and per UL/DL, and some or all of the following criteria: per QCI, per GBR bands and per ARP. The maximum number of data volume reports collected is limited to 200.
Data volume reports for the DL/UL direction of a GBR bearer are collected within a given DL/UL GBR band if the DL/UL E-RAB guaranteed bit rate is within a configured DL/UL range delimited by a minimum and maximum value. The GBR bands shall be five in number for DL and five in number for UL. GBR bands shall be non-overlapping and configurable. The configured set of GBR bands applies to the whole RAN and to all PLMN IDs in the RAN.

The reporting requires eNB configuration, identification of the traffic associated with the above criteria and provision of the information to OAM.
2. Actions:
To SA1/SA5/RAN2:
RAN3 kindly asks SA1/SA5/RAN2 to take the above progress into account and to provide feedback, if any.
3. Date of Next RAN3 Meetings:
RAN3#89
Beijing, People’s Republic of China

August 24th-28th, 2015

RAN3#89bis
Sophia Antipolis, France
October 5th-9th, 2015

RAN3#90
Anaheim, CA, USA
November 16th-20th, 2015
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