Page 1



3GPP TSG-RAN3 Meeting #88 
R3-151158
Fukuoka, Japan, May 25th – 29th, 2015
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.423
	CR
	0808
	rev
	4
	Current version:
	12.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Addition of Intra-LTE notifications of AAS-based reconfigurations

	
	

	Source to WG:
	Samsung, CATT, Fujitsu

	Source to TSG:
	R3

	
	

	Work item code:
	UTRA_LTE_SON_AAS
	
	Date:
	2015-05-25

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	To mitigate the impact on MRO from frequent AAS reconfigurations, a notification of this reconfiguration can be used by MRO to retreive to a previously optimised state. The indication may also be used to determine suitable cells for re-establishment towards a target cell being reconfigured.

	
	

	Summary of change:
	Addition of a new indication for cell states into the eNB configuration update IE to indicate the AAS state of a cell. 

Rev1: 

· Updated the procedureal text
· Modified the range of the per cell indication to 0..1. 

· ASN.1 update
Rev2:

· Editorial

Rev3

· - Resubmission of BL CR (no changes)
Rev4

· Add the abbreviation of AAS

· Add the Related Cell List to AAS Modification List

· Refined the text description in section 8.3.5.1

	
	

	Consequences if not approved:
	MRO will not be aware of AAS reconfigurations which will impact the performance of MRO. Restablishment failure problem due to AAS reconfigurations can not be solved.

	
	

	Clauses affected:
	3.3, 8.3.5, 9.1.2.8, 9.3.4, 9.3.5, 9.3.7

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS/36.300 CR0736 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


-----------------Start of the First Change--------------------
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

AAS                    Active Antenna System
ABS
Almost Blank Subframe

CCO
Cell Change Order

CoMP
Coordinated Multi Point

DC
Dual Connectivity

DL
Downlink

EARFCN
E-UTRA Absolute Radio Frequency Channel Number

E-CID
Enhanced Cell-ID (positioning method)

eNB
E-UTRAN NodeB

EP
Elementary Procedure

EPC
Evolved Packet Core

E-RAB
E-UTRAN Radio Access Bearer

E-UTRAN
Evolved UTRAN

GNSS
Global Navigation Satellite System

GUMMEI
Globally Unique MME Identifier

HFN
Hyper Frame Number

IE
Information Element

L-GW
Local GateWay

MCG
Master Cell Group

MDT
Minimization of Drive Tests

MeNB
Master eNB

MME
Mobility Management Entity

NAICS
Network-Assisted Interference Cancellation and Suppression

PDCP
Packet Data Convergence Protocol

PLMN
Public Land Mobile Network

ProSe
Proximity Service

SCG
Secondary Cell Group

S-GW
Serving Gateway

SeNB
Secondary eNB

SIPTO
Selected IP Traffic Offload

SIPTO@LN
Selected IP Traffic Offload at the Local Network

SN
Sequence Number

TAC
Tracking Area Code

UE
User Equipment

UL
Uplink

-----------------End of the First Change--------------------
-----------------Start of the Next Change--------------------
8.3.5
eNB Configuration Update 

8.3.5.1
General

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for two eNBs to interoperate correctly over the X2 interface.

The procedure uses non UE-associated signalling.

8.3.5.2
Successful Operation
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Figure 8.3.5.2-1: eNB Configuration Update, successful operation

An eNB1 initiates the procedure by sending an ENB CONFIGURATION UPDATE message to a peer eNB2 . Such message shall include an appropriate set of up-to-date configuration data, including, but not limited to, the complete lists of added, modified and deleted served cells, that eNB1 has just taken into operational use.

Upon reception of an ENB CONFIGURATION UPDATE message, eNB2 shall update the information for eNB1 as follows:

Update of Served Cell Information:

-
If Served Cells To Add IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall add cell information according to the information in the Served Cell Information IE.

-
If Number of Antenna Ports IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, eNB2 may use this information according to TS 36.331 [9].

-
If the PRACH Configuration IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, the eNB receiving the IE may use this information for RACH optimisation.

-
If Served Cells To Modify IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall modify information of cell indicated by Old ECGI IE according to the information in the Served Cell Information IE.
-
If MBSFN Subframe Info IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, eNB2 may use this information according to TS 36.331 [9]. If a MBSFN subframe indicated in the MBSFN Subframe Info IE coincides with an ABS, the eNB2 shall consider that the subframe is designated as ABS by the sending eNB.


When either served cell information or neighbour information of an existing served cell in eNB1 need to be updated, the whole list of neighbouring cells, if any, shall be contained in the Neighbour Information IE.

If the Deactivation Indication IE is contained in Served Cells To Modify IE, it indicates that the concerned cell was switched off to lower energy consumption.

The eNB2 shall overwrite the served cell information and the whole list of neighbour cell information for the affected served cell.

-
If Served Cells To Delete IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall delete information of cell indicated by Old ECGI IE.

-
If MBMS Service Area Identity List IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, the eNB receiving the IE may use it according to TS 36.300 [15].


When the MBMS Service Area Identities of a cell in eNB1 need to be updated, the whole list of MBMS Service Area Identities of the affected cell shall be contained in the Served Cell Information IE.

Update of GU Group Id List:

-
If GU Group Id To Add List IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall add the GU Group Id to its GU Group Id List.

-
If GU Group Id To Delete List IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall remove the GU Group Id from its GU Group Id List.

If Neighbour Information IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 may use this information to update its neighbour cell relations, or use it for other functions, like PCI selection. The Neighbour Information IE shall only include E-UTRAN cells that are direct neighbours of cells in the reporting eNB. A direct neighbour of one cell of a given eNB may be any cell belonging to an eNB that is a neighbour of that given eNB cell e.g. even if that cell has not been reported by a UE. The Neighbour Information IE may contain the TAC IE of the included cells. The receiving eNB may use TAC IE, as described in TS 36.300 [15].

After successful update of requested information, eNB2 shall reply with the ENB CONFIGURATION UPDATE ACKNOWLEDGE message to inform the initiating eNB1 that the requested update of application data was performed successfully. In case the peer eNB2 receives an ENB CONFIGURATION UPDATE without any IE except for Message Type IE it shall reply with ENB CONFIGURATION UPDATE ACKNOWLEDGE message without performing any updates to the existing configuration.

The eNB1 may initiate a further eNB Configuration Update procedure only after a previous eNB Configuration Update procedure has been completed.
For each cell served by the initiating eNB1 the ENB CONFIGURATION UPDATE message may contain the MultibandInfoList IE. The eNB receiving the IE shall, if supported, take this information into account when further deciding whether subsequent mobility actions between the source cell and the target cell may be performed.

If the AAS Modification List IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 may use the information in the AAS indication IE to identify the cell deployment configuration enabled by eNB1 and to configure the mobility towards the cell(s) indicated by the ECGI IE. When eNB2 triggers a handover towards the cell(s) indicated by the Related Cell ECGI IE, eNB2  may regard the cell(s) that are indicated to be inactive as suitable re-establishment cell(s).
8.3.5.3
Unsuccessful Operation
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Figure 8.3.5.3-1: eNB Configuration Update, unsuccessful operation

If the eNB2 can not accept the update it shall respond with an ENB CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the ENB CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE the eNB1 shall wait at least for the indicated time before reinitiating the eNB Configuration Update procedure towards the same eNB2. Both nodes shall continue to operate the X2 with their existing configuration data.

8.3.5.4
Abnormal Conditions

If the eNB1 after initiating eNB Configuration Update procedure receives neither ENB CONFIGURATION UPDATE ACKNOWLEDGE message nor ENB CONFIGURATION UPDATE FAILURE message, the eNB1 may reinitiate the eNB Configuration Update procedure towards the same eNB2, provided that the content of the new ENB CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged ENB CONFIGURATION UPDATE message.

-----------------Start of the Next Change--------------------
9.1.2.8
ENB CONFIGURATION UPDATE

This message is sent by an eNB to a peer eNB to transfer updated information for a TNL association.

Direction: eNB1 ( eNB2. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Served Cells To Add
	
	0 .. <maxCellineNB>
	
	Complete list of added cells served by the eNB
	GLOBAL
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	–

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	>>EARFCN Extension
	O
	
	9.2.65
	DL EARFCN for FDD or EARFCN for TDD. If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject

	Served Cells To Modify
	
	0 .. <maxCellineNB>
	
	Complete list of modified cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier
	-
	-

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	–

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	>>EARFCN Extension
	O
	
	9.2.65
	DL EARFCN for FDD or EARFCN for TDD. If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject

	>Deactivation Indication
	O
	
	ENUMERATED(deactivated,

…)
	Indicates that the concerned cell is switched off for energy saving reasons
	YES
	ignore

	Served Cells To Delete
	
	0 .. <maxCellineNB>
	
	Complete list of deleted cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier of the cell to be deleted
	-
	-

	GU Group Id To Add List
	
	0 .. <maxPools>
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-

	GU Group Id To Delete List
	
	0 .. <maxPools>
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-

	AAS Modification List
	
	0 .. <maxCellineNB>
	
	List of cells modified by AAS
	GLOBAL
	ignore

	> ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the cell to be modified
	-
	-

	>AAS indication
	M
	
	INTEGER (0..1,  …)
	Indicates the AAS configuration of the concerned cell.

 Value ‘0’ indicates the cell is inactive. Value ‘1’ indicates that the cell is active. Other values indicate the cell is in cell shaping state.
	-
	-

	> Related Cell List
	
	0 .. maxnoofRelatedCells 
	
	Indicates the original cell which is reconfigured to create the new emerging cell. 
	-
	-

	>> Related Cell ECGI
	M
	
	ECGI

9.2.14
	
	
	


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.

	maxnoofRelatedCells
	Maximum no. of original cells which are reconfigured to create the new emerging cell. Value is 2.


-----------------Start of the Next Change--------------------
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

----------------- Unchanged text omitted --------------------

RSRPMRList,


UE-RLF-Report-Container-for-extended-bands,


ProSeAuthorized,

AASModificationList,

RelatedCellList
FROM X2AP-IEs
----------------- Unchanged text omitted --------------------

id-E-RABs-SubjectToCounterCheckItem,


id-CoMPInformation,


id-ReportingPeriodicityRSRPMR,


id-RSRPMRList,


id-UE-RLF-Report-Container-for-extended-bands,

id-ProSeAuthorized,

id-AASModificationList,
----------------- Unchanged text omitted --------------------

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT,


maxnoofRelatedCells
-----------------Start of the Next Change--------------------
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

----------------- Unchanged text omitted --------------------
-- **************************************************************

--

-- ENB CONFIGURATION UPDATE

--

-- **************************************************************

ENBConfigurationUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ENBConfigurationUpdate-IEs}},


...

}

ENBConfigurationUpdate-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-ServedCellsToAdd

CRITICALITY reject
TYPE ServedCells



PRESENCE optional}|


{ ID id-ServedCellsToModify

CRITICALITY reject
TYPE ServedCellsToModify

PRESENCE optional}|


{ ID id-ServedCellsToDelete

CRITICALITY reject
TYPE Old-ECGIs




PRESENCE optional}|


{ ID id-GUGroupIDToAddList

CRITICALITY reject
TYPE GUGroupIDList



PRESENCE optional}|


{ ID id-GUGroupIDToDeleteList
CRITICALITY reject
TYPE GUGroupIDList



PRESENCE optional}|


{ ID id-AASModificationList

CRITICALITY ignore
TYPE AASModificationList


PRESENCE optional},


...

}

-----------------Start of the Next Change--------------------
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

----------------- Unchanged text omitted --------------------
-- A
AASModificationList ::= SEQUENCE (SIZE (1..maxCellineNB)) OF AASModification-Item
AASModification-Item ::= SEQUENCE {

eCGI






ECGI,

aASIndication




INTEGER (0..1, ...),

relatedCellList




RelatedCellList
OPTIONAL,

...

}

ABSInformation ::= CHOICE {


fdd




ABSInformationFDD,


tdd




ABSInformationTDD,


abs-inactive

NULL,


...

}

ABSInformationFDD ::= SEQUENCE {


abs-pattern-info




BIT STRING (SIZE(40)),


numberOfCellSpecificAntennaPorts
ENUMERATED {one, two, four, ...},


measurement-subset




BIT STRING (SIZE(40)),


iE-Extensions





ProtocolExtensionContainer { { ABSInformationFDD-ExtIEs} } OPTIONAL,


...

}

ReleatedCellList  ::=  SEQUENCE (SIZE(1.. maxnoofRelatedCells)  OF ReleatedCellList-Item

ReleatedCellList-Item ::= SEQUENCE {

      relatedCellECGI        ECGI,

      ...
}
-----------------Start of the Next Change--------------------
9.3.7
Constant definitions

----------------- Unchanged text omitted --------------------
id-E-RABs-ToBeReleased-RelReqItem










ProtocolIE-ID ::= 138

id-E-RABs-ToBeReleased-List-RelConf










ProtocolIE-ID ::= 139

id-E-RABs-ToBeReleased-RelConfItem










ProtocolIE-ID ::= 140

id-E-RABs-SubjectToCounterCheck-List









ProtocolIE-ID ::= 141

id-E-RABs-SubjectToCounterCheckItem










ProtocolIE-ID ::= 142
id-AASModificationList













ProtocolIE-ID ::= XXX
END
-- **************************************************************

--

-- Lists

--

-- **************************************************************

----------------- Unchanged text omitted --------------------
maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs







INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofCoMPHypothesisSet




INTEGER ::= 256

maxnoofCoMPCells






INTEGER ::= 32

maxUEReport








INTEGER ::= 128

maxCellReport







INTEGER ::= 9

maxnoofPA








INTEGER ::= 3

maxnoofRelatedCells






INTEGER ::= 2
-- **************************************************************

--
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