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1. Overall Description:

SA2 thanks RAN3 for their LS (S2-152167/R3-151317) on “overload of MME resource quotas in RAN sharing scenarios”.

First, SA2 would like to remind RAN3 that there are neither features nor requirements related to quotas of resources in the Core Network. On both questions, SA2 would like to confirm that what RAN3 is asking is compliant configuration, but it is not the only one.
RAN3 requested action: RAN3 kindly requested SA2 to verify whether the basic requirement of uniqueness of MMECs described above is captured in SA2's specification and in case it is not captured, to update SA2's specifications accordingly.
SA2 answer: SA2 confirms that if the MMEs connected to an eNB belong to the same MME pool area or overlapping MME pool areas, the MMEC uniquely identifies each MME connected to the same eNB. 

Stage 2 specification TS 23.401 clause 3.1 defines “MME Pool Areas are a collection of complete Tracking Areas” and TS 23.003 clause 2.8.1 requires that “The operator shall need to ensure that the MMEC is unique within the MME pool area and, if overlapping pool areas are in use, unique within the area of overlapping MME pools”. 

Therefore, it is possible (but not actually expected in real deployments) for an eNB to be connected to several non-overlapping MME pool areas in which MMEs of different non-overlapping MME pool areas may have the same MMEC. In that case, both the MMEC and the TAC are required to identify an MME unambiguously (no need for the eNB to know the MMEGI) in all situations. 
SA2 sees no need to update the above specifications. 
RAN3 requested action: RAN3 also kindly request SA2's feedback relative to the feasibility of GWCN deployments using a dedicated MMEC per sharing PLMN.
SA2 answer: SA2 would like to confirm that both GWCN deployments where a MME is identified by a dedicated MMEC per sharing PLMN and GWCN deployments where a MME is identified by a single MMEC for all sharing PLMNs are feasible in terms of system perspective. 
2. Actions:

To RAN3 group.

ACTION: 
SA2 kindly asks RAN3 to take the above information into account for their specification work.  
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #111 
19 - 23 Oct 2015
China.

TSG-SA WG2 Meeting #112
16 - 20 Nov 2015
Anaheim, CA, USA
