Page 1



3GPP TSG-WG3 Meeting #89
R3-151395
Beijing, China, Aug 24 – 28, 2015 
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	25.300
	CR
	0015
	rev
	-
	Current version:
	12.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Introduce CS time and PS data volume for RAN sharing

	
	

	Source to WG:
	Huawei, TeliaSonera

	Source to TSG:
	R3

	
	

	Work item code:
	RSE_UTRA_GUSH-Core
	
	Date:
	2015-8-24

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature)
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	For RAN sharing, there exists a requirement on support for measurement of traffic volume per participating CN operator. However, the measurements are not defined in the current specification.

	
	

	Summary of change:
	It is stated that aggregated DL and UL data volume are collected per participating CN operator. The data volume is collected for the PS traffic. For CS traffic, the amount of time consumed is collected.
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	Other comments:
	


<Start of modification>
X
RAN Sharing

X.X
Resource usage reporting for shared networks
The RAN may be configured to report the resource usage for the different CN operators in a shared network. The reported resource usage includes the data volume of PS traffic and the amount of time consumed of CS traffic. The report is aggregated per CN operator of the shared RAN and per criteria defined in X.X.1. 
For PS traffic, the DL data volume is defined as the amount of PDCP SDU bits in the downlink delivered from PDCP layer to RLC layer and the UL data volume is the amount of PDCP SDU bits in the uplink successfully received by the eNB.
For CS traffic, the amount of time consumed is defined as the time based on the Iu signalling setup and release.

Traffic to/from UEs registered to Common PLMN shall be aggregated to the CN operator in the shared network that serves the UE. 

NOTE: UEs may be registered to Common PLMN if they do not support reading all broadcasted PLMN IDs or if only one PLMN ID is broadcasted in MOCN.

X.X.1 OAM requirements

OAM shall, if supported, configure per CN operator of the shared RAN’s resource usage reporting criteria for the purpose of collection and reporting of resource usage by the RAN. For PS traffic, each data volume report is collected per CN operator and per traffic direction (UL or DL). For CS traffic, the consumed time report is collected per CN operator of the shared RAN.
<End of modification>
