Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG3#89
R3-151733
Beijing, P.R. China, August 24th–28th, 2015
Agenda Item:
17
Source: 
Ericsson
Title:  
Way Forward for DÉCOR
Document for:
Discussion and Approval
1
Way forward
1.1
Agreements in RAN3#89

1.
For LTE, define a procedure as a new procedure: “NAS Message Redirection” (FFS on the name)
2.
MMEGI in the INITIAL UE MESSAGE, to avoid 2nd re-route
3.
NNSF and MME Load Balancing are different functions

4.
The “NAS Message Redirection” will only contain a single MME Group ID
5.
HeNB GW will as act as the eNB towards the MME, and will terminate the “NAS Message Redirection” procedure
1.1.1 Open issues
1.
Whether a MME UE AP ID is needed or not in the “NAS Message Redirection”?
Would only be needed to enable the possibility for the eNB to send a message to the MME that sent the “NAS Message Redirection”. 
2.
Original RAN message (total first Initial UE Message) v.s. only NAS PDU in the Reroute NAS Message?
(SA2 intention was to send the whole Initial UE Message)
3.
whether a new function is needed in the section 7 of 36.413?
Depending on how we model this functionality (I.E. if the new procedure is considered part of “Handover Signalling”, or belonging to “NAS Transport”), the new procedure will end up in different sections.  
4.
procedure criticality
5.
For UTRAN, re-use existing procedure or new “NAS Message Redirection” procedure aligned with LTE
6.
Clarify the usage of the “Additional GUTI”

7.
Current RN principles ok also for DÉCOR?
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