Page 1



3GPP TSG-RAN WG3 Meeting #89 
R3-151405
Beijing, P. R. China, August 24th – 28th, 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.401
	CR
	0071
	rev
	-
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Introduction of Dedicated Core Network (DECOR) feature

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	

	Work item code:
	DECOR-UTRA_LTE-Core
	
	Date:
	2015-08-24

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The DECOR function needs to be supported.


	
	

	Summary of change:
	Introduce NAS Message Redirection Function to support DECOR.


	
	

	Consequences if not approved:
	The DECOR function is not supported.



	
	

	Clauses affected:
	3.2; 7.1; 

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 36.300 CR 0779

TS 36.410 CR 0026

TS 36.413 CR 1320

TS 25.300 CR 0016

TS 25.413 CR 1296

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<<<<<<<<<<<<<<<<<<<< Start of 1st Change >>>>>>>>>>>>>>>>>>>>
3.2
Abbreviations
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

AP
Application Protocol

AS
Access Stratum

CGI
Cell Global Identifier

CMAS
Commercial Mobile Alert Service
C-RNTI
Cell RNTI
DCN
Dedicated Core Network
ECGI
E-UTRAN Cell Global Identifier

ECM
EPS Connection Management

EEC
Ethernet Equipment Clock

eNB
E-UTRAN Node B

EMM
EPS Mobility Management

E-RAB
E-UTRAN Radio Access Bearer

ESM
EPS Session Management

E-SMLC
Evolved Serving Mobile Location Centre

ETWS
Earthquake and Tsunami Warning System

EPC
Evolved Packet Core

EPS
Evolved Packet System

E-UTRA
Evolved UTRA
E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex
GUMMEI
Globally Unique MME Identifier
ID
Identity
IP
Internet Protocol

LTE
Long Term Evolution

MBMS
Multimedia Broadcast Multicast Service 

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MeNB
Master eNB

NDS
Network Domain Security

MME
Mobility Management Entity

NAS
Non-Access Stratum

OTDOA
Observed Time Difference Of Arrival (positioning method)
PLMN
Public Land Mobile Network

PWS
Public Warning System

RA-RNTI
Random Access RNTI

RET
Remote Electrical Tilting

RIM
RAN Information Management

RNL
Radio Network Layer
RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control
RTP
Real-time Transport Protocol

QoS
Quality of Service
SFN
System Frame Number

S-GW
Serving Gateway

SAP
Service Access Point

SCG
Secondary Cell Group

SeNB
Secondary eNB

SON
Self Organizing Networks
S-TMSI
S-Temporary Mobile Subscriber Identity
TCP
Transmission Control Protocol
TDD
Time Division Duplex

TDM
Time Division Multiplexing

TMA
Tower Mounted Amplifier
TNL
Transport Network Layer

UDP
User Datagram Protocol

UE
User Equipment
UMTS
Universal Mobile Telecommunication System

UTDOA
Uplink Time Difference of Arrival
<<<<<<<<<<<<<<<<<<<< Start of 2nd Change >>>>>>>>>>>>>>>>>>>>
7.1
List of functions
-
Transfer of user data

-
Radio channel ciphering and deciphering

-
Integrity protection

-
Header compression

-
Mobility control functions:

-
Handover

-
Dual Connectivity

-
Inter-cell interference coordination

-
Connection setup and release

-
Load balancing

-
Distribution function for NAS messages
-
NAS node selection function

-
Synchronization

-
Radio access network sharing

-
MBMS function

-
Subscriber and equipment trace
-
RAN Information Management (RIM)
-
Paging

-
Positioning
-
Delivery of warning messages
-
NAS Message Redirection
<<<<<<<<<<<<<<<<<<<< Start of 3rd Change >>>>>>>>>>>>>>>>>>>>
7.2.xx
NAS Message Redirection
This function provides the capability to reroute a NAS meesage and thereby a UE from one core network node to another core network node during Attach or TAU procedure when DCNs are used as described in TS 23.401 [3].
<<<<<<<<<<<<<<<<<<<< Start of 6th Change >>>>>>>>>>>>>>>>>>>>
