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9.2.1.8
PMCH Configuration

This information element provided PMCH configuration related content for MCCH. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Allocated Subframes End
	M
	
	INTEGER (0..1535)
	Value part set as the sf-AllocEnd

IE in TS 36.331 [11].
	−
	−

	Modulation and Coding Scheme
	M
	
	INTEGER (0..28)
	Value part set as the dataMCS

IE in TS 36.331 [11].
	−
	−

	MCH Scheduling Period
	M
	
	ENUMERATED (rf8, rf16, rf32, rf64, rf128, rf256, rf512, rf1024)
	Value part set as the mch-SchedulingPeriod-r9 IE in TS 36.331 [11].
	−
	−

	Modulation and Coding Scheme 2
	O
	
	INTEGER (0..27)
	Value part set as the  higherOrder-r12in the dataMCS IE in TS 36.331 [11]. If this IE is present, the value signalled in the Modulation and Coding Scheme IE is ignored.
	YES
	reject

	MCH Scheduling Period Extended
	O
	
	ENUMERATED (rf4, …,  rf8, rf16, rf32, rf64, rf128, rf256, rf512, rf1024)
	Value part set as the mch-SchedulingPeriod-r12 IE in TS 36.331 [11]. If this IE is present, the value signalled in the MCH Scheduling Period IE is ignored.
	YES
	reject


9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

M2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<< skip unchanged ASN.1 >>>
MCE-ID ::= OCTET STRING (SIZE(2))
MCE-MBMS-M2AP-ID ::= INTEGER (0.. 16777215)

MCEname ::= PrintableString (SIZE (1..150,...))

MCH-Scheduling-Period ::= ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512, rf1024}

MCH-Scheduling-PeriodExtended ::= ENUMERATED {rf4, ..., rf8, rf16, rf32, rf64, rf128, rf256, rf512, rf1024}

Modulation-Coding-Scheme2 ::= INTEGER (0..27)

-- N

-- O

-- P

<<< skip unchanged ASN.1 >>>
