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1
Introduction
There was a short discussion at RAN3#88 where issues outlined in the SA2 TR 23.704 [1] was summarised and the agreed SA2 solutions was explained in [2]. 

A Huawei contribution [3] proposed to reuse the INITIAL UE MESSAGE for the new Query functionality. 

2
Discussion on RAN3 impact
The agreed stage 2 CR’s in SA2 add possibility to perform the following functionality:

· Possibility for the SRNC in case a registration attempt for one domain to query the CN Nodes(s) for the other domain to check if the UE is served by any of the sharing operators in the other domain (solution #4)
· Possibility to transfer Old LAI/RAI, CS/PS-NRI and indication if UE is attaching in the Redirection Indication IE

The needed additions for the Redirection Indication IE look straight forward and were mentioned in both [2] and [3]. 
The new query functionality could either be implemented as a new RANAP class 1 procedure as proposed by [2] or by reusing the Initial UE Message procedure and another class 2 procedure for the result as outlined in [3]. 
The only advantage to reuse the Initial UE Message procedure would be that this procedure already today initiates a connection between the RNC and CN-node. A big drawback would however be the difficulty to describe the relation between the Query request and the Query reply since they would be carried by separate class 2 procedures. 

Adding a new class 1 procedure that also establishes the connection between the RNC and CN-node would however only require some minor updates in 25.410, and would have the advantage that with the class 1 procedure the linking between the Query request and the Query reply is generically handled by the stage 1 procedure. Adding a new procedure would also minimize the impact on existing implementations. 
Proposal 1: It is proposed to introduce the new Query functionality as a new class 1 procedure.
4
Proposal
It is proposed to agree the Rel-13 RANAP CR in [4] and the Rel-13 25.410 CR in [5] that introduces functionality according to the SA2 stage 2 solution to enable enhancement of the CS/PS coordination functionality in UTRAN.
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