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1   Introduction 
This contribution proposes some clarifications to the BL Stage-2 CR ([2]). 
2   Detailed Analysis 
2.1   Collocated L-GW in MeNB 

Current BL Stage-2 CR ([2]) has one figure for L-GW collocated in the MeNB, which is shown as below. 
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Figure 4.9.3.x-2: SIPTO@LN with co-located L-GW in MeNB – split and SCG bearer options.
Both figures are the same. The only difference is the text below the figure. So the two figures do not give much information. It may even cause confusion regarding whether the SeNB is affected. On the other hand, BL Stage-2 CR describes “The MeNB and the MME support the functions described in Section. 4.8.2.”. The figure in Stage-2 Section 4.8.2 is shown as below:
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Figure 4.8.2-1: E-UTRAN - SIPTO@LN with collocated L-GW - Logical Architecture

Since there is no impact to SeNB, there is no need to add a new figure. The impact to MeNB and MME can reference to the figure in Section 4.8.2 ([1]).

If companies really prefer to have a new figure for DC, we would like to propose a figure to align with Section 4.8.2([1]):
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Figure 1 – Architectures of SIPTO at local network with L-GW collocated in the MeNB
Observation 1: There is no need to add a figure for L-GW collocated in MeNB. If it is really needed, a figure similar to Section 4.8.2 is preferred.

2.2   Collocated L-GW in SeNB

The figure in current BL CR ([2]) is shown as below:
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Figure 4.9.3.x-3: SIPTO@LN with co-located L-GW in SeNB – SCG bearer option

This figure does not show much detail for the SeNB as well as the L-GW. It is proposed to replace it with a figure to align with Section 8.4.2. 
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Figure 2 – Architectures of SIPTO at local network with L-GW collocated in the SeNB
Observation 2: For L-GW collocated in SeNB, current figure lacks of the detailed information on the actual changes to SeNB. 

Proposal 1: For L-GW collocated in SeNB, it is proposed to replace current figure with the proposed one. 

3   Conclusion and Proposals

This contribution analyzed the issues for supporting SIPTO@LN with Dual-Connectivity. Our proposals are:
Observation 1: There is no need to add a figure for L-GW collocated in MeNB. If it is really needed, a figure similar to Section 4.8.2 is preferred.
Observation 2: For L-GW collocated in SeNB, current figure lacks of the detailed information on the actual changes to SeNB. 

Proposal 1: For L-GW collocated in SeNB, it is proposed to replace current figure with the proposed one. 

The updated Stage-2 CR can be found in ([3]).
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